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L REMARKS:  WELL LOG ELECTRIC LOGS WATER SANDS____ LOCATION INSPECTED' _SUB REPORT abd

O0%[8 ng tup ~ ‘77/905 Ablmzzlm/e#’ 73097

DATE FILED APRIL 29, 1996

LAND: FEE & PATENTED STATE LEASE NO PUBLIC LEASE NO U-74390 INDIAN

oriuns approven. MAY 16, 1996

SPUDDED IN AU“Q QQ \O\C“Q

COMPLETED :\" \C\ _q‘n %SPUT TO PRODUCING

INITIAL PRODUCTION. [ 9 7] gbLﬁ AN.M. Y}/lc_ﬁ 5/’ P)bL

 GRAVITY AP 34-

- GOR

 PRODUCING ZONES 4—2}71) —53 /0 />l Qﬂu

. TOTAL DEPTH mpp’

T WELL ELEVATION UDID) ! (;] l/

DATE ABANDONED

- FIELD CASTLE PEAK
UNIT
COUNTY DUCHESNE
WELL NO MONUMENT FEDERAL 41-18-9-16Y API NO. 43-013-31646
ocaton - 497 FNL FT. FROM (N} (S) LINE, Lo24 FEL Fr.rrom €)W LNEE - NE  NE 1.4 — 1/4 SEC 18
TWP RGE SEC OPERATOR TWP RGE SEC OPERATOR T3, [apnd FT‘OCIAL(J»:\&\A AN

16E |18 EQUETABLE-—RESOUREES 4




YUATERNARY

Star Point Chinle Molas
Alluvium Wahweap Shinarump Marnning Canyon
Lake beds Masuk Moenkopi Mississippian
Pleisiocene Colorado Sinbad Humbug
take beds Sego PERMIAN Brazer
TERTIARY Buck Tongue Kaibab Pilot Shale
Pilocene Castlegate Coconino Madison
Salt Lake Mancos Cutler Leadvilie
- Ohgocene Upper Hoskinnini Redwall
Norwood Middle DeChelly DEVONIAN
Evcene Lower White Rim Upper
Duchesne River Emery Organ Rock Middle
Uinta Blue Gate Cedar Mesa Lower
Bridger Ferron Halgaite Tongue Quray
| Gveela River /U Frontier Phosphoria Elbert
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’JJ‘Q EQUTABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION

March 22, 19396

Utah Division of 0il, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron 0il Division to Equitable Resources Energy
Company . Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each
of the wells. To this letter I have attached a list of our wells for
your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of 0il and
Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only our.company name. The physical locations of
our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.
Sincerely,

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

Enclosures

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 [
Billings, MT 59102 FAX: (406) 245-1361 &




FORM g ~ sq OF UTAH
‘ DIVISION OF #IL, GAS AND MINING

-

5. Lease Deslgnation and Serlal Number:

See attached listing

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new welis, deepen nﬂﬂng wells, or to reenter plugged and abandoned wells.
Use APPUCATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals.

8. #f Indian, Aliottee of Tribe Name:
n/a

§. Unlt Agreement Name;
a

ee attached listing

1. TypeotWel: o) [] GAS[] OTHER:

See attached listing

8. Well Name and Number:

See attached listing

2. Name of Operator:

Equitable Resources Energy Company, Balcron 0il Division

0. APt Well Number:
See attached listing

3. Add

and Teleph Number:

1601 Lewis Avenue Avenue; Billings, MT 59102

10. Field and Pool, or Wildcat:
See attached listing

(406) 259-7860

4. Location of Well L
Footages: See attached listing county:  See attached list
QQ, ec.T.RM.: sam:  JTAH

" CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Subeit in Dupiicate) (Submit Original Form Onty)
[ Abandon O New Construction ] Abandon * [ New Construction

[ Pull or Alter Casing
[ Recomplete

[ Reperforate

[0 Vent or Flare

{J Water Shut-Off

[] Repair Casing

[ Change of Pians

[ Convert to Injection

[ Fracture Treat or Acidize
O Muttiple Completion '

[ Other

[] Repair Casing [ Puil or Alter Casing

{0 Change of Plans [ Reperforate
O Convert to Injection {T] Vent or Flare
[0 Fracture Treat or Acidize O Water Shut-Off

[ Other __Operator name change

Approximate date work will start

Date of work completion

Report results of Multiple Complet} and R to different reservoirs on WELL

COMPLETION OR RECOMPLETION REPORT AND l:OG form.
* Must be accompanied by a cement verification report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearty state all pertinent detalls, and give pertinent dates. It well is directionally dritled, give subsurface locations and measured and true

vertical depths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change

its name from Equitable Resources

Energy Company, Balcron 0il1 Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102

(406) 259-7860, FAX: (406) 145-1361.
It affects the wells on the attached listing.

only.

This is to report the operator name change

Regulatory and

me: _Environmental Spedalist oae:_March 27, 1996

13, .
Namo & Signah WM Wlém/d/&/
Bobbie Schuman

(This space for State ues only)

(4\94)

(See Instructions on Reverse Side)




Division of 0il, Gas and Mining

OPERATOR CHANGE HORKSHEET Rouly
1 7-SJ
Attach all documentation received by the division regarding this change. 2 58—F1
Initial each listed item when completed. Write N/A if item is not applicable. 3 GI1
4 yd
O Change of Operator (well sold) 0O Designation of Agent E)
3 Designation of Operator KKK OperatoraNamesChangesOnly 6FILM
The operator of the well(s) listed below has changed (EFFECTIVE DATE: _4-1-96 )
TO (new operator) EQUITABLE RESQURCES ENERGY COEROM (former operator) EQUITABLE RESOURCES ENERGY C(
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION
BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS MT 59102-4126
phone (406 )259-7860 phone (406 ) 259-7860
account no. _N9890 account no. _N9890

Hell(s) (attach additional page if needed):

Name : **SEE ATTACHED*# APT:AD-[)% 34l Entity: Sec_ Twp__Rng___ Lease Type:_
Name : API: Entity: Sec___Twp___Rng Lease Type:
Name: API: Entity: Sec___Twp___ Rng Lease Type:
Name : APIL: Entity: Sec__Twp__Rng___ Lease Type:
Name : API: Entity: Sec___Twp___Rng Lease Type:
Name : API: Entity: Sec___Twp___Rng Lease Type:
Name : API: ' Entity: Sec__ Twp__ Rng Lease Type:

OPERATOR CHANGE DOCUMENTATION

_22;,1. (Rule R615-8-10) Sundry or other legal documeptation has been received from former
operator (Attach to this form). sy, 4/ 449 % 1//2427

jyé 2. (Rule R615-8-10) Sundry or other legal documentation has been received from new operator
(Attach to this form). :

ﬂZZ 3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If

yes, show company file number:

_ﬁi_4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Oil and Gas Information System (Wang/IBM) -for—each—weHt
Heted—abeve. (4 /4/)

6. Cardex file has been updated for each well listed above. (’%ﬁﬂﬂ47

256,7. Hell file labels have been updated for each well listed above.z’%ﬁbﬂ57

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (79@4Z7

_2£@/9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

;__“’L______J




o o

OPERATOR CHANGE WORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

TY REVIEH

entity changes made? (yes/ (If entity assignments were changed, attach copies of

N
21;1. (Rule R615-8-7) Entity aSj&fgments have been reviewed for all wells listed above. Here
Form 6, Entity Action Form)~

# 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

'ﬂ ’ € ,&. \ +1 /
Z/D VERIFICATION (Fee wells only) 55783/7 /ifo,oo@ gé&ﬁs (bend Eicer 7 'DJJM%?

(Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

LZ& 3. The former operator has requested a release of liability from their bond (yes/no) __
Today's date 19 . If yes, division response was made by letter

dated 19

LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

f;é-l. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19 , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such

7QQ¢A% notification has been requested.

pT15 2. Copies of documents have been sent to State Lands for changes involving State leases.
Lo %% SIS (e

C Ly A€o —— —) a

FILMING

Vo . o7
J£%7l. A11 attachments to this form have been microfilmed. Date: (4LC(&1 . AL 19 /7j7.
FILING

1. Copies of all attachments to this form have been filed in each well file.

___ 2. The original of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS

Zén#%) Blm [Bi4 zg}m‘Jlgﬁf>er/ nﬂyévnxﬂssycy”’

WE71/34-35



UTAH

M t Federal #33-22-8-17 IMonument Butte NW SE 22| 8S 17E |Duchesne UT [PND Green River U-67845 2295' FSL, 1950' FEL  |Vemal
—-§§ Monument Federal #41-18-9-16Y Monument Butte NE NE 18| 95 | 18E |Duchesne UT |PND Green River U-74390 Vemal

M t Federal #41-35-9-18Y Monument Butte NE NE 35| 98 | 18E |Uintah UT |PND Green River U-68618 500" FNL, 660' FEL Vernal
|Monument Federal #42-6-9-16Y ' [Monument Butte SE NE 6, 95 16E |Duchesne UT |PND Green River U-74390 Vernal

M t Federal #42-20-9-16 Monument Butte SE NE 20| 89S 16E |Duchesne UT [PND Green River U-52108 Vernal

Monument Federal #43-6-9-16Y Monument Butte NE SE 6| 95 16E |Duchesne UT |PND Green River U-74390 Vernal

Monument Federal #43-19-9-18Y - |8 Mile Flat NE SE 19| 9s 18E {Uintah UT |PND Green River U-65635 2140' FSL, 500 FEL Vemal

M t Federal #44-17-9-16 Monument Butte SE SE 17| 9SS 16E |Duchesne UT |PND Green River U-52108 Vernal

Monument Federal #44-31-8-18Y Monument Butte SE SE 31| 8S 18E |Uintah UT [PND Green River U-65969 915" FSL, 759' FEL Vemal

M t State #13-16-9-178 . |Monument Butte NW sw 16| 98 17E |Duchesne UT [PND Green River State ML-3453-B |43-013-31580 |1980' FSL, 660' FWL Beluga
Monument State #22-16-9-17B . {Monument Butte SE NW 16| 9S 17E ]Duchesne UT |PND Green River State ML-3453-B {43-013-31579 [1824' FNL, 1981 FWL Beluga
Monument State #23-16-9-17B Monument Butte NE SW 16| 9S 17E |Duchesne UT |PND Green River State ML-3453-B 143-013-31578 |1980° FSL, 1980' FWL Beluga
Monument State #31-2-9-17 Monument Butte NW NE 2| 9s 17€ |[Uintah UT |PND Green River State ML-45555 [43-013-31563 |500" FNL., 1980' FEL

Paiute Federal #11-17 Monument Butte NW NW 17 | 98 17E |Duchesne ut |oil Green River U-3563-A 43-047-30516 {661' FNL, 664' FWL Vernal |Beluga
Paiute Federal #24-8 Monument Butte SE SW 8| 9S 17E |Duchesne uTt |0il Green River UTU-74108 43-013-30675 |660° FSL, 1980' FWL Vemal (Beluga
Paiute Federal #34-8 Monument Butte SW SE 8| 88 17E |Duchesne uT |Oil Green River UTU-74108 43-013-30778 660" FSL, 1980 FEL Vemal (Beluga
Paiute Federal #43-8 Monument Butte NE SE 8| 9S8 17€ |Duchesne Ut |0l Green River UTU-74108 43-013-30777 [1958'FSL, 711' FEL Vemal {Beluga
Pariette Bench #4 SWD Pariette Bench SWSE 7| 98 19E |Uintah UT |SWD Green River U-017992 43-047-15681 |660' FSL, 1980 FEL Vemal |Pariette Bench
Pariette Bench Federal #14-5 Pariette Bench SW SW 5| 98 19E |Uintah UT |oi Green River U-017992 43-047-31123 |605' FSL, 479 FWL Vemal

Pariette Bench Federal #32-6 Pariette Bench SW NE 6| 9s 19E |(Uintah UT 10s! Green River U-50385 43-047-31554 (2117 FNL, 2123' FEL  [Vemal

Pariette Bench Federal #41-7 Pariette Bench NE NE 7| 88 19E {Uintah Ut |[oil Green River U-017992 43-047-31584 11008' FNL, 1282 FEL {Vemal |Pariette Bench
Parietie Bench Federal #43-6 Pariette Bench NE SE 6| 98 19E |Uintah Ut (o1 Green River U-017992 43-047-31616 |2044' FSL, 721' FEL Vemal

Pariette Bench Unit #2 Pariette Bench SWNE 7] 98 19E |Uintah urt |oil Green River U-022684-A 43-047-15680 |2030' FNL, 1830' FEL |Vemal |Pariette Bench
POMCO #2 Monument Butte NW SE 18] 98 17E |Duchesne UT |OTA Green River U-3563 43-013-30505 |1980' FSL, 1980' FEL |Vemal {Beluga
POMCO #4 Monument Butte SW swW 17| 98 17E |Duchesne Ut |oi Green River UTU-74108 43-103-30506 660" FSL, 660°' FWL Vernal (Beluga
POMCO #5 Monument Butte NW sw 17| 9S8 17E |Duchesne Ut |oil Green River UTU-74108 43-013-30499 |1980' FSL, 660' FWL  |Vemal |Beluga

State #16-2 Monument Butte NE NE 16} 9S 17E |Duchesne UT |0sI Green River State ML-3453-B {43-013-30552 (871' FNL, 748' FEL

Sue Morris #16-3 Monument Butte NE NW 16| 9S 17E |Duchesne Ut |osI Green River State ML-3453-B 143-013-30562 {660' FNL, 1980' FWL Beluga

TXO Federal #1 Coyote Basin SW NE 5| 88 25E |Uintah Ut |oi Green River U-41376 43-047-31406 {1918' FNL, 1976' FEL [Vemal [Coyote Basin
TXO Federal #2 Coyote Basin SWSE 5| 8S 25E |Uintah Ut (OTA Green River U-41376 43-047-31567 |2085' FNL, 819' FEL Vemnal |Coyote Basin
Walton Federal #1 Monument Butte SE SE 11| 98 16E |[Duchesne UT |0il Green River U-096550 43-013-15792 |706' FSL, 704’ FEL Vernal (Jonah
Walton Federal #2-14 Monument Butte NW NE 141 9S 16E |Duchesne Ut |oil Green River U-096550 43-013-15793 [542' FNL, 1869' FEL Vernal [Jonah
Walton Federal #34-11 Monument Butte SW SE 11| 98 16E |Duchesne Ut jwiw Green River U-096550 43-013-31003 |537" FSL, 2092' FEL Vemnal |Jonah
Waiton Federal #4-11 Monument Butte SE NW 11| 9S8 16E |Duchesne Ut |oit Green River U-096550 43-013-15795 {1980' FNL, 1975' FWL |Vemal |Jonah

Page 7




Form 3160-~3 SUBMIT IN CATE® Form approved.

(November er lnstruc™®s on Bud Bu o.
ormenty 3-3310) UNITED STATES (Ot Lt Expires August 31, 1985 |
DEPARTMENT OF THE lNTERIOR E[jg‘}:éﬂgﬂ ! ) 5. LEASE DESIGNATION AND BERIAL NO.
BUREAU OF LAND MANAGEMENT ) Iriur 'i;'-l I, U-74390
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK |* "r,’7°a“" ALLOTTER OR TRIBE Niue
la. TYPE OF WORK P _
DRILL DEEPEN D PLUG BACK D 7. UNIT AGREEMENT NAMB
b. TYPE OF WELL n/a
(;!:LL an:m oTHER %’;‘3‘“ ;‘OUNL:‘PL‘ §. FARM OR LELASBK NAME
2. NAME OF OPERATOR Monument Federal
Equitable Resources Energy Company 9. WELL No.
3. ADDEESS OF OPERATOR #41‘18"9"16Y
1601 Lewis Avenue; Billings, MT 59102 10. FIELD AND POOL, OF WILDCAT
4. zc:::g&:r WELL (Bep«trt location clearly and in accordance with any State requirements.?) Monurent Butte/&een River
NE NE Section 18, T9S, RI16E 497' FNL, 424' FEL NS atavis ox mes”
At proposed prod. zone 18, TQS, R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEARKAT TOWN ?n POST OFFICE® 12. COUNTY OR PARISH | 13. BTATE
From Myton, UT approximately 10 mi SW Duchesne UTAH
15. DIATANCE FROM PROPUSED® 18. NO. OF ACRES IN LEABE 17. NO. OF ACRES ASSIGNED
LOCATION TO NEAREST TO THIS WELL

PROPERTY OR LEASE LINE,
(Also to nearest drig. unlt llne if any)

18. DISTANCE FROM PROIOSED LOCATION® 19. PROPOSED DEPTH 20. BOTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT. Rotar‘y
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX, DATE WORK WILL START®
6,019' GL June 1, 1996
bl
23. PROPOSED CASING AND CEMENTING PROGRAM
8IZE OF HOLE 81ZE OF CABING WEIGRT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

See_attached |Drillinag Proqrdm/Casing Desiq; .z
~7 7 7 7

Operator intends to drill this well in accordance with the atached EXHIBITS. A
listing of EXHIBITS is also attached.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owrer, to conduct these
operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is
being provided by Equitable Resources Energy Campany as principal and Safeco Insurance Company of America as
surety under BLM Bond No. MT 0576 (Nationwide 0i1 & Gas Bond #5547188) who will be responsible for compliance
with all of the terms and conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY; Utah Division of 0il1, Gas and Mining (Sa]t Lake C1ty, uT)

IN ABOVE SBPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive xone and proposed new productive
zone. If proposal s to drill or deepen directlonally, give pertinent data oa subsurface locations and measured and true vertieal depths. Give blowout

pteventer program, If any.

24.
ﬁ ( z ‘ 4 7/ Regulatory and 2/,
SIGNED . % WW TITLE Fovironmental Spedalist DATE _A.pLLLi_LQQ.ﬁ_

(This space for Federal or State office use)
ABPROVAL DATE
- nru\m%w DATE _‘-;_Mé_

*See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States anv false. hcuuous or fraudulent statements or representations as to any matter within its jurisdiction

PLRMIT NO,

APPROVED B
CONDITIONS OF APPROVAL, IF A




T9S, RI6GE, S.L.B.&M.

S89'56'E — 78.00 (G.L.O.)

496.7' __ ?
(Comp.)
Lot 7 / .
423.8
Lot 2 WELL LOCATION:
MONUMENT FEDERAL #41—18—9—16Y
ELEY., UNGRADED GROUND = 6018.6°
3 I
~
o
: 18 4
S Lot 3 NOTE:
The Well Location Bears $4028°'14"W
652.3° from the Northeast Corner of
Sec. 18.
Lot 4

S89'55'E ~ 78.31 (G.L.O.)

Q — SECTION CORNERS LOCATED

BASIS OF ELEV: U.S.G.S. 7—1/2 min QUAD (MYTON SW)

EQUITABLE RESOURCES ENERGY CO.

NOO3'W (G.L.0.) Basis of Bearings
2649.21° (Measured)

NO'03'W (G.L.0.)

WELL LOCATION, MONUMENT FEDERAL

#41-18—9-16Y, LOCATED AS SHOWN IN THE
NE 1/4 NE 1/4 OF SECTION 18, T9S,

R16E, S.L.B.&M. DUCHESNE COUNTY,

UTAH.

¢

ABOVE'R  WAS
ORCAGTUAR S JRVEYS

v(sldQN‘ ND THAT
s{;{g_ BEST OF
’ (@)

THIS IS TO CERTIFY THAF
PREPARED FROM FIE)S

THE SAME ARE

MY KNOWLEDGE ' Y

3
R

o000 2
17E 0F 0\ 57

T

;N st
TRI STATE LAND SURVETING & CONSULTING

38 WEST 100 NORTH — VERNAL, UTAH 84078
(801) 781-2501

SCALE: 1" = 1000’ SURVEYED BY: S.S. D.S.
DATE: 3-12-96 WEATHER: WINDY & COLD
NOTES: FILE # —




Form 3160-3 . LM SUBMIT IN CATE® gom approved.
(November 1983) ; (Other instru on udget Bureau No. 1004—0136
(formesly 9—331C) TED STATES reverse side) Expires August 31, 1985 l

P reay of oo waceent . LONFIDEN T cramse
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | * "y moomrmsovmame s

la. TYPE OF WORK

o~ e

DR'LL E DEEPEN D PLUG BACK D 7. UNIT AGREEMENT NAME
b. TYPE OF WELL n/a
?"’:‘LL :'A:LL OTHER :(l):olbl ;‘OUNL:",L' §. FARM OR LEABE NAMS
2. NAME OF OPERATOR Monument Federa]
Equitable Resources Energy Company 9. WELL No.
3. ADDRESS OF OPERATOR ' #41'18-9"16Y
1601 Lewis Avenue; Billings, MT 59102 10. FIFLD AND POOL, OR WILDCAT
4. ﬁc:::?& e01' WELL (Beptzrt location clearly and In accordance wm: any State requl.rements.‘) anurent Butbe /G'een R.iver.
NE NE Section 18, T9S, R16E /2?7 FNL, 4224q FEL B e aavE o .
At proposed prod. zone !
- 18, T9S, Rl1e6E
14. DISTANCE IN MILES AND DIRECTION FEROM NEAREST TOWN OR POST OFFICE® 12. COUNTY OR PARISH| 13. STATE
Fr to roximat OMIS -
om Myton, UT approximately 10 Mi SW Duchesne UTAH
1. DISTANCE FROM PROPUSED® 16. NO. OF ACBES IN LEASBE 17. NO. OF ACRXSB ABSIGNED
LOCATION TO NEAREST TO THIS WELL
PROPEATY OR LEASE LINE,
(Also to nearest drig. unit llne if any)
18. DISTANCX FEOM IROTOSED LOCATION® 18. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WEILL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT. Rotary
21. zLEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL BTART® .
6,019' GL June 1, 1996
3. PROPOSED CASING AND CEMENTING PROGRAM
S8IZE OF ROLE SIZE OF CABING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

See attached |Drilling Progr m/Casing Desigi P

Operator intends to drill this well in accordance with the atached EXHIBITS. A
listing of EXHIBITS is also attached.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, to conduct these
operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is
being provided by Equitable Resources Energy Corpany as principal and Safeco Insurance Company of America as
surety under BLM Bond No. MT 0576 (Nationwide Gil1 & Gas Bond #5547188) who will be responsible for carpliance
with all of the terms and conditions of that portion of the lease associated with this application.

‘ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY; Utah Division of 0i1, Gas and Mining (Sa1t Lake C1ty, urm)

IN ABOVE SBPACE DESCRIBE PROPOSED PROGRAM : If proposal 1s to deepen or plug back, give data on present productive sone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.
24.

‘ Regulatory and
BIGNED W TITLE i

(This space for Federal or State office use)

PERMIT NO.

APPROVED BY :; % ’: :

CONDITIONS OF APPROVAL, IF ANY/
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CON FIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS

WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

!
A

Equitable Resources Energy Company,
Balcron 0il Division
1601 Lewis Avenue
Billings, MT 59102
(406) 259-7860




EXHIBIT "A"
Proposed Drilling Program
Page 1

PROPOSED DRILLING PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Monument Federal #41-18-9-16Y
NE NE Section 18, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1.

ESTIMATED IMPORTANT GEOLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C")

ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER:

See Geologic Prognosis (EXHIBIT "C")

OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a.

EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

An accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above
precharge on the closing manifold without the use of the
closing unit pumps will be installed during the drilling of
this well.

An upper kelly cock will be used during the drilling of this
well.

Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.
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EXHIBIT "A"
Proposed Drilling Program
Page 2

Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well control.

PROPOSED CASING AND CEMENTING PROGRAM:

Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

All potentially productive hydrocarbon zones will be isolated.

Casing designs are based on factors of burst: 1.00, collapse:
1.125, and joint strength: 1.8.

All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to

exceed 70% of yield).

For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")

HAZARDOUS PRESSURES, TEMPERATURES, FLUIDS/GASSES EXPECTED;

a.

Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

The drilling operations for this well will begin as soon after
APD approval as possible.

These drilling operations should be completed within 12 days
after spudding the well depending on weather and hole
conditions.



EXHIBIT "A"
Proposed Drilling Program
Page 3

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the BLM District Office within 30 days following
completion of the well for abandonment.

QOTHER

a. Operator requests a variance to regulations requiring a
straight run blooie line.

b. Operator requests a variance to regulations requiring an

automatic ignitor or continuous pilot 1light on the blooie
line.
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Multi—Point Surface Use and Operations Plan

| EQUITABLE RESOURCES ENERGY COMPANY

% MONUMENT FEDERAL #41-18-9-16Y

| NE NE SECTION 18, T9S, R16E
DUCHESNE COUNTY, UTAH

1. Existing Roads: Refer to Maps "A" & "B" (shown in RED)

A. The proposed well site is staked and four reference
stakes are present. 200" & 250’ North and 175’ & 225’

East.

B. The Monument Federal 441-18-9-16Y is located 10 miles
Southwest of Myton Utah in the NE1/4 NE1/4 Section 18,
T9S, R16E, SLB&M, Duchesne County, Utah. To reach the 41-
18-9-16Y, proceed West from Myton, Utah along U.S. Highway
40 for 1.6 miles to the junction of this highway and Sand
wash road; Proceed South along the Sand Wash road
approximately 6.3 miles to a road intersection, turn right
and continue 7.3 miles to the proposed location which
straddles the existing road.

C. Access roads - refer to Maps "A" and "B".

D. Access roads within a one-mile radius — refer to map "B".

E. The existing roads will be maintained in the same oOr
petter condition as existed prior to the commencement of

operations and said maintenance will continue until final
abandonment and reclamation of the well location.

2. Planned Access Roads: Refer to Map "B"

No new road construction will be required for access to the
proposed well location.

A. Width - maximum 30-foot overall right-of-way with an 18-
foot road running surface, crowned & ditched and/or sloped

and dipped.
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B.

Construction standard - the access road will be
constructed so as to conform to the standards outlined in
the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for 0Oil and Gas
Exploration and Development. (1989)

The road will be constructed to meet the standards of the
anticipated traffic flow and all-weather requirements.
Construction will include ditching, draining, crowning,
and capping or sloping and dipping the roadbed as
necessary to provide a well constructed and safe road.
prior to construction/upgrading, the roadway shall be
cleared of any snow cover and allowed to dry completely.
Traveling off of the thirty (30) foot right-of-way will
not be allowed. .

Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossing shall be designed so
they will not cause siltation or the accumulation of
debris in the drainage crossing nor shall the drainages be
blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at
frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and
detours around them avoided.

Maximum grade — Less than 8%

Turnouts - no turnouts will be required on this access
road.

Drainage design — the access road will be crowned and
ditched or sloped and dipped, and water turnouts installed
as necessary to provide for proper drainage along the
access road route.

culverts, cuts and fills — none.

surface materials - all construction materials will be
native material taken from onsite.

Gates, cattleguards or fence cuts - none required.

Road maintenance - during both the drilling and
production phase of operations, the road surface and
shoulders will be kept in a safe and useable condition and
will be maintained in accordance with the original
construction standards. All drainage ditches and culverts
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3.

J.

K.

will be kept clear and free—-flowing, and will also be
maintained in accordance with the original construction
standards. The access road right-of-way will be kept free
of trash during operations.

The proposed access road has been centerline flagged.

If a right-of-way is required please consider this APD
the application for said right-of-way.

Location of Existing Wells Within a One-Mile Radius:

Please Refer to Map "C"

HIIQEEODOQE Y

Water wells — none known.
Abandoned wells - see Map "C"

Temporarily abandoned wells - none known.
Disposal wells - none known.
Drilling wells - none known.

Producing wells - see Map "C".
Shut-in wells - none known.

Injection wells - none known.
Monitoring wells - none known.

Location of Existing and/or Proposed Facilities Owned by
Equitable Resources Energy Company Within a One-Mile Radius:

A.

B.

Existing

1. Tank batteries — see Map "C".

2. Production facilities - see Map "C".
3. 0il gathering lines - none.

4. Gas gathering lines - see Map "C".

New Facilities Contemplated

1. All production facilities will be located on the
disturbed portion of the well pad and at a minimum of
twenty-five (25) feet from the toe of the backslope or
toe of the fill slope.

2. The production facilities will consist primarily of a
pumping unit, Two tanks and an emergency pit. A diagram
showing the proposed production facility layout is
included in this APD.

3. Production facilities will be accommodated on the
existing well pad. Construction materials required for
installation of the production facilities will be
obtained from the site; any additional materials
required will be purchased from a local supplier having
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5.

a permitted (private) source of materials within the
area.

A dike will be constructed completely around those
production facilities which contain fluids (i.e.
production tanks, produced water tanks and/or heater
treater). These dikes will be constructed of compacted
subsoil, be impervious, hold 100% of the capacity of
the largest tank, and be independent of the back cut.

4. All permanent (onsite for six months or longer) above
the ground structures constructed or installed
including pumping units) will be painted Desert Brown.
All production facilities will Dbe painted within six
(6) months of installation. Facilities required to
comply with Occupational Health and Safety Act Rules
and Regulations will be excluded from this painting
requirement.

The production (emergency) pit will be 12'x12' and will

pe fenced. Said fence will be maintained in good
condition.

pDuring drilling and subsequent operations, all equipment
and vehicles will pe confined to the access road right-of-
way and any additional areas as specified in the approved
Application for Permit to Drill.

Reclamation of disturbed areas no longer needed for
operation will accomplished by grading, leveling and
seeding as recommended by the Bureau of Land Management.

For Pipeline:

Any proposed pipelines will be submitted to the
authorized officer via Sundry Notice for approval of
subsequent operations.

Equitable Resources Energy Company shall be responsible
for road maintenance from the beginning to completion of
operations.

Location and Type of water Supply

A.

Water to be used for the drilling of these wells will be
hauled by truck over the roads described in item #1 and

item #2, from a well owned by Owen pale Anderson of vernal
Utah or from a spring owned by Joe Shields of Myton Utah.
gource will be determined by sundry notice closer to the
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B.

beginning of drilling operations.

No water well will be drilled on this location.

6. Source of Construction Materials

A.

cC.

D.

No construction materials are needed for drilling
operations. In the event of production, the small amount
of gravel needed for facilities will be hauled in by truck
from a local gravel pit over existing access roads to the
area. No special access other than for drilling operations
and pipeline construction is needed.

All access roads crossing Federal land are described
under item #2, and shown on Map #A.

A1l construction material for these location sites and
access roads shall be borrowed material accumulated during
the construction of the location sites and access roads.
No additional construction material from other sources is
anticipated at this time, if in the future it is required
the appropriate actions will be taken to acquire it from
private sources.

A1l surface disturbance area is on B.L.M. lands.

There are no trees on this location.

7. Methods of Handling Waste Materials:

A.

B.

cuttings - the cuttings will be deposited 1in the reserve
pit.

prilling fluids - including salts and chemicals will be
contained in the reserve pit. Upon termination of
drilling and completion operations, the liguid contents of
the reserve pit will be removed and disposed of at an
approved waste disposal facility within one hundred twenty
(120) days after termination of drilling and completion

activities.

in the event adverse weather conditions prevent removal of
the fluids from the reserve pit within this time period,
an extension may be granted by the Authorized officer upon
receipt of a written request from Equitable Resources
Energy Company.

The reserve pit will pe constructed soO as not to leak,
preak, or allow discharge. The reserve pit will be lined

with a 12 mil plastic reinforced liner.
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8.

cC.

‘‘‘‘‘‘‘‘‘
"

produced fluids - liquid hydrocarbons produced during
completion operations will be placed in test tanks on the
location. produced waste water will be confined to a
1ined pit (reserve pit) or storage tank for a period not
to exceed ninety (90) days after initial production.
puring the ninety (90) day period, in accordance with
onshore Order #7, an application for approval of a
permanent disposal method and location, along with the
required water analysis, shall be submitted for the
Authorized officer’s approval. Failure to file an

application within the time frame allowed will be
considered an incidence of noncompliance.

Any spills of oil, gas, salt water or other noxious fluids
will be jmmediately cleaned up and removed to an approved

disposal site.

Sewage ~ self-contained, chemical toilets will be
provided for human waste disposal. Upon completion of
operations, OT as needed, the toilet holding tanks will be
pumped and the contents thereof disposed of in the
nearest, approved, sewage disposal facility.

carbage and other waste material - garbage, trash and
other waste materials will be collected in a portable,
self-contained and fully—enclosed trash cage during
drilling and completion operations. Upon completion of
operations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. No trash
will be burned on location or placed in the reserve pit.

Tmmediately after removal of the drilling rig, all debris
and other waste materials not contained in the trash cage
will be cleaned up and removed from the well location. No
adverse materials will be left on the location. Any open
pits will be fenced during the drilling operation and the
fencing will be maintained until such time as the pits are

packfilled.

The reserve and/or production pit will pe constructed on
the existing location and will not be located in natural
drainages where & flood hazard exists or surface runoff
will destroy or damage the pit walls. All pits will be
constructed so as not to leak, preak, or allow the
discharge of liguids therefrom.

Ancillary Facilities:

None anticipated.
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9.

wWellsite Layout:

A.

plat #1 shows the drill site layout as staked. Cross
sections have peen drafted to visualize the planned cuts
and fills across the location. An average minimum of six
(6) inches of topsoil will be stripped from the location
(including areas of cut, £i11, and/or gubsoil storage) and
stockpiled for future reclamation of the well gite. Refer
to Figure #1 for the 1ocation of the topsoill and subsoil
gtockpiles. The reserve pit will be on the East side of
location. AccessS will be from the North betweel corner #2
and corner $3. Corner 46 will be rounded to avoid
excessive cut.

plat #2 is a diagram showing the rig layout. No permanent
1iving facilities are planned. There may be as many as

three (3) trailers on location during drilling operation.

A completion rig will be moved onto jocation for
completion operations after drilling operations have been
completed and the drilling rig has been moved off
location.

A diagram showing the proposed production facility layout
is included in this APD.

The reserve pit will be constructed so as to be capable
of holding 12,000 bbls. of fluid.

The reserve pit will pe lined with & 12 mil plastic liner,
it will be tormn and perforated after the pit dries and
pefore packfilling of the reserve pit.

prior to the commencement of drilling operations, the
reserve pit will be fenced on three (3) sides using 39-
inch net wire with one strand of parbed wire on toP of the
net wire. The net wire will be no more than two inches
above the ground. the barbed wire will be three inches
above the net wire. total height of the fence will be at

least 42-inches.

1. Corner posts shall be cemented and/or praced in such a
manner to keep the fence tight at all times.

2. gtandard steel, wood, Of pipe posts shall be used
betweeln the corner braces. The maximum distance

petween any two (2) posts shall be no greater than
sixteen (16) feet.

3. All wire shall be stretched, bY using a stretching
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10.

device, before it is attached to the corner posts.

The fourth side of the reserve pit will be fenced
jmmediately upon removal of the drilling rig and the
fencing will be maintained until the pit is backfilled.

Any hydrocarbons on the pit will be removed from the pit
as soon as possible after completion operations are
completed.

Plans for Reclamation of the surface:

The B.L.M. will be contacted prior to commencement of any
reclamation operations.

production

1. Immediately upon well completion, the well location
and gurroundind area(s) will be cleared of all debris,
materials, trash and junk not required for production.

2. Tmmediately upon well completion, any hydrocarbons on
the pit shall be removed in accordance with 43 CFR
3162.7-1.

3. The plastic pit liner shall be torn and perforated
before packfilling of the reserve pit.

4. Before any dirt work to restore the jocation takes
place, the reserve pit will be completely dry and all
cans, barrels, pipe: etc. will be removed.

other waste and spoil materials will pe disposed of
immediately upon completion of drilling and workover
activities.

5. The reserve pit and that portion of the location and

access road not needed for production

facilities/operations will be reclaimed within one
hundred twenty (120) days from the date of well
completion, weather permitting.

6. If the well is a producer, Equitable Resources Energy

Company will, upgrade and maintain access roads as

necessary to prevent goil erosion, and accommodate year
round traffic. Reshape areas unnecessary to
operations, distribute topsoil, disk and seed all
disturbed areas outside the work area according to the
recommended gseed mixture. perennial vegetation must be
established. additional work shall Dbe required in case

of seeding failures, etc.




B.

D

1.

1f the well is abandoned/dry hole, Equitable Resources
Energy Company will, restore the access road and
location toO approximately the original contours.
puring reclamation of the site, push the £i11 material
into cuts and up over the backslope. Leave nO
depressions that will trap water or form ponds .
pistribute topsoil evenly over the location, and seed
according to the above gseed mixture. The access road
and location shall be ripped OT disked prior to

seeding- perennial vegetation must be established.
additional work shall be required in case of seeding

geedbed will be prepared by disking, following the
natural contours. geed will be drilled on contours at
a depth no greater than one-half inch (1/2")- In areas
that cannot be drilled, seed will be proadcast at
double the seeding rate and narrowed into soil
certified geed will be used whenever available.

Fall seedingd will be completed after geptember 15 and
rior to prolonged ground frost. spring seeding, to be
effective, will be completed after the frost has left

the ground and prior to May 15th.

Upon completion of packfillingd, levelingd and
recontouring, the stockpiled topsoil will be evenly
gpread over the reclaimed area(s) - pPrior to reseeding,
all disturbed surfaces will be scarified and 1eft with
a rough surface. NoO depressions will be left that
would trap water and form ponds. all disturbed surfaces
will be reseeded with the seed mixture stipulated by

the B.L.M.

geed will be drilled on the contoul to a approximate
depth of one-half (1/2) inch. All seeding will be
conducted after geptember 15 and prior to ground frost.
spring seeding will be done after the frost leaves the
ground and no later than May 15 1f the seeding is
unsuccessful, Equitable Resources may be required to
make subsequent seedings.

ry Hole/Abandoned Location

on lands administered py the pureau of Land
Management, abandoned well sites, roads, OT other
disturbed areas will be restored to near their original

condition. This procedure will include:

(c) ensuring revegetation of the disturbed areas to the
specifications of the Bureau of Land Management at
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11.

2.

the time of abandonment.

All disturbed surfaces will be recontoured to the

i tural contours and reseeded according to
BLM specifications. Reclamation of the well pad and
access road will be performed as soon as practical
after final apandonment and reseeding operations will
be performed in the fall or spring following completion

of reclamation operations.

surface Ownership:

The well 8

ite and proposed access road are gituated on

surface lands administered by

Bureau of Land Management
vernal District office
vernal, Utah

12. Other Information:

A.

Topographic and geologic features of the area (reference

Topographic Map #A) are:

The proposed drill site 1is located in the Monument Butte
oil field, which lies in a large pasin formed py the Uinta
Mountains toO the North and the Bookcliff Mountains toO the
gouth. The site is located approximately 15 miles
Northwest of the Green River,which is the major drainage
for this area, and approximately 13 miles Southwest of

Myton Utah.

This basin floor is interlaced with numerous canyons and
ridges formed by the non—perennial streams of the area.
The sides of these canyons are steep and ledges formed in
sandstone, conglomerate deposits and shale are common in

this area.

that are visible in the area are
tiary period and
from the

The geologic structures
of the Uinta formation (Eocene Epoch) ter
the cobblestone and younger alluvial deposits

Quaternary period.

The soils in the semi—arid area of the williams Fork

Formation (Upper Cretaceous) and wWasatch Formation
(Eocene) consist of light prownish gray clay (OL) to sand

soil (SM-ML) type with poorly graded gravels.

outcrops- of sandstone ledges;, conglomerate deposits and
shale are common in this area.
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The topsoils in the area range from a sandy clay (SM—-ML)
type soil to a clayey (OL) soil.

The majority of the numerous washes and draws in the area
are of a non-perennial nature flowing during the early
spring run-off and heavy rain storms of long duration
which are rare as the normal annual rainfall in the area
is only 8".

The flora of the area includes sagebrush, mountain
mahogany, serviceberry, rabbit brush, greasewood, four-
wing saltbush, Gambel scrub oak, willow, tamarack,
shadscale, Spanish bayonet, indian rice grass, cheatgrass,
wheatgrass, curly grass, crested wheatgrass, sweet clover,
gum weed, foxtail, mustard, Canadian thistle, Russian
thistle, Kochia, sunflowers and cacti.

The fauna of the area includes cattle, horses, elk, deer,
coyotes, rabbits, rodents, lizards, bull snakes, rattle
snakes, water snakes and horned toads. Birds of the area
are ground sparrows, bluejays, bluebirds, magpies, ravens,
rapters, morning doves, swallows, nighthawks,
hummingbirds, and chukar.

B. The surface ownership is Federal. The surface use is
grazing and petroleum production.

C. 1. The closest live water is the Green River which is
approximately 15 miles Southwest of the proposed site.

2. There are no occupied dwellings in the immediate area

3. An archaeological report will be forwarded upon
completion.

4. There are no reported restrictions or reservations
noted on the oil and gas lease.

5. A silt catchment dam will not be required for this
location.
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13. Lessee’s or Operator’s Representative:

Equitable Resources Energy Company
1601 Lewis Avenue

P.O. Box 21017

Billings, Montana 59104

(8:00 a.m. to 5:00 p.m.)
(406)259-7860

FAX: (406)245-1361

Dave McCoskery, , Home (406)248-3864

Dale Griffin, Home (303)824-3323

14. certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the
operations proposed herein will be performed by Balcron 0il, a
division of Equitable Resources Energy Company, and its
contractors and subcontractors in conformity with this plan and
the terms and conditions under which it is approved. This
statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

J &, 1994 ﬂé W

ate Bobble Schuman
Coordinator of Environmental
and Regulatory Affairs
Equitable Resources Energy Co.

Page (12)



&

Well Name Monument Federal #41-18-9-16Y

Well Prognosis

Location NE/NE Section 18-T9S-R16E (497 FNL, 424 FEL)

County/State Duchesne County, UT

Field Monument Butte

Well Type Step Out

EQ@ABLE RESOURCES ENER(:Q COMPANY %
WESTERN REGION

GL (Ung) 6019 EST. KB 6028 Total Depth 5900
Formation Tops Prognosis Sample Top Control Well High/Low
Formation Depth Datum Depth Datum Datum Prog Control Deviation
UINTA 1
GREEN RIVER 4293
HORSEBENCH SS 3724
2ND GARDEN GULCH 2068
Y3 (PAY) 1758
YELLOW MARKER 1458
DOUGLAS CREEK MKR 1315
GREEN MKR 975
G-3 (PAY) 923
G-6 (PAY) 592
CARBONATE MARKER 399
B-1 (PAY) 374
D
Samples DST,s Wellsite Geologist
50' FROM 1700 TO 4100 DST #1 NONE Name:
20' FROM 4100' TOTD DST #2 From: To:
5' THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLING BREAKS DST #4
Phone # wk.
Logs Cores hm.
DLL FROM SURF CSNG TO TD Core #1 Fax #
LDT/CNL FROM 4100' TO TD Core #2
Core #3 Mud Logger
Core #4 Company:
From: 1700 To: TD
Type:
Comments: Logger:
Phone #
Fax #
Report To: Ist Name: DAVE BICKERSTAFF Plione # (406)259-7860 wk. (406)245-2261 hm.
2nd Name: KEVEN REINSCHMIDT Phone # (406)259-7860 wk. (406)248-7026 hm.
Prepared By: BICKERSTAFF Phote # wk. hm.
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Wake
BALCRON OIL CO.
Operator: EREC | Well Name: Monument Fed.41-18Y
Project ID: | Location: Duchesne, Utah
Design Parameters: Degsign Factors:
Mud weight { 8.80 ppg) : 0.457 psi/ft Collapse : 1.125
Shut in surface pressure ;2107 psi Burst : 1.00
Internal gradient (burst} : 0.100 psi/ft 8 Round : 1.80 (J)
Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)
Tensile load is determined using air weight Body Yield : 1.50 (B)
Service rating is "Sweet" Overpull : 0 1lbs.
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)
1 5,900 5-1/2" 15.50 K-55 ST&C 5,900 4.825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)
1 2697 4040 1.498 2697 4810 1.78 91.45 222 2.43 J
Prepared by : McCoskery, Billings, MT
Date : 04-26-1996
Remarks
Minimum segment length for the 5,900 foot well is 1,500 feet.
The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and
2,697 psi, respectively.
NOTE : The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with
evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body
Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and
Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Vergion 1.0G)
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EQUITABLE RESOURCES 2 57
ENERGY COMPANY
WESTERN REGION
DRILLING PROGRAM
WELL NAME: Monument Federal #41-18-9-16Y DATE: 4-26-96

PROSPECT/FIELD: Monument Butte

LOCATION: NE/NE Section 18 Twn.9S Rge.l6E
COUNTY: Duchesne

STATE: Utah

TOTAL DEPTH: 5900’

HOLE SIZE INTERVAL

12 1/4”" Surface to 260'

7 7/8" 260’ to 59007

CASING INTERVAL CASING
STRING TYPE FROM TO SIZE WEIGHT GRADE
Surface Casing 0’ 2607 8 5/8" 24 J55
Production Casing 0’ 5900’ &5 1/2”" 15.50 K55

CEMENT PROGRAM

Surface Casing 150 sacks class”G” with 2% CaCl and 1/4
lb/sack Flocele.

(Cement will be circulated to surface.)

Production Casing 250 sacks Thrifty Lite and 400 sacks 50-50
Poz.
(Actual cement volumes will be calculated from
caliper log with cement top at 2000')

PRELIMINARY DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT
Air and Air Mist 0’ 260’ N.A. N.A. N.A.
Air/Air Mist/KCl wtr 260’ T.D. 8.7-8.9  N.A. N.A.

COMMENTS

1.) No cores or tests are planned for this well.




B.

EXHIBIT E

Hazardous chemicals 10,000 pounds of which will most likelv be
used, ' produced, stored, transported, or disposed of in
association with the proposed action of drilling, completing
and producing this well:

'We anticipate that none of the hazardous chemicals in

quantities of 10,000 pounds or more will be associated
with these operations.

Extremely hazardous substances _threshold quantities {per
Howard Cleavindger 11/30/93) of which will be used, produced,

stored, transported, or disposed of in association with the

proposed action of drilling, completing and producing this
well:

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
associated with these operations.

12/1/93
Revised 12/7/93

/rs
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EXHIBIT "J"

PROPOSED PRODUCTION FACILITY DIAGRAM

VALVE DESCRIPTION DIKE
DURING | DURING
PROD. | SALES
VALVE #1| CLOSED | OPEN
VALVE #2| OPEN | CLOSED # 400 :
VALVE #3] CLOSED | OPEN .
VALVE #4| OPEN | CLOSED / Bbl #5
VALVE #5] CLOSED | CLOSED #2 TANK
VALVE #6| CLOSED | CLOSED
VALVE #7] CLOSED | OPEN ) 100
"';;; pas line % A _ Bbl .
"\, WATER
load line 3
#7 13 400
B——{— 8 Bbl #6
& TANK :
| [
9 g Old
DS Reserve
e Pit
WELL HEAD Qf
o
% DIAGRAM NOT TO SCALE
o]
& " .
% Z EQUITABLE RESOURCES
' ENERGY COMPANY
BALCRON OIL DIVISION

160} Lewis Avenue
Billin%x M1 59106 2
{406) 259-7860
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FQUITABLE RESOURCES ENERGY (O

MONUMENT FEDERAL #41-18-9-16Y
SEC. 18, T9S, RI6E, S.LB.&M.

RE-ROUTE ROAD
THRU LOCATION

!
|

[ ropson -
" STOCKPILE

FA4LE
STA. 2+75 | |
| |
| |
| |
| | 10° Wige Dike
__ STA 2#17 gll i EERTENEEE
= |
| | =
[ [
P8 | reservE AIT
| | M 100" X 75’ X
f, B e B
- -
| | t—
, c/2.1 !\ ! .
c/o.4® 100 /- 50’ T IT]
STA. 1425 A . 750 et
] .
L c/2.1
| . .
: i - WASTE
WELL HEAD: R | i
UNGRADED = 6018.6 | .
FIN. GRADE = 6016.5"|! | " rop of N
| Cut Slope
Toe of 5 | I
Fill Slope . ' |
AR ROUND CORNER TO
Lo AVDID EXCESS CUT
STA._0+00 |

®

F/3.6 c/5.2

RE-ROJUTE ROAD
THRU LOCATION

c1

REFERENCE POINTS

A e =
200" NORTH = 6011.8'

250" NORTH 6010.0'
175" EAST 6017.2'
225 EAST = 6017.1
APPROXIMATE YARDAGES

by

CUT = 1,200 Cu. Yds.
FILL = 1,180 Cu. Yds.
PIT = 1,940 Cu. Yds.

6" TOPSOIL = 900 Cu. Yds.

20

1

1" e 200

" = 20

1" = 20

S— STA. 2475
1" = 50° STA. 2+17
EXISTING
GRADE ~__
— —_— — w:n:m:,—:l_.:zg
WELL HOLE \nN/SHED GRADE
1" = 50 STA. 1+25

1" = 50'

STA. 0+00

SURVEYED BY: S5

ORAWN BY: JR.S.

DATE: 3-12-96

SCALE: 17 = 50°

7ri State

Land Surveying. /nc.
\ (801) 781-2501

FILE: 38 WEST 100 NORTH VERNAL, UTAH B4078




’ WORKSHEET .

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/29/96 T API NO. ASSIGNED: 43-013-31646

WELL NAME: MONUMENT FEDERAL 41-18-9-16Y
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: / /
NENE 18 - T09S - R16E
SURFACE: 0497-FNL-0424-FEL TECH REVIEW|Initials Date
BOTTOM: 0497-FNL-0424-FEL
DUCHESNE COUNTY Engineering
CASTLE PEAK FIELD (075)
Geology
LEASE TYPE: FED
LEASE NUMBER: U - 74390 Surface
PROPOSED PRODUCING FORMATION: GRRV
RECEIVED AND/OR REVIEWED: LOCATION AND SITING:
_v plat _ R649-2-3. Unit:
__ v Bond: Federalpfrstate[] Feel]
(Number 5597 ¢¢ ) ____ R649-3-2. General.
Potash (Y/N)
0il shale (Y/N) v’ R649-3-3. Exception.
__ v Water permit
(Number ZoiwAt1e sulPty ) ____ Drilling Unit.
RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:

STIPULATIONS:




EQUITABLE®RESOURCES ®
DEVELOPMENT DRILLING
SECTIONS. 18 & 22, T9S, R16E,
DUCHESNE, COUNTY R649-3-2 & 3-3

CASTLE PEAK

PREPARED:
DATE: 1-MAY-96
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STATE OF UTAH, DIV OF OIL, GAS & MINERALS

Operator

¢ ENERGY | Well Name: MON FED 41-18-9-16Y

Project

ID: 43-013-31646 | Location: SEC. 18 - T098 - R16E

Design Parameters:

Design Factors:

Mud weight ( 8.80 ppg) : 0.457 psi/ft Col lapse s 1.125
shut in surface pressure : 2308 psi Burst : 1.00
Internal gradient (burst) : 0.066 psi/ft 8 Round :1.80 (D)
Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60  (J)
Tensile load is determined using air weight Other : 1.50 (J)
Service rating is "Sweet" Body Yield : 1.50 (B)
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)
1 5,900 5.500 15.50 K-55 ST&C 5,900 4.825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (ps1) (kips) (kips)
1 2697 4040 1.498 2697 4810 1.78 91.45 222 2.43 J
Prepared by : MATTHEWS, Salt Lake City, Utah
Date ¢ 05-16-1996
Remarks :

Minimum segment

length for the 5,900 foot well is 1,500 feet.

SICP is based on the ideal gas law, a gas gravity of 0.75, and a mean gas
temperature of 116°F (Surface 74°F , BHT 157°F & temp. gradient 1.400°/100 ft.)

string type: Production

The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and

2,697 psi, respectively.

NOTE:

The design factors used in this casing string design are as shown above.

As a general

guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with
evacuated casing), 1.0 - (uniaxial) burst, 1.8 - APl 8rd tension, 1.6 - buttress tension,

1.5 - body yield tension, and 1.6 - EUE 8rd tension.
was calculated based on the Westcott, Dunlop and Kemler curve.

for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version 1.07)

Collapse strength under axial tension
Engineering responsibility
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@\ State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 West North Temple
Governor 3 Triad Cen‘ter. Suite 350
Ted Stewart Sait Lake City, Utah 84180-1203
Executive Director J 801-538-5340
James W. Carter | 801-359-3940 (Fax)
Division Director B 801-538-5319 (TDD)

Michael O. Leavitt

May 16, 1996

Equitable Resources Energy Co.
1601 Lewis Avenue
Billings, Montana 59102

Re: ' -18-9- !

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31646.

Sincerely,

R ~ ¥Fiyrth
Assocfate Director

lwp
Enclosures
cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

WAPD




Operator: Equitable Resources Enerqy
Well Name & Number: -18-9-
API Number: 43-013-31646

Lease: U=-74390

Location: ___NE NE Sec. 18 T. 9 S, R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the 0il and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews or Mike
Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.
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CULTURAL RESOURCE EVALUATION
OF 11 PROPOSED MONUMENT FEDERAL WELL LOCATIONS
IN THE WELLS DRAW, CASTLE PEAK DRAW,
PLEASANT VALLEY, & PARIETTE BENCH LOCALITIES

OF DUCHESNE COUNTY, UTAH

Report Prepared for Equitable Resources Energy Company

Dept. of Interior Permit No.: UT-96-54937 [' b C\ J RIS \\\
AERC Project 1527 (BLCR-96-2) f e SR RN R =4

\
Utah State Project No.: UT-96-AF-217b | u{ LAY E o

Principal Investigator

F. Richard Hauck, Ph.D.

Author of the Report
F. Richard Hauck

o

ARCHEOLOGICAL-ENVIRONMENTAL RESEARCH
CORPORATION (AERC)

181 North 200 West, Suite 5
Bountiful, Utah 84011-0853

May 10, 1996
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ABSTRACT

An intensive cultural resource evaluation has been conducted for Equitable Resources
Energy Company of 11 proposed Monument Federal well locations situated on federally
administered lands in the Wells Draw, Castle Peak Draw, Pleasant Valley, and Pariette Bench
localities of Duchesne County, Utah. This evaluation includes the Monument Federal Units 42-6-9-
16Y, 43-6-9-16Y, 11-22-9-16Y, 12-11-9-17Y, 41-18-9-16Y, 14-22-8-17, 24-17-9-16, 44-17-9-16,
22-20-9-16, 42-20-9-16, and 31-5-9-17. This study involved a total of ca. 134.7 acres; 110 acres
are associated with the ten acre parcels examined around each of the 11 well locations and 24.7 and
acres are associated with the 2.07 miles of access routes associated with eight of the 11 well
locations. These investigations were conducted by F.R. Hauck and by Glade Hadden on May 1 and
7, 1996; these archaeologists were assisted by James Merrell of Vernal, Utah.

No previously recorded significant or National Register eligible cultural resources will be
adversely affected by the proposed 11 well locations and associated access routes.

No newly identified historic or prehistoric cultural resource loci were identified and recorded
during the inventory.

No isolated artifacts were noted during the evaluations.

AERC recommends project clearance based on adherence to the stipulations noted in the final
section of this report.

ii
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GENERAL INFORMATION

On May 1 and 7, 1996, AERC archaeologists F. Richard Hauck and Glade Hadden, assisted
by James Merrell, conducted intensive cultural resource evaluations of 11 proposed Monument
Federal well locations in the Wells Draw, Castle Peak Draw, Pleasant Valley and Pariette Bench
localities of Duchesne County, Utah (see Map 1). The purpose of this report is to detail the results
of these evaluations, which include the Monument Federal Units 42-6-9-16Y, 43-6-9-16Y, 11-22-9-
16Y, 12-11-9-17Y, 41-18-9-16Y, 14-22-8-17, 24-17-9-16, 44-17-9-16, 22-20-9-16, 42-20-9-16, &
31-5-9-17 (see Maps 2 through 7) and access routes associated with eight of the 11 well sites. Some
134.7 acres were examined which include 110 acres associated with the 11 ten acre well pad parcels
and 24.7 acres associated with the 2.07 miles of 100 foot-wide access corridor. All proposed
pipelines are situated on federal lands administered by the Vernal District of the Bureau of Land
Management, Diamond Mountain Resource Area, Vernal, Utah.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf., Title
36 CFR 60.6). The proposed development of these well locations and access corridors requires an
archaeological evaluation in compliance with U.C.A. 9-8-404, the Federal Antiquities Act of 1906,
the Reservoir Salvage Act of 1960-as amended by P.L. 93-291, Section 106 of the National Historic
Preservation Act of 1966-as amended, the National Environmental Policy Act of 1969, the Federal
Land Policy and Management Act of 1979, the Archaeological Resources Protection Act of 1979,
the Native American Religious Freedom Act of 1978, the Historic Preservation Act of 1980, and
Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations

relative to the preservation of cultural data and materials can be directed to the Bureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Project Location

The project location is in the Wells Draw, Castle Peak Draw, Pleasant Valley, and Pariette
Bench localities of Duchesne County, Utah. These 11 wells are situated on the Myton SW, Myton
SE, and Pariette Draw SW, 7.5 minute topographic quads. The proposed Monument Federal Wells
are in the following sections:

Unit 42-6-9-16Y (see Map 2) is in the southeast quarter of the northeast quarter of Section 6,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .3 mile-long access links (o an existing
two-track to the south of the location;

Unit 43-6-9-16Y (see Map 2) is in the northeast quarter of the southeast quarter of Section 6,
Township 9 South, Range 16 East, Salt Lake B. & M.



)

©

MAP 1: GENERAL PROJECT LOCALITY PROJECT: BLCR - 96 - 2
IN 1 SCALE: see below

DUCHESNE COUNTY QUAD: see helow

UTAH N  pare: May 10, 1996
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MAP 2: CULTURAL RESOURCE SURVEY

OF PROPOSED WELL LOCATIONS IN
THE WELLS DRAW

LOCALITY OF DUCHESNE COUNTY,

P

o

PROJECT: BLCR - 96- 2

SCALE: 1: 24,000
QUAD: Myton SW, Utah
DATE: May 10, 1996
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MAP 3: CULTURAL RESOURCE SURVEY PROJECT:  BLCR - 96- 2
OF PROPOSED WELL LOCATIONS IN SCALE: 1: 24,000
THE WELLS DRAW QUAD: Myton SW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: May 10, 1996
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MAP 4: CULTURAL RESQURCE SURVEY PROJECT: BLCR - 96- 2

OF PROPOSED WELL LOCATIONS IN SCALE: 1: 24,000
CASTLE PEAK DRAW QUAD: WMyton SE, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: May 10, 1996
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MAP 5: CULTURAL RESOURCE SURVEY PROJECT:  BLCR - 96-2
OF PROPOSED WELL LOCATIONS IN SCALE: 1: 24,000
CASTLE PEAK DRAW QUAD: Myton SE. Utah
LOCALITY OF DUCHESNE COUNTY, DATE: May 10, 1996
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MAP 6: CULTURAL RESOURCE SURVEY

OF PROPOSED WELL LOCATIONS IN
THE PLEASANT VALLEY
LOCALITY OF DUCHESNE COUNTY,

UTAH

<

PROJECT:
SCALE:
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QUAD: Pariette Draw SW, Utah
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MAP 7: CULTURAL RESQOURCE SURVEY PROJECT: BLCR - 96- 2
OF PROPOSED WELL LOCATIONS IN SCALE: 1:24,000
THE PARIETTE BENCH QUAD: Pariette Draw SW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: May 10, 1996
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Unit 41-18-9-16Y (see Map 3) is in the northeast quarter of the northeast quarter of Section 18,
Township 9 South, Range 16 East, Salt Lake B. & M.

Unit 24-17-9-16 (see Map 3) is in the southeast quarter of the southwest quarter of Section 17,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .33 mile-long access route links with the
county road to the southwest of the location.

Unit 44-17-9-16 (see Map 3) is in the southeast quarter of the southeast quarter of Section 17,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .3 mile-long access route links with an
existing well location and road to the southwest of the location.

Unit 22-20-9-16 (see Map 3) is in the southeast quarter of the northwest quarter of Section 20,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .1 mile-long access route links with an
existing road to the southeast of the location.

Unit 42-20-9-16 (sce Map 3) is in the southeast quarter ol the northeast quarter of Section 20,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .23 mile-long access route links with an
existing well location to the northwest of the location.

Unit 11-22-9-16Y (see Map 4) is in the northwest quarter of the northwest quarter of Section 22,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .38 mile-long access route links with an
existing road to the west of the location.

Unit 31-5-9-17 (sec Map 5) is in the northwest quarter of the northeast quarter of Section 5,
Township 9 South, Range 17 East, Salt Lake B. & M. Its .33 mile-long access route links with an
existing well to the west of the location.

Unit 14-22-8-17 (see Map 6) is in the southwest quarter of the southwest quarter of Section 22,
Township 8 South, Range 17 East, Salt Lake B. & M. lIts .1 mile-long access route links with the
county road to the west of the location after passing through a pasture on private land.

Unit 12-11-9-17Y (see Map 7) is in the southwest quarter of the northwest quarter of Section 11,
Township 9 South, Range 17 East, Salt Lake B. & M.

Environmental Description

The project area is within the 5100 to 6100 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfaces are associated with the project area.

The vegetation in the project area includes Chrysothamnus spp. Artemisia
spp., Sarcobatus vermiculatus, Ephedra viridis, Cercocarpus Spp.
Atriplex canescens, and avariety of grasses.



The geological associations within the project area consist of fluvial lake deposits which
correlate with the Uinta Formation which is of Tertiary age.

PREVIOUS RESEARCH IN THE LOCALITY

File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on May 6, 1996. A similar search was
conducted in the Vernal District Office of the BLM on April 24, 1996. The National Register of
Historic Places has been consulted and no registered historic or prehistoric properties will be
affected by the proposed developments.

A variety of known cultural sites are situated in the Monument Buttes / Castle Peak Draw
locality. Many of these prehistoric resources were identified and recorded by AERC during the
Mapco River Bend survey (Hauck and Norman 1980). Other sites have been located and recorded
by AERC and other archacologists and consultants during oil and gas exploration inventories (cf.,
Fike and Phillips 1984, Hauck and Weder 1989, Hauck and Hadden 1993, 1994, 1995).

Prehistory and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural Region
has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C. These
cultures, as identified by their material remains, demonstrate a cultural developmental process that
begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and extends through
the Archaic (ca. 7,000 B.C. - A.D. 300), and Formative (ca. A.D. 400 -- 1100) Stages, and the Late
Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude in the Historic-Modern period
which was initiated with the incursion of the Euro-American trappers, explorers, and settlers.
Basically, each cultural stage -- with the possible exception of the Late Prehistoric hunting and
gathering Shoshonean bands -- features a more complex life-way and social order than occurred
during the earlier stage of development (Hauck 1991:53). For a more comprehensive treatment of
the prehistory and history of this region see Archacological Evaluations in the Northern Colorado
Plateau Cultural Area (Hauck 1991).

Site Potential in the Project Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap and

10




Test" variety, and extend for tens or hundreds of meters. Open occupations are also f{requently
being identified in this locality. Sites associated with the open rangeland generally appear to have
been occupied during the Middle Plains Archaic Stage with occasional indications of Paleoindian
activity based on the recovery of isolated Plano style projectile points. The north-south drainage
canyons appear to contain the majority of Late Prehistoric (Numa) sites probably because those
canyon floors were transportation corridors and convenient pastures for the Ute horse herds.
Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the rangeland
environment but is common within the Green River and White River canyons and their primary
tributary canyons.

Site density in certain portions of the region appears to range from one to four sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent evaluations
indicate that the site densities may reach 8 to 12 sites per section in certain localities on the upper
benches which were apparently favored for hunting, lithic resource procurement, and camping.
Prehistoric sites on the rangeland benches appear to be associated with water courses and aeolian
deposits.

FIELD EVALUATIONS

Methodology

Intensive evaluations consisted of the archacologists walking a series of 15 to 20 meter-wide
transects within the ten acre parcel associated with each well pad zone and along a 100 foot-wide
corridor centered on the flagged centerline for each of the associated access routes as shown on
Maps 2 through 6. Thus, ca. 134.7 acres was inventoried relative to these proposed well locations
of which 110 includes the ten acre parcels and ca. 24.7 acres includes the 2.07 miles of various
access corridor.

Observation of cultural materials results in intensive examinations to determine the nature
of the resource (isolate or activity locus). The analysis ol each specific cultural site results in its
subsequently being sketched, photographed, and appropriatcly recorded on standard IMACS forms.

In certain instances, the cultural sites are then evaluated for depth potential utilizing AERC's
portable Ground Penetrating Radar (GPR) computerized system (SIR-2 manufactured by
Geophysical Survey Systems, Inc. [GSSI] of North Salem, New Hampshire). GPR was not used
during this project.

Cultural sites are then evaluated for significance utilizing the standards described below and

mitigation recommendations are considered as a means of preserving significant resources which
may be situated within the development zone.
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Site Significance Criteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination to
the National Register of Historic Places have been outlined as follows in the National Register's
Criteria for Evaluation as established in Title 36 CFR 60.6:

The quality of significance in American ... archaeology ... and culture is present in ... sites

that possess integrity of location, design, setting, materials, workmanship, feeling, and
association and:

a. That are associated with events that have made a significant contribution to the

broad patterns of our history; or

b. that are associated with the lives of persons significant in our past; or

c. that embody the distinctive characteristics of a type, period, or method of

construction ... ; or

d. that have yielded, or may be likely to yield, information important in prehistory

or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site's cultural significance, the site must possess integrity and at

least one of the above criteria to be considered eligible for nomination to the National Record of
Historic Places.

Results of the Inventory

No newly identified prehistoric cultural resource activity loci were observed and recorded
during the archaeological evaluations of the proposed plant site and the three pipeline complexes.

No previously recorded cultural resource loci will be adversely effected by the proposed
development of these 11 well locations.

No diagnostic isolated artifacts were observed and recorded during the evaluations.

12



CONCLUSION AND RECOMMENDATIONS

No known cultural resources will be adversely impacted during the development and
operation of the various Monument Federal Units 42-6-9-16Y, 43-6-9-16Y, 11-22-9-16Y, 12-11-9-
17Y, 41-18-9-16Y, 14-22-8-17, 24-17-9-16, 44-17-9-16, 22-20-9-16, 42-20-9-16, & 31-5-9-17.

AERC recommends that a cultural resource clearance be granted to Equitable Resources
Energy Company relative to the development of these proposed wells and associated access routes
based upon adherence to the following stipulations:

1. all vehicular traffic, personnel movement, construction and restoration operations should
be confined to the well pad zones, flagged areas, and corridors examined as referenced in
this report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any significant
cultural resources in the area; and

3 the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or otherwise
alter the location of the exploration area.

Neail.

F. Richard Hauck, Ph.D.
President and Principal
Investigator
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Department of t Interior Authorizati No .U.9.6.A.F.0.2.1.7.b.
. Bureau of Land Management
Utah State Office Report Acceptable Yes _ No _
(AERC FORMAT)
Mitigation Acceptable Yes __ No ___
Summary Report of Comments:
Inspection for Cultural Resources
WELL LOCATIONS IN THE WELLS DRAW,
CASTLE PEAK DRAW, PLEASANT VALLEY, &
PARIETTE BENCH LOCALITY IN DUCHESNE Cc O
1., Report Title

Equitable Resources Energy Company
2. Development Company

05 10 1996 UT-96-54937

3, Report Date . . .. . . . . . A, Antiguiti mi
A ERC BLCR - 96 - 2 Duchesne

County

Location: TWN .0.8.S. . RNG .1.7.E. . Section.22

TN .0.9.8 RNG .1.6.E. . Section 06, 17, 18, 20, 22,
TWN .0.9.S RNG .1.7.E Section 05, 11
7. Resource Area SM
f Exami ion P ; The archeologist Glade Hadden and

assistant James Merrell intensively examined the proposed well locations and
associated access & access corridors by walking 10 to 15 meter-wide transects in
the ten acre parcels and within the 100 foot-wide corridors on either side of
the flagged center-line.

I
9, Linear Miles Surveyed .12'.CX:F .. 1 In
and/or
Definable Acres Surveyed e e e e e R = Reconnaissance
and/or I = Intensive
Legally Undefinable 31/ ql S = Statistical Sample
Acres Surveyed ./. R
11, Degcription of Findings: 12, Number Sites Found .0.
No archaeological sites (No sites = 0)
were identified and recorded during
this survey. 13, Collection; N,

(Y = Yes, N = No)

14. Actual/Potential National Register Properties Affected:
The National Register of Historic Places (NRHP) has been consulted and no
registered properties will be affected by the proposed development.

15. Literature Search, Location/ Date: Utah SHPO 5-6-96 Vernal BLM 4-24-96

16, Conclusion/ Recommendations: :
AFRC recommends that a cultural resource clearance be granted to Eguitable
Resources Energy Company for these proposed developments based on the following

stipulations: (see reverse)




.. 1. All vehicular trgelfic, personnel movement, !IEstruction and restoration

operations should b onfined to the flagged ar , well pads and corridors
examined as referenced in this report, and to the existing roadways and/or
evaluated accesgs routes. )

.2 A 1 1 P € r 8 o n n e 1 s h o u 1 d
disturbing any significant cultural resources in the area.

3. The authorized official should be consulted should cultural remains from
subsurface deposits be exposed during construction work or if the need
arises to relocate or otherwise alter the location of the exploration area.

17.

Signature of Administrator & Field Supervisor

Administrator:

Field
Supervisor:

UT 8100-3 (2/85)




EQUITABLE RESQURCES CO.

BALCRON OIL

MONUMENT FEDERAL #41-18-9-16Y
42 /3 26Y¢

NE/NE SECTION 18, T9S5, R16E, SLB&M

Duchesne County, Utah

PALEONTOLOGY REPORT

WELLPAD LOCATION AND ACCESS ROAD

BY

ALDEN H. HAMBLIN
PALEONTOLOGIST
235 EAST MAIN

VERNAL, UTAH 84078

MAY 8, 1996




RESULTS OF PALEONTOLOGY SURVEY AT EQUITABLE RESOURCES CO. MONUMENT FEDERAL
#41-18-9-16Y, NE/NE Section 18, T9S, R16E, S.L.B.&M, Duchesne Co., Utah.

Description of Geology and Topography-

This well location is 11 miles south and § miles west of Myton, Utah, just
east of Wells Draw. The wellpad sits on the bench top on an existing road.
Much of the surface has sand with angular rock fragments of sandstone and
Timestone. The southwest corner has an outcrop of rusty sandstone,

A1l rock outcrops in the area are of the Upper Eocene Uinta Formation, known
for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -
The rusty sandstone outcrop at the southwest corner of the wellpad has fossil
fish scales and fish bone fragments and impressions of the same material. It

also has a few plant impressions. This outcrop is located approximately 105
southwest of the center stake at 206 degrees.

Recommendations-

It is recommended that construction work in the southwest corner should be
monitored. This site has the potential to produce some fish and plant
specimens as new rock is exposed during construction.

No other recommendations are being made for paleontology at this location.

Paleontologist

N7 A s A vate 7;/;;, 9, 199&



Form 8270-3 (Temporary)

(May 1994)
United States
Department of the Interior
Bureau of Land Management
Paleontological Locality Form
1. Permit #/Permittee: BLM - UT-5-95-004 ALDEN H. HAMBLIN
2. Repository/Accn.f#:_ UTAH FIELD HOUSE OF NATURAL HISTORY
3. Locality #:_42DC244PV [X] Plant [X] Vertebrate [ ] Invertebrate [ ] Other
4. Formation (and subdivision, if known):__Uinta Formation, lower Member
5. Age:__lLate Eocene 6. County:_ Duchesne
7. BLM District:_ VERNAL 8. Resource Area:__Diamond Mt.
9. Map name: Myton SW, Utah 10. Map source: _U.S.G.S. 7 1/2 min. Quad.
t1. Map scale:__1:24,000 12, Map edition: 1964
13. Latitude (deg., min., sec., direction):
14. Longitude (deg., min., sec., direction):
or: UTM Grid Zone: 12 1 572160 mE 4431960 o
15, Survey (Section, Township & Range):_SW,NE,NE,NE, Sec. 6, T95, R16E, SLBM ‘
16. Taxa observed/collected: The rusty sandstone outcrop at the southwest corner of the

wellpad has fossil fish scales and fish bone fragments and impressions of the same

material. It also has a few plant impressions. This outcrop is located approximately 105

southwest of the center stake at 206 degrees.

17.

18.

19.

Discoverer(s)/Collector(s): Alden H. Hamblin

Date(s): April 25, 1996

Resources Balcron Federal #41-18-8-16Y.

Remarks: This fossil site was found during the paleontology survey of Equatable ‘
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ej Q EQUITABLE RESOURCES
ENERGY COMPANY

WESTERN REGION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 [
Biflings, MT 59102 . FAX: (408)245-1361 &
May 14, 1996

Mr. Mike Hebertson

Division of Oil, Gas and Mining |Vt L \
355 W. North Temple Ji ny
salt Lake City, UT 84180 x Ol s s |
Dear Mr. Hebertson:

RE: Monument Federal #41-18-9-16Y
NE NE Section 18, T9S, R16E
Duchesne County, Utah

As operator, we hereby request an exception to location for the
referenced well. The location was moved at the onsite at the
request of the Bureau of Land Management due to topographical
reasons. Attached is an Affidavit stating that the surrounding
acreage is currently uner lease to parties who have an interest in the
referenced well. '

If you have any questions, please do not hesitate to give me a call at
(406) 259-7860, extension 240.

Sincerely,

98/6"/4%& g%‘//u.cnﬂd £

Bobbie Schuman
Regulatory and \
Environmental Specialist

/s
Attachment
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STATE OF MONTANA )
) SS.
COUNTY OF YELLOWSTONE )

AFFIDAVIT

The undersigned, of lawful age, being first duly sworn deposes and says that he, D. Gary
Kabeary, is the Senior Landman of Equitable Resources Energy Company, Western Region
(EREC) located in Billings, Montana and he states that he has knowledge of the attached map
and the exception location that EQUITABLE RESOURCES ENERGY COMPANY, WESTERN
REGION is seeking, with regard to the placement of the Monument Federal # 41-18-9-16Y well.

The acreage within a one-half mile perimeter of the proposed well-bore, which includes federal
lease numbers U- 52018, U-64379 and U-74390 are currently under lease to parties who have an
interest in the Monument Federal #41-18-9-16Y well: to wit: Equitable Resources Energy
Company, Yates Petroleum Corporation, Abo Petroleum Corporation, Myco Industries, Inc., and
Yates Drilling Company.

Further affiant, saith not.

D. Gary Ka emz/Ci’ /ESA
Senior dma

Subscribed and sworn to before me this /5 dday of %%, 1996.

Notary Public in and for Yellowstone County, Montana

(%n//m /S 194/0/2)

Notar;'f’t{blic for the State of Montana
My Commission expires : 1= 18 -PL
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Form 3160—3 9 SUBMIT IN CATE*  Fom approved
(November 1983 (Other inst on udget Bureau No. 1004—0136
) UNTTED STATES Feverse sio®) Expircs August 31, 1988

(formerly 9--331C)

DEPAR‘I'MENT OF THE lNTERlOR it 5. LEASE DEBIGNATION AND SERIAL NO.
BUREAU OF LAND MANAGEMENT Eﬂf § ﬂ?fﬁ%_ U-74390

APPLICATION FOR PERMIT TO DRILLY DEEPEN, ORIPLUG aAck B T oL ALLOTIER OX THIRK XAkE

¥

1a. TYPE OF WORK {1/] R Y : —
DRILL E DEEPEF% { PLUG B \&d/p 7. ONIT AGREEMENT NAMB
i . [
b. TYPE OF WELL A e ve A0 T n/a
L i T
%’:LL QWAE'LL OTHER \ \ ::)K:‘J,‘LE ) m -:.FNL: s b §. FaBM O LEASE NAME
2. NAME OF OPERATOR \ I “ Monument Federal
Equitable Resources Energy Company T pacon MUREC 9. WELL No.
3. ADDRESS OF OPERATOR ‘ 13 CX U”—-'! T Had 1 #41-18-9—16Y

10. FIELD AND POOL, OR WILDCAT

1601 Lewis Avenue; Billings, MT 59102

4. nc;::?&:r WELL (Bepcirt location clearly and in accordance wlthl any State requl:'ementu.') anment Butte/Gmen River‘
NE NE Section 18, T9S, RI6E 497' FNL, 424' FEL - NG SURAVET on REA
At proposed prod. zone
18, T9S, R16E

14. DISTANCE IN MILES AND DIRKCTION FROM NEAREST TOWN ?l POST OFFICE® 12. COUNTY OR PARISH| 13. BTATE

F imat oMl S

rom Myton, UT approximately [0 Mi SW Buchesne UTAH

15. DIRTANCE FROM PROPUSED® 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

PROPERTY OR LEAEE LINE, FT.

(Also to nearest drig. unit line, If any)
18. DISTANCY FROM IROIOSED LOCATION® 19. PROPOSID DEPTH 20. BROTARY OR CABLE TOOLS
TO SEARLST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT. Rotary
21. ZLEVATIONS (Show whether DF, RT, GP, etc.) . 22. APPROX. DATE WORK WILL SBTART®
6,019' GL June 1, 1996
5
23 PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE BIZE OF CASING WEIGHAT F'ER FOOT BETTING DEPTH QUANTITY OF CEMENT

See attached |Drilling Progrdm/Casing Desigq i
~ = 7 RECConsimm

APR 2 ? 1996

Operator intends to drill this well in accordance with the atached EXHIBITS. A
1isting of EXHIBITS is also attached.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, to conduct these
operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is
being provided by Equitable Resources Energy Campany as principal and Safeco Insurance Company of America as
surety under BLM Bond No. MT 0576 (Nationwide 0il & Gas Bond #5547183) who will be responsible for campliance
with all of the terms and conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT) :
pOPY; Utah Division of 0i1, Gas and Mining (Salt Lake City, UT)

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive sone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

24, //
: 7 . Regulatory and 2.,
L”‘Q%ﬂ AL A h rme___Environmental Spedalist  oare M

(This apace for Federal or State office use)
PLRAIT NO. //J/ )& /.5 M%r——\ PROVAL DATE
/ 7 ASSISTANT DISTRICT

erpEs [RNERFED MA
aPPROVED WY LTI I LA i pata Y 2 8 1996

TITLE EX L A
Sl —0 >

CONDITIONYOF, Pl EANY: - Y ,-/ . -~ p T g
CREEETTTT CONDITICNS OF APPROVAL ATTACHED
&/7//0 yO ¢é/7/' "//0/\7 *See Instructions On Reverse Side

Tiite 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
FETRIN : -

7
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CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: _Equitable Resources Energy Company

Well Name & Number: Equitable Monument Federal 41-18-9-16Y

API Number: 43-013-31646

Lease Number: U -74390

Location: NENE Sec. 18 T.9S R. 16E

NOTIFICATION REQUIREMENTS

at least forty-eight (48) hours prior to construction of
location and access roads.

Location Construction

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.
Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure
Equipment Tests tests.

First Production - within five (5) business days after new well begins, or
Notice production resumes after well has been off production for

more than ninety (90) days.

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drill and Surface Use Program.
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is
made with applicable laws, regulations (43 CFR 3100), Onshore Qil and Gas Orders, and the
approved plan of operations. The operator is fully responsible for the actions of his
subcontractors. A copy of these conditions will be furnished the field representative to insure
compliance.

The Operator shall follow all stipulations of Lease U-74390 and Conditions of Approval.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Qil, Gas, Water, or Other Mineral Bearing Zones are
Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office. Copies
of State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
2M system and individual components shall be operable as designed. Chart recorders
shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling, the special drilling requirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drilling shall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.
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The Vernal Field Office shall be notified, at least 24 hours prior to initiating the
pressure tests, in order to have a BLM representative on location during pressure
testing.

Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of
one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above the
base of the usable water zone, identified at 1,321 ft. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

The Vernal Field Office shall be notified at least 24 hours prior to the running and
cementing of all casing strings, in order to have a BLM representative on location while
running and cementing all casing strings.

Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling, testing,
or completion operations.

No chromate additives will be used in the mud system on Federal and Indian lands
without prior BLM approval to ensure adequate protection of fresh water aquifers.

.Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a
weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate
of flow is stabilized and if adequate lighting is available (i.e., lighting which is adequate
for visibility and vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to + 1121 ft. and
shall be utilized to determine the bond quality for the production casing. Submit a field
copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
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analyses, well-test data, geologic summaries, sample description, and all other surveys
or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will
be submitted when requested by the AO.

Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status
without prior approval of the AO. If operations are to be suspended, prior approval of
the AO will be obtained and notification given before resumption of operations.

The Vernal Field Office shall be notified, during regular work hours (7:45 a.m.-4:30
p.m., Monday through Friday except holidays), at least 24 hours prior to spudding the
well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A
or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice"
(Form 3160-5) to that effect will be filed, for prior approval of the AQO, and all conditions
of this approved plan are applicable during all operations conducted with the
replacement rig.

The date on which production is commenced or resumed will be construed for oil wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when
the well is placed in a producing status. Such notification will be sent by telegram or
other written communication, not later than five (5) days following the date on which
the-well is placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of 30 days or 50 MMCF following its completion, whichever occurs first,
without the prior written approval of the Authorized Officer. Should gas be vented or
flared without approval beyond the authorized test period, the operator may be directed
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to shut-in the well until the gas can be captured or approval to continue venting or
flaring as uneconomic is granted and the operator shall be required to_compensate the
lessor for that portion of the gas vented or flared without approval which is determined
to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-
4 shall be submitted to the appropriate District Office within thirty (30) days of
installation or first production, whichever occurs first. All site security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4. '

No well abandonment operations will be commenced without the prior approval of the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approval will be obtained from the AO. A "Subsequent Report of Abandonment” Form
3160-5, will be filed with the AO within thirty (30) days following completion of the well
for abandonment. This report will indicate where plugs were placed and the current
status of surface restoration. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his representative, or the appropriate
Surface Managing Agency.

Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling onlease or off-lease will
have prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil
and gas meters will be calibrated in place prior to any deliveries. Tests for meter
accuracy will be conducted on initial meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports will be
submitted to the Vernal Field Office. All meter measurement facilities will conform with
Onshore Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Qil & Gas Order
No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without
prior approval from the AO. Safe drilling and operating practices must be observed.
All wells, whether drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.
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Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or allocated to a lease
site, or resumes production in the case of a well which has been off production for
more than 90 days, the operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed.”

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000 per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension period may be granted, if requested, prior to the expiration of the original
approval period.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine  (801) 781-4410
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EPA’'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES
While the following wastes are nonexempt, they are not necessarily hazardous.
Unused fracturing fluids or acids |

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt
waste

Refinery wastes

Liquid and s_olid wastes generated by crude oil and tank bottom reclaimers
Used equipment lubrication oils

Waste compressor oil, filters, and blowdown
Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits
Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous solids.
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SURFACE USE PLAN OF OPERATIONS
Conditions of Approval (COAs)

Other Additional Information:

a. The operator is responsible for informing all persons in the area who are associated with
this project that they will be subject to prosecution for knowingly disturbing historic or
archaeological sites, or for collecting artifacts. If historic or archaeological materials are
uncovered during construction, the operator is to immediately stop work that might further
disturb such materials, and contact the authorized officer (AO). Within five working days the
AO will inform the operator as to:

-whether the materials appear eligible for the National Register of Historic Places;

-the mitigation measures the operator will likely have to undertake before the site can be used
(assuming in situ preservation is not necessary); and

-a time frame for the AO to complete an expedited review under 36 CFR 800.11 to confirm,
through the State Historic Preservation Officer, that the findings of the AO are correct and that
mitigation is appropriate.

If the operator wishes, at any time, to relocate activities to avoid expense of mitigation and/or
the delays associated with this process, the AO will assume responsibility for whatever
recordation and stabilization of the exposed materials may be required. Otherwise, the
operator will be responsible for mitigation costs. The AO will provide technical and procedural
guidelines for the conduct of mitigation. Upon verification from the AO that required mitigation
has been completed, the operator will then be allowed to resume construction.

b. The operator will control noxious weeds along rights-of-way for roads, pipelines, well sites,
or other applicable facilities. A list of noxious weeds may be obtained from the BLM, or the
appropriate County Extension Office. On BLM administered lands it is required that a
Pesticide Use Proposal shall be submitted, and given approval, prior to the application of
herbicides or other pesticides or hazardous chemicals.

c. The topsoil stockpile is placed on the layout diagram so as to act as a buffer for noise on
the North side of the pad. This pile should be a noise barrier rather than a windrow.

d. In order to protect eagle nesting habitat, a multi cylinder engine shall be used to power the
well production equipment. This would reduce noise levels associated with production and
thus limit impacts to nesting sites regarding their future suitability.

e. A BLM representative shall be on site prior to any surface disturbance in the southwest
part of the location in order to monitor construction for presence of paleontologic resources.
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SPUDDING INFORMATION

Name of Company:_EQUITABLE RESOURCES

Well Name:_ MONUMENT FEDERAL 41-18-9-16Y

Api No._ 43-013-31646

Section_18 Township_9S Range_16E County DUCHESNE

Drilling Contractor UNION

Rig #:_17
SPUDDED:

Date: 6/20/96

Time:

How: ROTARY

Drilling will commence:

Reported by: D. INGRAM-DOGM

Telephone #:

Date: 6/24/96 Signed: JLT




% EQUITABLE &

iy ENERGY covany

WESTERN REGION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406)245-1365 (]
Billings, MT 59102 FAX: (406)245-1361 [

June 28, 1996

Bureau of Land Management
Vernal District Office

170 South 500 East

Vernal, UT 84078

Gentlemen:

RE: Monument Federal #41-18-9-16Y
NE NE Section 18, T9S, R16E
Duchesne County, Utah
APl #43-013-31646

This letter is notice that the subject well was spud on 6-20-96.
Please feel free to contact me if you have any questions.

Sincerely,

(\(\QL Lo (J (c\)r\.f\, (L(:Q

Molly Conra
Operations Secretary

/mc

cc: Utah Division of Oil, Gas, & Mining: Also enclosed Form 6 Entity Action
Form
Mary Lou Dixon, Uintah Basin Health Dept. - VIA FAX
Yates Petroleum
Isabel - MYCO -~ VIA FAX
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[VISIQN DF DIL, GAS AND NINING
"NTITY ACTION FORM - FORM 6

oreraTor _Equitable Resources Fnergy Co. OPERATOR ACCT. No. _M_9890
aooress 1601 Lewis Avenue

Billings, MT 59102

(406) 259-7860 ‘

ACTION CURRENT NEW API MUMBER WELL NAME WEIL | QCATION SPUD EFFECTIVE
CODE ENTITY MO.|ENTITY NO. 0Q SC TP RG | COUNTY DATE DATE

A 179999 J194] |43-013-31646 | Momument Fed. #41-18-9-16Y NE NE 18 | 95 |16E | Duchesne | 6-20-96 | 6-20-96

ZLL 1 COMMENTS: End: *Z/ W/fé‘/ /-2 1. ,Z//L

Spud of a new well.

[y I N N

ELL 2 COMMENTS:

ZLL 3 COMMENTS:

ZLL 4 COMMENTS:

TLL 5 COMMENTS:

Y

“TION CODES (See instructions on back of form) ] VY \ \ C@\ {

A — Establish new entity for new well (single well only) E @ E”T{ f 1_& | ‘\(\Dt i B f\f\CLd

B - Add new well to existing entity {group or unit well) — ""‘} l ' Signature Q
C — Re—-assign well from one existing entity te another existing entit !
D - Re-assign well from one existing entity to a new entity - ! / Operations Secretary 6-28-96
E - Other (explain in comments section) Jut 0 1_ 19973 : Title Date

YTE: Use COMMENT section to explain why each Action Code was selected. Phone Ho. { )

d

Ty | | DIV OF OIL, GAS & MINING |

»




1B EQUITABLE BFESO IRCES
7 ENERGY COMPANY

WESTERN REGION Office: (408) 259-7860

1601 Lewis Avenue FAX: (406)245-1365 [
Billings, MT 59102 AN ™S R gae e, R RS # ¥ FAX: (406) 245-1361 [

A

July 23, 1996

Bureau of Land Management
Vernal District Office

170 South 500 East |
Vernal, UT 84078 DIV. OF OIL, GAS & MINING

Gentlemen:

RE: Monument Federal #41-18-9-16Y
NE NE Section 18, T9S, R16E
Duchesne County, Utah
API #43-013-34646

This letter will serve as notice that first production on the subject well was on
7-19-96 @ 2:10 p.m.

Please feel free to contact me if you need any additional information.
Sincerely,

Met LL,(J( Co«m CLCL

Molly Conrad
Operations Secretary

/mc

cc: State of Utah, Division of Oil, Gas, & Mining
Isabel, MYCO Ind. - VIA FAX
Yates Petroleum
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" ENERGY COMPANY

WESTERN REGION )

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406)245-1365 []
Billings, MT 59102 FAX: (408)245-1361 [

S w3 g ill.t/ e & W e

August 23, 1996

Bureau of Land Management
Vernal District Office

170 South 500 East

Vernal, UT 84078

Gentlemen:

RE: Monument Federal #41-18-9-16Y
NE NE Section 18, T9S, R16E EC EIVIE D‘

Duchesne County, Utah
APl #43-013-31646

AUG 26 1996

Enclosed for your files are the following:

Completion Report DIV. OF OIL, GAS & MINING
Onshore Order #7

Report of Water Encountered
Daily Operating Reports

I will forward Site Security Diagram within 30 days. Please feel free to contact
me if you need any further information.

Sincerely,

udCompd

Molly Co
Operations Secretary

/mc
Enclosures

cc: State of Utah, Division of Oil, Gas, & Mining
Isabel - MYCO Industries
Yates Petroleum
Lou Ann Carlson
Valeri Kaae




F orm 3160—4
‘(Novemter 1983)
(formerly 9-330)

UNIT’ STATES
DEPARTMENT OF THE | RTOR
BUREAU OF LAND MANAGEM

EEERE

wiructio

Form approved.
Budget Bureau No. 1004-0137
Expires August 31, 1985

]
reverse e

LEASE DESIGNATION AND Sll'.i;‘l.. NO.

U-74390

WELL COMPLETION OR RECOMPLETION

9
REPORT AND LOG ¢

6. IF INDIAN, ALLOTTRE OR TRIBD NANE

n/a

la. TYPE OF WELL: ot GAS
WELL WELL ouy D ﬁiv; . AAe— MM [,\ 7. UNIT AGREEMENT NAMD
b. TYPE OF COMPLETION: . (i siemunslsid BRI
NEW WORK PEED- rirG D DIFF. PE——
WELL OvER EN BACK RESVR, Other 8. FARM OR LEASE NAMN
2. NAME OF OPERATOR Moument Federal

Equitable Resources

Energy Comdpay

3. ADDRESS OF UPERATOR

1601 Lewis Avenue, Billings, MT

29102

‘9. wELL No.

41-18-9-16Y

(406) 259-7860

4. LOCATION UF WELL (Report location clcarly and in accordunce with any State requircments)*

497 ' FNL & 424' FEL

At top prod. Interval reported below

At surface

At total depth

10. FIELD AND POOL, OR WILDCAT

Moument Butte/Green River

11, 8EC.. T., R, M., OR BLOCK AND BURVEY
OR AREA

Sec. 18, T9S, RI6E

14. PERMIT No.

43-013-31646

DATE ISSUED '

| s-16-96

12. COUNTY oOR
PARISH

Duchesne

13. STATE

15. DATE SrLDDED

| 16. DATE T.D. REACHED | 17.

PATE costrL. (Ready to prod.)

18. ELEVATIONS (DF, RKB, RT, GR, ETC.)*

19. ELEV. CASINQHEAD

6-20-96 6-27-96 7-19-96 6019' GL n/a
20, TOTAL DEPTH, MD & TVD 21. PLUQ, BACK T.D., MD & TVD 22. LFO\:H:":LP!IP COMPL,, 23. LT:{':‘EE;;IB‘JY ROTARY TQOLS CABLE TOOLS
5900" 5838 n/a —> | SFc -1 | n/a

24. PRODUCING INTERYAL(S), OF TH1S COMUPLETION—TOP, BOTTOM, NAME (MD AND TVD)*

4250' - 5310

Green River

25. WAS DIRECTIONAL
SURVEY MADE

No

286. rrrg:/..nnncrzip/ub OTHER LOGS RL'PL/

LOT/C

w06

7 s 0 1
R/CL CBL/GR DLL/GR ASisP 5P«

YA ds

27. WAS WEILL CORED

No

28.

CASING RECORD (Report all strings set in well)

CASINO sIZE

WEIGHT, LB./FT.

DEPTH SET (MD)

HOLE SI1ZE

CEMENTING RECORD

AMOUNT PULLED

8:5/c"

2t

264.6' KB

12-1/4"

160 sxs Class "G' w/additives Nae
1/2" 15.5¢ 5884.15' KB_ | 7-7/8" | X0 sxs Syper "G w/additives | Nue
360 sxs 50/50 RZ w/additives
29. LINER RECORD 30. TUBING RECORD
812k TOP (MD) BOTTOM (MD) SACKS CEMENT® SCREEN (MD) SIZE DEPTH BET (MD) PACKER S8BT (MD)
n/a 2-7/8" |___5382.33' KB n/a
31. PERFORATION RECOED (Interval, sizc and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

5244t - 55' (2 SPF)
5258' - 64' (2 SPF)
5283' - 95' (2 SPF)
531" - 10" (2SPF)

5273' - 77" (2 SPF)

4737' - 42" (7 holes)
4959" - 65' (7 holes)
1250 = 54' (4 SPF)
590" - 4300' (4SPF)
304" - 07" (4 SPF)

DEPTH INTERVAL {(MD)

" AMOUNT AND KIND oF MATIBIAL uskp

__Please see attachement,

a3.¢

PRODUCTION

DATE FIRS8T PRODUCTION

7-19-%

1-1/2" Insert Rump

| PRODUCTION METHOD (Flowing, gas ift, pumping—asize and type of pump)

| WELL saTATUE (Producing or

Prodicing

DATE OF TRBT

8-6-%

HOURS TESTED

24

| proD'N.

WATER—BBL.

37

GAS-QIL RATIO

N.M.

FLOW, TUBING PREaS,

n/a

CASING PRESSURE
n/a

CHOKE 8IzK FOR OIL—BBL. GAS—MCF.

rl/a TEST PERIOD I 67 l N.M. . l
CALCULATED 01l.~——BBL. GAS—MCF, WATER—HBL,
24-HOUR RATE | 67 , N-M- I 37

OIL GRAVITY-AP! {CORR.)

34

34. DISPOBITION OF A8 (Sold, used for fuel, vented, etc.)

Used for fiel or sold

TEST WITNDSSED BY

Dale Griffin

35. LIBT OF ATTACHMENTS

Section 32.

36. I bereby certify that the foregoing and attached Information Is compliete aund correct as determloed from ail avallabie records

SIGNED W\Du/k(\\

TITLE

Operations SEcretary

pare _&23-%

?See Instructions and Spaces fcr Additional Data on Reverse Side)

Citle 18 U1.S.C. Sec!in 1001, makes it a ~rime [or any person knowingly and willfully to mave to anv department or agency of the
any matter withu itg juriediction

United States any (a!se, fictitious or (raudulent <tatements or representatior: v




DEPTH INTERVAL (MD)

5244’ - 5310

4959’ - 4965’
4737 - 4742’
4250’ - 4254’
4290’ - 4307

4250’ - 4307’

4737 - 4965’

/mce

DIV. OF OIL, GAS & MINING

Attachment to Completion Report
Monument Federal #41-18-9-16Y
NE NE Section 18, T9S, R16E
Duchesne County, Utah

AMOUNT AND KIND OF MATERIAL USED

Break down with 4,166 gallons 2% KCL water.
Fracture with 54,070# 20/40 mesh sand and
98,380%# 16/30 mesh sand with 42,168 gallons
2% KCL gelled water.

Break down with 1,554 gallons 2% KCL water.
Break down with 1,974 gallons 2% KCL water.
Break down with 1,512 gallons 2% KCL water.
Break down with 2,520 gallons 2% KCL water.

Fracture with 78,230# 16/30 mesh sand with
22,470 gallons 2% KCL gelled water.

Fracture with 50,000# 16/30 mesh sand with
18,900 gallons 2% KCL gelled water.




UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

Form 3160-5
‘June 1990)

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drili or to deepen or reentry to a different reservoir.
Use “APPLICATION FOR PERMIT—" for such proposals

FORM APPROVED
Budget Burcau No. 1004-0135
Expires: March 31,1993

5. Lcase Designation and Serial No.

U-74390

6. If Indian, Allottee or Tribe Name
n/a

SUBMIT IN TRIPLICATE '

1. Type of Well
Qil Gas
Well D Well

D Other

7. If Unit or CA, Agreement Designation

n/a

2. Name of Operator

Equitable Resources Fpergy Company

3.  Address and Telephone No.

1601 Lewis Avenue, BIllings, MI 59102  (406) 259-7860

8. Well Name and No.

9. APl Well No.

43-013=31646

4, Locuios\ of Well (Footage. Scc., T.. R.. M., or Survey Description)
NE NE Section 18, T9S, R16E
497' FNL & 424' FEL

10. Ficld and Pool, or Exploratory Area
Monment Butte/Green River

11, County or Parish, State

Duchesne County, Utah

1. - CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

D Abandonment

Recompletion

m Notice of Intent

[E Subscquent Report Plugging Back
Casing Repair
D Final Abandonment Notice Altering Casing

(X omer Onshore Qrder #7

l:] Change of Plans
New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection

Dispose Water
{Note: Repartsesulis of multiple completion on well
Cumpletion or Recompletion Report and Logloim.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including esti
give subsurface locations and measured and true vertical depths for all markers and zones pestinent to this work.)*

d date of starting any proposed work. 1l well is directionally drilled,

Anynaterprodmedbyﬂﬁswe]lwﬂlbeheldinapro&x:edmtertankarrltm:kedtoacamercial

disposal. facility. The primary facility to be used is the R.N. Industries

produced water disposal

facility located in Section 9, T2S, R2W in Duchesne Coumnty, Utah. A copy of the State-issuved pemmit
for that facility is an File at the Vermal Bureau of Land Management. If for sare reasan the
operator is unshle to use this primary disposal facility, the produced vater will be trucked to
another State-approved disposal facility. If applicable, Operator has received approved Right-
of-Way access to this well location for the Vernal Bureau of Lard Management.

Accepted by the
Utah Division of
0il, Gas and R4ining

FOR RECORD ONLY

ECEIVET

AUG 2 6 19%%

PANE

DIV. OF OIL, GAS & MINING

14. 1 hereby certify that the foregojmp is true and correct )
Signed Y\(\l\ ' OC‘MA Title Operations Secretary Date 8-23-96
(This space for Federal or\3jate olfice use)
Approved by Tide Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as o any matter within its jurisdiction.

*See Instruction on Reverse Side




STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

. Well operator:

. Drilling contractor:

. Well name and number:

APl number:

Moument Federal #41-18-9-16Y

43-013-31646

. Well Location: @QQ NE NE Section 18 Township 9S  Range _16E County _ Duchesne

Equitable Resources Energy Company

Address:

1601 Lewis Avenue

Billings, MT 59102

Phone: (406) 259-7860

Union Drilling

Address:

Drawer 40

Buckhannon WV 26201 Phone: _ (304) 4721-4610

. Water encountered (attach additional pages as needed):

DEPTH

VOLUME QuAUTY

FROM

TO

(FLOW RATE OR HEAD) (FRESH OR SALTY)

No measurable water endountered

during drilling operatijons.

6. Formation tops:

Please see completion report.

D ECEIVIE D'

I ————
= 9
N

{
{

AUGZ G T8930

_| DIV. OF OIL. GAS & MINING

if an analysis has been made of the water encountered, please attach a copy of the report to this form.

| hereby certify that this report is true and complete to the best of my knowledge. Date: 8-23-96
Name & Signature: Molly Conrad ‘V\DUUL/(\) ' Title: Operations Secretary——




DAILY OPERATING REPORT

Monument Federal #41-18-9-16Y

Location: NE NE Section 18, T9S, R16E

Duchesne County, Utah ---TIGHT HOLE---
497’ FNL, 424’ FEL

API # 43-013-34646

PTD: 5900’ Formation: Green River

Prospect: Monument Butte

Elevations: 6019’ GL

Contractor: Union Drilling

Operator: EREC Western Region

Spud:

Casing:

Tubing:

06/20/96

06/21/96

06/22/96

06/23/96

06/24/96

6-20-96

8-5/8”, 24, J-55 @ 264.6’ KB
5-1/2”, 15.5#, J-55 @ 5884.15’ KB
2-7/8”, 6.5#, J-55 @ 5382.33’ KB

Spud well @ 4:00 PM on 6/20/96.

TD: 280° (280°) Day 1

Formation: Sand & Shale

Present Operation: Wait on Cement
Ran 8-5/8”, 24#, J-55 csg as follows:

Shoe .90

Shoe jt. 42.10°

Baffle Plate 0.00°

5jtscsg 211.60° .
Total csg length 254.60°

Landing jt 10.00°

Depth landed 264.60’ KB

Cement csg with 160 sxs ‘G’ + 2% CaCl + 1/4#/sx cello flake by BJ Services. Plug down @ 1:30 AM on 6-21-
96. Return 4 bbls excess to pit.
DC: $5,040 CC: $5,040

TD: 1156’ (876’) Day 2

Formation: Sand & Shale

Present Operation: Drill 7-7/8” hole.

DC: $15,768 CC: $20,808

TD: 2613’ (1457°) Day 3

Formation: Sand &Shale

Present Operation: Drilling 7-7/8” hole.

DC: $26,226 CC: $47,034

TD: 3850’ (1237’) Day 4

Formation: Sand & Shale

Present Operation: Drilling 7-7/8” hole.

DC: $22,266 CC: $69,300




DAILY OPERATING REPORT

Monument Federal #41-18-9-16Y
Location: NE NE Section 18, T9S, R16E
Duchesne County, Utah ---TIGHT HOLE---

6-25-96 TD: 4,492’ (642’) Day 5
Formation: Sand & Shale
Present Operation: Drilling
DC: $11,556 CC: $80,856

6-26-96 TD: 5,558’ (1,066’) Day 6
Formation: Sand & shale
Present Operation: Drilling
Drill & survey.
DC: $19,188 CC: $100,044

06/27/96 TD: 5900’ (342’) Day 7
Present Operation: Cementing 5-1/2” csg
Last 24 hrs drilled 342’ of 7-7/8” hole w/fluid, laid down DP & DC, hogged well, ran
5874’ of 5-1/2”, 15.5#, J-55 csg as follows:

Shoe 90’
Shoe jt 43.02’
Float collar 1.10°
137 jts csg 5829.13’
Total csg length 5874.15’
Set jt 10.00°
Depth landed 5884.15’ KB
PBTD 5839.13’ KB

Cemented with a lead = 300 sxs super “G” + 3% salt + 2% gel + 2#/sx Kol-seal +
Ya# /sx cello flakes + 20# of static free. Tail = 360 sxs 50/50 poz + 2% gel + Ya#/sx
cello flake + 2#/sx Kol-seal. Plug down @ 5:15 AM, release rig @ 9:30 AM.

DC: $6,156 CC: $106,200

06/28/96  Set slips on 5-1/2” csg , RDMO. Wait on completion.




DAILY OPERATING REPORT

Monument Federal #41-18-9-16Y

Location: NE NE Section 18, T9S, R16E
Duchesne County, Utah ---TIGHT HOLE---

06/28/96

07/01/96

07/02/96

07/03/96

Completion
Dress up location, set rig anchors, set rig pump & tanks. MIRU Cannon Well
Service Rig #2. NU 5M well head, NU BOP. SWI until 7/1/96.

Completion

TIH w/4-3/4” bit, 5-1/2” csg scrapper & 190 jts 2-7/8” tbg. Tag PBTD @ 5838’ KB.
Circulate hole clean w/135 bbls 2% KCL wtr. TOOH w/tbg & tools. RU

Schlumberger to run CBL & perf. Run CBL from 5827’ KB to 700’ KB. TOC @ 908’

KB. Perf 5244’ - 5255°, 5258’ - 5264°, 5273’ - 5277’, 5283’ - 5295’, 5301’ - 5310’,
2 SPF. RD Schlumberger. TIH w/RBP, retrieving tool, 2-3/8” x 4’ sub, HD pkr, 2-

3/8” x 2-7/8” cross over, 2-7/8” SN & 173 jts tbg. Set BP @ 5359’ KB, EOT @ 5172’

KB, pkr @ 5164’ KB. SWIFN.

DC: $16,123 CC: $122,323

Completion

RU BJ Services to break down 5244’ - 5310’ as follows: used 4116 gals 2% KCL wtr
w/200 ball sealers, saw ball action, no ball off. ATP = 3000 psi, ATR = 5.7 bpm, ISIP
= 1550 psi. Used 98 bbls wtr. TOOH w/tbg, pkr & retrieving tool. Flow back 15
bbls wtr. RU to frac 5244’ - 5310’. Frac w/42,168 gals 2% KCL wtr, 54,070 Ibs
20/40 sand, & 98380 lbs 16/30 sand. ATP = 2500 psi, ATR = 36.5 bpm, ISIP = 2600
psi, 5 min = 2300 psi, 10 min = 2160 psi, 15 min = 1950 psi, 30 min = 1670 psi.
Used 1004 bbls wtr. Start forced closure flow back, 1.0 bpm. Flowed back 450 bbls
wtr, O bbls oil, trace of sand. TIH w/retrieving tool, 2-3/8” x 4’ sub, HD pkr, 2-7/8”
SN, & 167 jts 2-7/8” thg. Tag sand @ 5182’ KB. Circulate down to BP @ 5359’ KB.
Set pkr @ 5164’ KB. SWIFD.

DC: $44,031 CC: $166,354

Completion

Fluid level @ surface. Bleed well down. Flow back 5 bbls wtr. Made 40 swab runs.
Recovered S bbls oil & 190 bbls wtr, good gas. No sand last 16 runs. Oil 10% last 5
runs. Fluid level 2300’ last 4 runs. Shut well in until 07/05/96.

DC: $2,021 CC: $168,375




.
’ ‘ .

DAILY OPERATING REPORT

Monument Federal #41-18-9-16Y

Location: NE KE Section 18, T9S, R16E
Duchesne County, Utah ---TIGHT HOLE---

7-8-96

07/09/96

07/10/96

Completion

RU BJ Services to frac 4737°-4965’ w/50,000# 16/30 mesh sand w/18,900 gals 2%
KCL gelled wtr. ATP 3450 psi, ATR 33.5 bpm, ISIP 1980 psi, 5 min 1680 psi, 10
min 1600 psi, 15 min 1540 psi. 7 bbls to load hole. RU Schlumberger to set HE BP,
couldn’t get BP below 4294’ KB, could not get BP above 4207’ KB. Set wireline BP
@ 4227’ KB, POOH w/wireline. TIH w/retrieving tool & 136 jts 2-7/8” tbg, release
HE BP. RIH to 4650’, TOOH w/tbg & HE BP. Found small amount of sand on BP.
No flow back from frac on 4727°-4965’. RU Schlumberger & perf 4250°’-54, 4290’-
4300’ & 4304°’-07’ (4 SPF). TIH w/TE retrievable BP, retrieving tool, 2-3/8” x 4’
sub, HD packer, 2-7/8” SN & 137 jts, set BP @ 4281’ KB, EOT @ 4216’ KB, packer @
4209 KB. RU BJ Services & break down 4250’-54’ w/1,512 gals 2% KCL wtr. ATP
2450 psi, ATR 4 bpm, ISIP 1700 psi. Reset BP @ 4340’ KB, EOT @ 4277’, packer @
4277’ KB, flow back 10 BW & break down 4290’-4307’ w/2,520 gals 2% KCL wtr.
ATP 2250 psi, ATR 4.9 bpm, ISIP 1500 psi. TOOH w/tbg, packer & retrieving tool.
Frac 4250-4307° w/78,230# 16/30 mesh sand w/22,470 gals 2% KCL gelled wtr.
ATP 2350 psi, ATR 32.5 bpm, ISIP 2350 psi, 5 min 1840 psi, 10 min 1660 psi, 15
min 1540 psi. Start forced closure flow back, .5 bpm, flow back 15 BW. SIWFN.
1688 BLWTR.

DC: $63,396 CC: $231,771

Completion

Bleed well down. Flowed back 95 bbls wtr. TIH w/retrieving tool, 2-3/8” x 4’ sub,
HD pkr, 2-7/8” SN, 135 jts thg. Tag sand @ 4190’ KB. Circulate down to BP @
4345'. Release BP. TOOH w/tbg, pkr & BP. TIH w/retrieving tool, 2-3/8” x 4’ sub,
HD pkr, 2-7/8” SN, & 151 jts tbg. Tag sand @ 4700’ KB. Circulate down to BP @
5021’. Pull up and set pkr @ 4209’ KB. Made 25 swab runs. Recovered trace of oil,
125 bbls wtr. Gas cut. 1% sand. Fluid level 1800’ last 2 runs. SWIFD.

DC: $2,111 CC: $233,882

Completion

Fluid level 600’. Trace of oil, gas cut. Made 22 swab runs. Recovered 1 bbl oil &
108 bbls wtr. Last run 5% oil, no sand, gas cut. Unset pkr, tag sand @ 4980’ KB,
reset pkr @ 4209’ KB. Made 9 swab runs. Recovered 10 bbls oil, 34 bbls wtr, good
gas, no sand. Oil 10% last 3 runs. Fluid level 1800’ last 2 runs. Release pkr, tag
sand @ 4930’ KB. Circulate down to BP @ 5021’ KB. Release BP. TOOH w/tbg,
pkr, & BP. SWIFD.

DC: $2,103 CC: $235,985




DAILY OPERATING REPORT

Monument Federal #41-18-9-16Y

Location: NE NE Section 18, T9S, R16E
Duchesne County, Utah ---TIGHT HOLE---

07/11/96

07/19/96

Completion
RU Schlumberger & run gamma ray trace log from 5050’ KB to 4100’ KB. Found no
indication @ 4959’ - 4965’. Found active indication from 4770’ KB to 4725’ KB &
4312’ KB to 4307’ KB. Found no indication @ 4290’ - 4300’ KB & 4350’ 4354’ KB.
TIH w/production string (tbg) as follows:

LENGTH DEPTH

1 - Notched-pinned collar .40’ 5382.33
1 - jt 2-7/8”, EUE, J-55, 8rd, 6.5# 28.00° 5381.93
1 - perfsub 2-7/8" x4’ 4.20° 5353.93
1 - Seat nipple 2-7/8” 1.10° 5349.73
38 - jts 2-7/8”, EUE, J-55, 8rd, 6.5# 1171.05’ §5348.63’
1 - tbg anchor 2.7 4177.58
134 - jts 2-7/8”, EUE, J-55, 8rd, 6.5# 4164.83' 4174.83’
KB 10.00’

ND BOP, ND 5M well head, NU 3m well head. Set tbg anchor w/10” tension
(12,000#). TIH w/production string (rods) as follows:

1-DHP 2-1/2” x 1-1/2” x 16’ RHAC w/SM plunger (TRICO #1178)
1-Pony 7/8” x 2’ w/2-1/2” guide

1-K-bar 1-1/2” x 25’

1-Pony 7/8” x 2’ w/2-1/2” guide

212 - ¥%.” x 25’ D-54 Plain

1-%” x 6’ Pony

1- %" x 2’ Pony

1 - Polish rod 1-1/4” x 22’ SM

Pressure test DHP & tbg to 1000 psi, OK. Shut well in. RDMO.
DC: $23,533 CC: $259,518

Completion
Start well pumping @ 3:10 PM. 6.0 SPM, 100” stroke.
DC: $69,259 CC: $328,777




Form 3160-5 UNITED STATES B FO:“M Ap:n%g?m”
(June 1990) DEPARTMENT OF THE INTERIOR Expires. March 31, 1993
BUREAU OF LAND MANAGEMENT S_ Lease Designation and Serial No.
See Attached
SUNDRY NOTICES AND REPORTS ON WELLS 6 if Indian. Allotiee or Tribc Name
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. See Attached

Use “APPLICATION FOR PERMIT—" for such proposals

7. If Unit or CA, Agrecment Designation

SUBMIT IN TRIPLICATE o See Attached
1. Type of Well == Y
31" D gl:u D Other AAT 4 G arrrrs 8. Well Name and No.
2. Name of Operator T L 1337 See Attached

Inland Production Company 9. AP1 Well No.
3. Address and Tclephone No. ' See Attached

475 — 17th Street, Suite 1500, Denver, CO 80202 (303) 292-0900 |10. Field and Pool, or Exploratory Arca
4. Location of Well (Footage, Sec.. T., R.. M., or Survey Description) See Attached

See Attached Exhibit 11. County or Parish, State
See Attached

2. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent D Abandonment D Change of Plans
Recompletion D New Construction
@ Subsequent Report D Plugging Back D Non-Routine Fracturing
Casing Repair D Water Shut-Off
D Final Abandonment Notice D Altering Casing D Conversion to Injection
oner __Change of QOperator D Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report snd Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilied,
give subsurface locations and measured and true vertical depths for all markers and zones pertineat to this work.)*

Effective September 30, 1997, Inland Production Company will take over operations of

the wells on the attached list. The previous operator was:
Equitable Resources Energy Company

1601 Lewis Avenue
Billings, MT" 59102

Effective September 30, 1997, Inland Production Company is responsible under the
terms and conditions of the leases for operations conducted on the leased lands
or a portion thereof under BLM Bond No. UT0056 issued by The Hartford Insurance

Group. S © R

0CT 111997

14. | hereby certi lh:;‘e "oin is U co »
( W GHRIS A, POTTER, ATIORNEVAN-FACT 9 /3 7

Signed
N
(This space for Federal or Suate office use)

Approved by Title Date
Conditions of approval, if any: -

Tite 18 U.5.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fr
or representations as 10 any matter within its jurisdiction.

*See Instruction on Reverse Slide

——




RETTIVED
0CT 1 ¢ 1997

October 7, 1997

Bureau of Land Management (! _ (78 [

Vernal District Office i o '

170 South 500 East - _

Vernal, UT 84078 R
i

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,
previcusly operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesilate to contact me at
the number listed below.

Sincerely,

INLAND PRODUCTION COMPANY

@,@ aAAL A
B u

Patsy

/pb

encls. S ——

4 1
75 Seventeenth Street, Suite 1500, Denver, CO 80202 303-292-0900 FAX 303-296-
L] A4 6-4070




United States Department of the Interior

BUREAU OF LAND MANAGEMENT

Vernal District Office

170 South 500 East Phone: (801) 781-4400
IN REPLY REFER TO: Vemnal, Utah 84078-2799 Fax: (R01)-78+=411)
3162.3 \
uT08438

November 10, 1997

DIV, OF OIL, GAS & MINING |
/. OF OIL, GAS 8 T2

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202 ,
Yo o13-310Y
Re: Well No. Mon. Fed. 41-18-9-16Y
NENE, Sec. 18, T9S, R16E
Lease U-74390
Duchesne County, Utah

Dear Sir:

This correspondence is in regard to the self-certification statement submitted requesting a change
in operator for the referenced well. After a review by this office, the change in operator request
is approved. Effective immediately, inland Production Company is responsible for all operations
performed on the referenced well. Al liability will now fail under your bond, BLM Bond No.
UTO0058, for all operations conducted on the referenced well on the leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or Pat
Sutton of this office at (435) 781-4400.

Sincerely,

I

Howard B. Cleavinger |l
Assistant Field Manager,
Minerals Resources

cc: Division of Oil, Gas & Mining
Equitable Resources Energy Company
ABO Petro Corp
Myco Industries Inc
Yates Drilling Co.
Yates Petro Corp




INLAND

Inland Resources Change of Operator

8T

TQ(‘T(FV(\'(V(C((F\-\"((((T(‘ C C

Y (T((TVrc‘(r

WELL NAME LOCATION = COUNTY 8T FIELDNAME ~ APINUMBER LEAS_E_NQ AGEEMENT |
[ .. S R O ;

HWVALTON FEDERAL #1 'SESE 119S 16E DUCHESNE  |UT ~ MONUMENT BUTTE (J) - 43-013-15792-00 iUTU096550 'UTU72086A
WVALTON FEDERAL #2 NWNE 149S 16E  DUCHESNE ~ 'UT 'MONUMENT BUTTE (J)  43-013-15793-00 UTU096550 ‘UTU72086A
WALTON FEDERAL #34-11 SWSE 119S 16E  DUCHESNE  UT 'MONUMENT BUTTE (J)  43-013-31003-00 UTU096550  UTU72086A |
IWUALTON FEDERAL #4 SENW 119S 16E DUCHESNE  UT 'MONUMENT BUTTE (J)  43-013-15795-00  UTUQ96550 "UTU72086A
ALLEN FEDERAL #31-6G NWNE 69S 17E  DUCHESNE  UT 'MONUMENT BUTTE (U) 43-013-31442-00  UTU020252A
HBALCRON FEDERAL #21-13Y 'NENW 139S 16E 'DUCHESNE  UT 'MONUMENT BUTTE (U) 43-013-31400-00  UTU64805 ) i
'BALCRON FEDERAL #21-25Y NENW 2595 16E 'DUCHESNE  UT _MONUMENT BUTTE (U) '43-013-31394-00 |UTU64380 ]
[BALCRON FEDERAL #44-14Y  SESE 149S 17E  'UINTAH T MONUMENT BUTTE (U) 43-047-32438-00 UTU64806
CASTLE PEAK FEDERAL #24-10A ~_.SESW 169S 16E  'DUCHESNE - T ) ‘_MONUMENT BUTTE (U) 143-013-30555-00 UTU72107' ‘
[CASTLE PEAK STATE #43-16 __NESE 169S 16E DUCHESNE = UT =~ MONUMENT BUTTE (U) 43-013-30594-00 ~891008243C |
< JORGENSON STATE #16-4 ~ NESE 169S 17E 'DUCHESNE  UT 'MONUMENT BUTTE (U) 43-013-30572-00 ML-3453-B ‘
'STATE #16-2 ___INENE 169S 17E  |DUCHESNE 'UT ~ MONUMENT BUTTE (U) |43-013-30552-00 |ML-3453-B
BALCRON FEDERAL #21-9Y ‘NENW 9 9S8 16E ) DUCHESNE ) j;UT MONUMENT BUTTE (VV_) 143-013-31396-00 UTue5207
BALCRON FEDERAL #41-21Y " NENE 219S 16E _DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31392-00 | UTUB4379
HMONUMENT FEDERAL #31-6-9-16 NWNE 698 16E 'DUCHESNE UT  MONUMENT BUTTE (W) |43-013-31717-00 |UTU74390
MMONUMENT FEDERAL #32-6-9-16Y ~ SW NE 6 9S 16E  DUCHESNE “LU__T ‘MONUMENT BUTTE (W) !43-013-31300-00 |UTU74390
IMONUMENT FEDERAL #42-6-9-16Y  |SE NW 6 9S 15E DUCHESNE ~ [UT ~~ MONUMENT BUTTE (W) |43-013-31645-00 UTU74390
MONUMENT FEDERAL #41-6-9-16  NENE 69S 16E DUCHESNE  'UT 'MONUMENT BUTTE (W) 43-013-31718-00 _ UTU74390
IMONUMENT FEDERAL #31-8-9-16  NWNE 89S 16E  DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31721-00  UTU020255 ]
HIONUMENT FEDERAL #41-8-9-16 NENE 89S 16E  DUCHESNE  'UT 'MONUMENT BUTTE (W) 43-013-31619-00 UTU020255
AfONUMENT FEDERAL #11-9-9-16  NWNW 99S 16E | DUCHESNE  (UT 'MONUMENT BUTTE (W) 43-013-31618-00 UTU020254 -
MONUMENT FEDERAL #33-6-9-16Y  'NW SE69S 16E | DUCHESNE  'UT 'MONUMENT BUTTE (W) 43-013-31589-00 UTU743%0 . 7]
AMONUMENT FEDERAL #43-6-9-16Y  [NESE69S 16E  |DUCHESNE ~ UT ~ MONUMENT BUTTE (W) 43-013-31644-00 |UTU74390 ‘
HMONUMENT FEDERAL #44-6-9-16Y SE SE 6 9S8 15E DUCHESNE - [UT ) ‘MONUMENT BUTTE (W) 143-013-31720-00 uTU74390
HTONUMENT FEDERAL #31-18-9-16 TNW NE 189S 16E DUCHESNE i UT MONUMENT BUTTE (W) '43-013-31725-00 UTU74390
IMONUMENT FEDERAL #41-18Y - ‘NE NE 189S 16E_ 'DUCHESNE ‘UTA __ MONUMENT BUTTE (W) 143-013-31646-00 |UTU74390
AMONUMENT FEDERAL #42-18Y ~ SE NE 189S 16E  'DUCHESNE +U_T 'MONUMENT BUTTE (W) 43-013-31724-00 UTU74390
IMONUMENT FEDERAL #31-21-9-16  NW NE 219S 16E DUCHESNE  [UT 'MONUMENT BUTTE (W) 43-013-31726-00 UTU64379 |
WONUMENT FEDERAL #11-22Y NWNW 223S 16E DUCHESNE ~ UT 'MONUMENT BUTTE (W) 43-013-31647-00 UTU64379 o
HAONUMENT FEDERAL #13 4-9-16 CNW 'SW 4 9S 16E DUCHESNE .UT MONUMENT BUTTE (W) 43-013- 31716-00 UTU737086 )
HAONUMENT FEDERAL #14-4 SWSW 4 9S 16E DUCHESNE Ut MONUMENT BUTTE (W) 43 013-31666- OO_ UTU730867 L
IMONUMENT FEDERAL #22-20-9-16 SE NW 209S 16E _ DUCHESNE Ut 'MONUMENT BUTTE (W) 43-013-31681-00 |UTU52018 | )
MONUMENT FEDERAL #23-7-9-16  NESW 79S 16E _ DUCHESNE Ut 'MONUMENT BUTTE (W) 143 013-31694-00 |UTU74390 |
IMONUMENT FEDERAL #24-17-9-16_ |SESW 1795 16E  |DUCHESNE ot MONUMENT BUTTE (W) 143-013-31682-00 |UTU52018 ;
HAONUMENT BUTTE #34-31-8-16 jSW SE 318S 16E DUCHESNE Ut - TMONUME_NT BUTTE (W) :43-013-31715-00 UTU74389 |
PIONUMENT FEDERAL #33-10-9-16 |NW SE 109S 16E  |DUCHESNE  [UT ~ 'MONUMENT BUTTE (W) |43-013-31722:00 |UTU72107 ‘
MONUMENT BUTTE #43-10-9-16 NESE 109S 16E  DUCHESNE  'UT 'MONUMENT BUTTE (W) '43-013-31723-00 UTU72107
rCHORNEY FEDERAL #1-9 SWSE 99S 19E  UINTA uT PARIETTE BENCH 143-047-30070-00 |UTU5843

NDEL FEDERAL #1 SWSW 99S 19E UlNTA ‘uT PARIETTE BENCH 43 047-20011- 00 . UTUO058149

Page 5
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EQUITABLERESOURCES
ENERGY COMPANY

WESTERN REGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha

State of Utah

Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801

Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah
properties 1o Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,
Molly Conra

Agent for Equitable Resources
Energy Company

/mc
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Crazy Mountain Qil & Gas Services
P.O. Box 517

Laurel, MT 59044

(406) 628-4164

(406) 628-4165

TO: L—DQJ‘\QL,
Sk of Uan.

FROM. Molly Conrad
Crazy Mountain Qil & Gas Services
(406) 628-4164

Pages Attached - Including Cover Sheet (;2 )

" lere LD Y \gstas o
Cortic P Mgoesed




Division of Oil, Gas sad Miaing -
OPERATOR CHANGE WORKSHEET =

' WES. - . i A
Attach all documentation received by the division regarding this change. M R
[nitial each listed item when completed. Write N/A if item is not applicable. = ~— o

' 5.JR
XEX Change of Operator (well sold) O Designation of Agent

(O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: _9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESQURCES COMPANY

(address) PO BOX 1446 (address) _PO BOX 577
ROOSEVELT UT 84066 LAUREL MT 59044
C/0 CRAZY MIN 0&G
Phone: (801)722-5103 ' Phone: (406)628-4164
Account no. _N5160 Account no. _N9890

WELL(S) attach additional page if needed:

Name: _**SEE ATTACHED*#* APL 4D - bi% -2 bAls Eatity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Eatity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: APL Entity: S T R Lease:

1.

Lo

2/;4.

ZERATOR CHANGE DOCUMENTATION

(r649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). (“fectd [2/017)

(r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). [:Lclz'/ /0720‘?77

The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5

through 9 below.

Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.
Cax/'éifii?l?;)ha; been updated for each well listed above. (/2.747)

Well file labels have been updated for each well listed above. (/7 ‘3“71;?

Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution

" to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (' 3,3,777

A folder has been set up for the Operator Change file, and a copy of this page has been placed there for

Joas\wpdocs\forms\operchng

reference during routing and processing of the original documents.
-OVER -




-

OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEW

€ 1. (r649-8:7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes/pio If entity assignments were changed, attach copies of Form 6, Entity Action Form.

%_ 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

I\’A 1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

i(‘.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated X

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

/v_ét 1. Copies of documents have been sent on to at Trust Lands for changes
»75  Involving State leases, in order to remind that agency of their responsibility to review for proper bonding.
(/s B
~ Af 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19 __, of their responsibility to notify all interest owners of this change.
FILMING

4 Fox
b 1. All attachments to this form have been microfilmed. Today's date: \ /) ) ] g

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.

COMMENTS

j?/ﬂﬂ? gLﬂL/U{ma// é/ﬂ/. Nev. /0, /3 5' %/ 1997 .




EOR'M 0o STATE OF UTAH .

DIVISION OF OIL, GAS AND MINING

Page 11
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT B4114-5801 age 1 of 14

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS: N9890
UTAH ACCOUNT NUMBER:

C/0 CRAZY MTN 0&G SVS'S

.9 /97
REPORT PERIOD ONTH/Y :
EQUITABLE RESOURCES ENERGY ™ EAR)

PO BOX 577
LAUREL MT 590Lk AMENDED REPORT[] (Highlight Changes)
Wel] Name ' _ Producing Well Days Production Volumes
Zone Status Oper OIL(BBL) GAS(MCF) WATER(BBL)
GRRV w7730
GRRV 7345
GRRV U79%%
GRRV 67895
GRRV U793 90
GRRV U520/8
GRRV U03Y2/74
GRRV ULY377
GRRV U ’77808
GRRV £s20/¢
GRRV mL Y5555
GRRV “
GRRV UTH 7429
TOTALS
"OMMENTS:
hercoy certify that this report is true and complete to the best of my knowledge. Date: i
tame and Signature: Telephone Number:

112/93)

,,,——




BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES
STATE OF UTAH

---00000---

IN THE MATTER OF THE : NOTICE OF AGENCY
APPLICATION OF INLAND ACTION
PRODUCTION COMPANY FOR :
ADMINISTRATIVE APPROVAL OF CAUSE NO. UIC-219
THE MONUMENT FEDERAL :
#32-6-9-16Y, 41-18, 34-31-8-16 &
23-7, NINE MILE 11-6, 13-6, 5-7, 7-7,
15-7 & 3-7-9-16 WELLS LOCATED IN
SECTIONS 6, 7, 18 & 31, TOWNSHIP
8 & 9 SOUTH, RANGE 16 EAST,
S.L.M., DUCHESNE COUNTY, UTAH,
AS CLASS Il INJECTION WELLS
---00000---

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED
MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is
commencing an informal adjudicative proceeding to consider the application of Inland
Production Company for administrative approval of the Monument Federal 32-6-9-16Y,
41-18, 34-31-8-16 & 23-7, Nine Mile 11-6, 13-6, 5-7, 7-7, 15-7 & 3-7-9-16 wells, located in
Section 6, 7, 18 & 31, Township 8 & 9 South, Range 16 East, S.L.M., Duchesne County,
Utah, for conversion to Class Il injection wells. The proceeding will be conducted in
accordance with Utah Admin. R.649-10, Administrative Procedures.

The Green River Formation will be selectively perforated for water injection. The
maximum injection pressure and rate will be determined based on fracture gradient
information submitted by Inland Production Company.

Any person desiring to object to the application or otherwise intervene in the
proceeding, must file a written protest or notice of intervention with the Division within fifteen
days following publication of this notice. If such a protest or notice of intervention is
received, a hearing will be scheduled before the Board of Oil, Gas and Mining. Protestants
and/or intervenors should be prepared to demonstrate at the hearing how this matter affects
their interests.

Dated this 10th day of July, 1998.

STATE OF UTAH
DIVISION OF OIL, GAS & MINING

PR
A

o n R. Baza
omate Director




DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

1594 West North Temple, Suite 1210
PO Box 145801
Michael O. Leavitt Salt Lake City, Utah 84114-5801
Governor [j 801-538-5340
Lowell P. Braxton [ 801-359-3940 (Fax)
Division Director | 801-538-7223 (TDD)

@ State®f Utah o

July 10, 1998

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066-9998

Re: Notice of Agency Action - Cause No. UIC-219

Gentlemen:
Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to the

Division of Oil, Gas and Mining, 1594 West North Temple, Suite 1210, P.O. Box 145801,
Salt Lake City, Utah 84114-5801.

Sincerely,

K ce Pttt

Larraine Platt
Secretary

Enclosure



Inland Production Company
Monument Federal 32-6-9-16Y, 41-18, 34-31-8-16 & 23-7,
Nine Mile 11-6, 13-6, 5-7, 7-7, 15-7 & 3-7-9-16 Wells
Cause No. UIC-219

Publication Notices were sent to the following:

Inland Production Company
410 17th Street, Suite 700
Denver, Colorado 80202

Newspaper Agency Corporation
Legal Advertising

P.O. Box 45838

Salt Lake City, Utah 84145

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Vernal District Office
Bureau of Land Management
170 South 500 East
Vernal, Utah 84078

U.S. Environmental Protection Agency
Region VIII

Attn. Dan Jackson

999 18th Street

Denver, Colorado 80202-2466

School & Institutional Trust Lands Administration
Attn: Jim Cooper

675 East 500 South

Salt Lake City, Utah 84102

Larraine Platt
Secretary
July 10, 1998




DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

1594 West North Temple, Suite 1210
PO Box 145801
Michael O. Leavitt Satt Lake City, Utah 84114-5801
Governor § 801-538-5340
Lowell P. Braxton [ 801-359-3940 (Fax)
Division Director | 801-538-7223 (TDD)

@ State.of Utah e

July 10, 1998

Newspaper Agency Corporation
Legal Advertising

PO Box 45838

Salt Lake City, Utah 84145

Re: Notice of Agency Action - Cause No. UIC-219

Gentlemen:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to the
Division of Qil, Gas and Mining, 1594 West North Temple, Suite 1210, P.O. Box 145801,
Salt Lake City, Utah 84114-5801.

Sincerely,

Kt Vs

Larraine Platt
Secretary

Enclosure
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‘' RESOURCES INC.

MAY 29 1938

DIV. OF OIL, GAS & MINING

May 19, 1998

Mr. Dan Jarvis

State of Utah

Division of Oil, Gas and Mining
P. O. Box 145801

Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Monument Federal #41-18, West Point Unit
Monument Butte Field, Lease #U-74390
Section 18-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Inland Production Company herein requests approval to convert the Monument Federal #41-18 from a
producing oil well to a water injection well in the Monument Butte (Green River) Field, Ashley Unit.

I hope you find this application complete; however, if you have any questions or require additional
information, please conta bie Knight at (303) 382-4434.

g E. Dyer
Chief Operating Officer

410 Seventeenth Street, Suite 700, Denver, CO 80202 ¢ 303-893-0102 * FAX 303-893-0103
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MAY 29 1398

|
DIV. OF OIL, GAS & MINING !

INLAND PRODUCTION COMPANY
APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL
MONUMENT FEDERAL #41-18
WEST POINT UNIT
MONUMENT BUTTE FIELD (GREEN RIVER) FIELD
LEASE #U-74390

MAY 19,1998
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FRACTURE REPORT DATED 7-8-96
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STATE OF UTAH . ‘

DIVISION OF OIL, GAS AND MINING E @ E H VE

APPLICATION FOR INJECTION WELL - UIC FORM 1 MAY 29 1998

OPERATOR Inland Production Company

DIV. OF OIL, GAS & MINING

ADDRESS 410 17th Street, Suite 700
Denver, Colorado 80202

Well Name and number: Monument Federal #41-18

Field or Unit name: Monument Butte (Green River)  West Point Unit Lease No. U-74390
Well Location: QQ NENE section 18 township 9S range 16E county Duchesne
Is this application for expansion of an existing project? . . ............ Yes[X] No[]
Will the proposed well be used for: Enhanced Recovery? ........ Yes[X] No[ ]
Disposal? .................. Yes[ ] No[X]
Storage? ... ... Yes[ ] No[X]
Is this application for a new well to be drilled? ... ... Yes[ ] No[X]
If this application is for an existing well,
has a casing test been performed onthewell?. . .............. ... Yes[X] No[ ]

Date of test: 7/1/96
APl number: 43-013-31646

Proposed injection interval: from 4250 to 5310

Proposed maximum injectic n: rate 500 bpd pressure 1918 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT:  Additiona! information as required by R615-5-2 should
accompany this form.

List of Attachments: Exhibits "A" through "G"

| certify that this report is true and complete to the best of my kng

Name: John E. Dyer Signature

Title Chief Operating Officer Date (_519/98 ()

Phone No. (303) 292-0900

(State use only)
Application approved by Title

Approval Date

Comments:




Spud Date: 06/20/96
Put on Production: 7/19/96
GL: 6017° KB: 6031’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

DEPTH LANDED: 265

HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class “G” w/2% CaCl, + 1/4# /sx Cello Flake

PRODUCTION CASING
CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.54

LENGTH: 137 jis. (5874°)
DEPTH LANDED: 5884’
HOLE SIZE: 7-7/8”

CEMENT DATA: 300 sxs super “G” + 3% sait + 2% gel, 2#/sx Kol seal,

1/44#/sx Cello Flake, 20# static free. Tail w/360 sxs 50/50 poz, 2% gel,
1/4#/sx cello flake, 2#/sx Kol-seal.

TUBING

SIZE/GRADE/WT. 2-7/8” / J-55/ 6.5#
NO. OF JOINTS: 173 jts

TUBING ANCHOR: 4178’

TOTAL STRING LENGTH: 5382’

SN LANDED AT: 5350’

W Inland Resources Inc.

Monument Federal 41-18
497" FNL and 424’ FEL
NENE Section 18-T9S-R16E
Duchesne Co, Utah
API #43-013-34646, Lease #U-74390

Proposed Injection
Wellbore Diagram

s TR TR R SHe T TREE AR

Monument Federal 41-18

FRAC JOB

Initial Production: ? BOPD, ?
MCEFPD, ? BWPD

4250°-4254°

F 4290°-4300°

4304°-4307
4737°-4742°

ZE 4959°-4965°

5244°-5255°
5258°-5264°
5273°-5277
5283°-5295°
5301°-5310°

PBTD 5839’
TD 5900

7/02/96  5244’-5310°

7/08/96  4737°-4965°

7/08/96  4250°-4307"

42,168 gals 2% KCL wtr & 54,070

# 20/40 ss and 98,380 # 16/30 ss. Used
1004 bbls wir. Start forced closure flow
back @ 1.0 bpm. Flowed back 450 bbls
wir, 0 bbls wtr, and trace of sand

18,900 gals 2% KCL wtr & 50,000 #/
16/30 ss. No flow back.

22,470 gals 2% KCL wtr and 78,230 #
16/30 mesh ss. 32.5 BPOM. Start forced
closure flow back @ .5 bpm, flow back
15 BW

PERFORATION RECORD

7 Holes

Packer @ 4200’

7 Holes

4250°-4254°
4290°-4300°
4304°-4307°
4737°-4742°
4959°-4965°
5244°-5255°
5258’-5264°
5273°-5277°
5283°-5295°
5301°-5310°



WORK PROCEDURE FOR INJECTION CONVERSION

Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole
with rods and pump.

Trip out of hole with tubing, breaking and doping every connection. Trip in hole with
packer and tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

Test casing and packer.

Rig down, move out.



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE Ré615-5-1

Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:
2.1 The name and address of the operator of the project.

Inland Production Company

410 17" Street, Suite 700

Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A
23 A full description of the particular operation for approval is requested.

Approval is requested to convert the Monument Federal #41-18 from a producing oil well
to a water injection well in the Monument Butte (Green River) Field, West Point Unit.

24 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.
The injection zone is in the Douglas Creek Member of the Green River Formation. In the
Monument Federal #41-18 well, the proposed injection zone is from 4250°-5310°. The
confining stratum directly above and below the injection zone is the Douglas Creek
Member of the Green River Formation, with the Douglas Creek Marker top at 4250°.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Monument Federal #41-18 is on file with the Utah Division of
Oil, Gas and Mining.



2.7

2.8

2.9

2.10

4.0

A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The type and source of fluid to be used for injection will be culinary water from the
Johnson Water District supply line. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

Any additional information the Board may determine is necessary to adequately
review the petition.

Inland Production Company will supply any additional information requested by the Utah
Division of Oil, Gas and Mining.

Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #U-74390), in the Monument
Butte (Green River) Field, West Point Unit, and this request is for administrative
approval.



REQUIREMENTS FOR CLASS 11 INJECTION WELLS INCLUDING WATER DISPOSAL,

STORAGE AND ENHANCED RECOVERY WELLS
SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

and the following:

2.1

22

23

24

2.5

2.6

2.7

A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachment A and B.

\
|
2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
|
|
|
\

Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8”, 24#, J-55 surface casing run to 265’ GL, and the 5-1/2”
casing run from surface to 5884’ KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The type and source of fluid to be injected is culinary water from the Johnson Water
District supply line. The estimated average rate of injection will be 300 BPD, and the
estimated maximum rate of injection will be 500 BPD.

Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment F, F-1, and F-2.



2.8

2.9

2.10

2.11

2.12

2.13

The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1918 psig.

Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The fracture gradient for the Monument Federal #41-18, for proposed zones (4250° —
5310°) calculates at .84 psig/ft. The maximum injection pressures will be limited so as
not to exceed this gradient. A step rate test will be performed periodically to ensure we
are below parting pressure. The proposed maximum injection pressure is 1918 psig. See
Attachment G through G-3.

Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Monument Federal #41-18, the injection zone (4250°-5310’) is in the Douglas
Creek member of the Green River Formation. The reservoir is a very fine-grained
sandstone with minor imbedded shale streaks. The estimated porosity is 13%. The
Douglas Creek member is composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31°, and is confined to the Monument Butte Field.
Outside the Monument Butte Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3’ thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-3.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C. |

Any other information that the Board or Division may determine is necessary to
adequately review the application.

Inland Production Company will supply any requested information to the Board or
Division.
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T9S, RIGE, S.L.B.&M.

$89°'56'E — 78.00 (G.L.O.)
496.7 __ ﬁ
(Comp.)
Lot 1
4238
ot 2 WELL LOCATION:
MONUMENT FEDERAL f47—78—9—76’)’
ELEV. UNGRADED GROUND = 6018.6°
S |
4
o
E 18 4
S Lot 3 NOTE:
The Well Location Bears $4028'14"W
652 3" from the Northeast Corner of
Sec. 18.
Lot 4

s89'55'E — 78.31 (G.L.O)

Q = SECTION CORNERS LOCATED

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SW)

FQUITABLE RESOURCES ENERGY (.

NOO3'W (G.L.O.) Basis of Bearings
2649.21° (Measured)

NO03'W (G.L.O.)

"WELL LOCATION, MONUMENT FEDERAL

#41—-18-9-16Y, LOCATED AS SHOWN IN THE
NE 1/4 NE 1/4 OF SECTION 18, 195,

R16E, S.L.B.&M. DUCHESNE COUNTY,

UTAH.

THIS IS TO CERTIFY THAF THE ABOVE R WAS

, OF AGTUAR S JRVEYS
VISONND THAT
AN CORRECTYJOCTHY), BEST OF

5. 189377 ‘g

THE SAME ARE TJ
MY KNOWLEDGE f

\

(801) 781~2501

SCALE: 1" = 1000’ SURVEYED BY: S.S. D.S.

DATE: 3-12-96 WEATHER: WINDY & COLD

NOTES: FILE # -




EXHIBIT B

Page 1
Minerals Ownership & Minerals

# Land Description Expires Leased By Surface Rights
1 Township 9 South, Range 16 East U-74390 Inland Production Company (Surface Rights)

Section 6: All HBP Yates petroleum Corporation USA

Section 7: All ABO Petroleum Corporation

Section 8: W/2 Yates Drilling Company

Section 9: NW/4SW/4 Myco Industries

Section 17: NW/4

Section 18: L 1,2, NE/4, E/2NW/4
2 Township 9 South, Range 16 East U-52018 Inland Production Company (Surface Rights)

Section 17: S/2 HBP L&W Oil Company USA

Section 20: N/2

41-18-9-16-inj.doc




ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Federal #41-18

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed: C/" Q—d

d Production Co pan
ohn E. Dyer
Chief Operating Ofﬁcer

Sworn to and subscribed before me this / ?uday of 777@(4‘ , 1998.

Notary Public in and for the State of Colorado: A

My Commission Expires 11/14/2000
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Spud Date: 06/20/96 Monument Federal 41-1 8
Put on Production: 7/19/96 Initial Production: ? BOPD, ?
GL: 6017 KB: 6031 Wellbore Diagram MCFPD, ? BWPD
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8” 7/0296  5244°-5310° 42,168 gals 2% KCL wtr & 54,070
. # 20/40 ss and 98,380 # 16/30 ss. Used
GRADE: J-55 1004 bbls wtr. Start forced closure flow
WEIGHT:24# back @ 1.0 bpm. Flowed back 450 bbls

DEPTH LANDED: 265 wir, 0 bbls wtr, and trace of sand.

. o 7/08/96  4737'-4965 18,900 gals 2% KCL wir & 50,000 #/
HOLE SIZE:12-1/4 16/30 ss. No flow back.
. G w20
CEMENT DATA: 160 sxs Class “G” w/2% CaCl, + 1/4# /sx Cello Flake 208/96  4250"-4307" 22,470 gals 2% KCL wir and 78,230 #

16/30 mesh ss. 32.5 BPOM. Start forced
closure flow back @ .5 bpm, flow back
15 BW

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: }-55

WEIGHT: 15.54

LENGTH: 137 jts. (5874")
DEPTH LANDED: 5884’
HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs super “G” + 3% salt + 2% gel, 2#/sx Kol seal,
1/4#/sx Cello Flake, 20# static free. Tail w/360 sxs 50/50 poz, 2% gel,
1/4#/sx cello flake, 2#/sx Kol-seal.

TUBING

SIZE/GRADE/WT.: 2-7/87 /J-55/ 6.5#
NO. OF JOINTS: 173 jts

TUBING ANCHOR: 4178’

TOTAL STRING LENGTH: 5382’

SN LANDED AT: 5350°

ROD STRING PERFORATION RECORD

7 Holes  4250°-4254°
Anchor @ 4178’ 4290°-4300°
4304°-4307°
4737°-4742°

POLISHED ROD: 1-1/2” x 22’ SM

SUCKER RODS: 2 - Pony 1/8” x 2’ w/2-1/2" guide, 1 - K-bar 1-1/2" x 25°, 212
3/4” x 25" D-54 plain, 1 - 3/4” x 6’ pony, | - 3/4” x 2’ pony

PUMP SIZE: 2-1/2" x 1-1/2” x 16’ RHAC w/SM plunger (TRICO #1178)

STROKE LENGTH: 100" 6.0 SPM 4250°-4254° 4959°-4965
LOGS: CBLIGR 4290°-4300° 7 Holes  5244°-5255°
4304°-4307° 5258’-5264

4737°-4742 5273-5277°

----- 4959°-4965’ 5283°-5295°

preg 5244’_5255’ 5301"5310’

5258°-5264’
5273°-5277°
5283°-5295°
5301°-5310°

W Inland Resources Inc.

SN @ 5350’
PBTD 5839’

Monument Federal 41-18 TD 5900
497" FNL and 424’ FEL
NENE Section 18-T9S-R16E
Duchesne Co, Utah

API #43-013-34646; Lease #U-74390

o i AT TR W TP )

- L



Spud Date: 03/10/97
Put on Production: 4/10/97
GL: 6064 KB: 6078’

SURFACE CASING

CSG SIZE: 8-5/87

GRADE: J-55

WEIGHT:24#

DEPTH LANDED: 261°

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” + 2% CaCl, + 1/4#/sx Cello Flake

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.54

LENGTH: 138 jts (5859")
DEPTH LANDED: 5869’
HOLE SIZE: 7-7/8”

CEMENT DATA: 145 sxs Prem Lite Plus + 10% gel _6#/sx BA-981 +
.5% sod met + 2#/sx Kol seal + 1/4#/sx Cello Flake

TUBING

SIZE/GRADE/WT.: 2-7/8” / M-50/ 6.5#
NO. OF JOINTS: 173 jts

TUBING ANCHOR: 5142

TOTAL STRING LENGTH: 5363"

SN LANDED AT: 5328’

ROD STRING

POLISHED ROD: 1-1/4” x 22’ SM

SUCKER RODS: | - K-bar 1-1/2” x 257, 211 - 3/4” x 25’ D-61 Plain, 1 - 3/4” x
4’ pony, 1 oikusg rid 1-1/4” x 22° SM

PUMP SIZE:2-1/2" x 1-1/2” x 15-1/2” RHAC w/SM plunger (TRICO #1239)
STROKE LENGTH: 86™ 3-3/4 SPM
LOGS: DLL, CNL/LDT, CBL/GR

”“rj’.m.c Inland Resources Inc.

Monument Federal 42-18
2007’ FNL AND 388’ FEL
SENE Section 18-T9S-RI16E
Duchesne Co, Utah
API #43-013-31724; Lease #UTU-74390

Wellbore Diagram

® BHachiment E-1

Monument Federal 42-18

Initial Production: 23.5 BOPD,
13.5 MCFPD, 1 BWPD

FRAC JOB

E
E
E
=

3/27/97 5174°-5292" Frac as follows:

?

Anchor @ 5142’

PERFORATION RECORD

2 SPF 5174°-5177
5207°-5210°
5214°-5217°
5228-5241
52805292

5174°-5177°
5207°-5210°
5214°-5217
5228’-5241°
5280°-5292°

EOT 5203’
TOC 1050’
SN @ 5328
PBTD 5825°
TD’ 5900’



Spud Date: 02/13/97
Put on Production: 3/17/97
GL: 5884° KB: 5898’

SURFACE CASING
CSG SIZE: 8-5/8”
GRADE: J-55
WEIGHT:24#

DEPTH LANDED: 260
HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class “G” w/2% CaCl, + 1/4# /sx Cello Flake
and 25 sxs Class “G” + 2% CaCl,

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 54

LENGTH: 132 jts. (5665")
DEPTH LANDED: 5675
HOLE SIZE: 7-7/8"

CEMENT DATA: 250 sxs Prem Lite Plus + 10% gel + 6#/sx BA-91 + 5%
sold metas + 2#/sx Kolseal + 1/4#/sx Cello Flake. Tail w/570 sxs 50/50
poz + 2% gel + 1/4#/sx Cello Flake + 2#/sx Kolseal. Ran to surface.

TUBING

SIZE/GRADE/WT.: 2-7/8” | M-50/ 6.5#
NO. OF JOINTS: 160 jts

TUBING ANCHOR: 3995’

TOTAL STRING LENGTH: 3992’

SN LANDED AT: 4961°

SUCKER RODS

POLISHED ROD: 1-1/2” x 22" SM

SUCKER RODS:4-11/2" wt rods; 4-3/4” scrapered; 120-3/4" plain; 96-3/4”
scrapered;

PUMP SIZE:2-1/2" x 1-1/2” x 16’ RHAc w/SM plunger (TRICO #1229)
STROKE LENGTH: 100"
LOGS: CBL/GR, CNL, HALS

W Inland Resources Inc.

Monument Federal 31-18
648° FNL 1992° FEL
NWNE Section 18-T9S-R16E
Duchesne Co, Utah
API #43-013-31725; Lease #U-74390

Wellbore Diagram

S IR R TSR

. HHachnient E-2

Monument Federal 31-18

FRAC JOB

Initial Production: 50 BOPD,
58 MCFPD, 0 BWPD

3/03/97 4757°-4894"

3/06/97 4056’-4108’

Frac as follows:

35,238 gals KCL gelled wtr & 116,740
# 16/30 ss. Used 839 bbls wir Forced
closure flow back @ .7 BPM, flow back
170 bbls wtr, 1% ss. .

Frac as follows:

30,660 gals 2% KCL wir & 110,110 #
16/30 ss. Start forced closure flow back
@ 5 BPM. Flow back 75 bbl wtr and 7%
ss. SIfor L hr. Flow back 120 bbls wir &
ss trace. Total flow back 195 bbl wtr.

PERFORATION RECORD

2 SPF

Anchor @ 3995’

4056’-4064°
4080°-4086°
4088°-4096°
4098°-4108’

4757°-4759°
4761°-4767°
4824°-4833°
4873°-4894°
SN @ 4961°

PBTD 5627
TD 5700°

4 SPF

4056°-4064°
4080°-4086°
4088°-4096’
40984108

4757-4759°
4761°-4767
4824°-4833°
4873°-4894°



Spud Date: 12/2/97
Put on Production: 1/14/98
GL: 5923 KB: 5935’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT 24#

LENGTH: 7 jts (286°)

DEPTH LANDED: 288’

HOLE SIZE:12-1/4”

CEMENT DATA: 140 sxs Premium cmt, est 5 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5%

LENGTH: 137 jis. (5827")

DEPTH LANDED: 5839

HOLE SIZE: 7-7/8”

CEMENT DATA: 350 sks Hibond mixed & 300 sks thixotropic
CEMENT TOP AT:

TUBING

SIZE/GRADE/WT . 2-7/8" / M-50/ 6 5#
NO. OF JOINTS: 176 jts

TUBING ANCHOR: 5522’

TOTAL STRING LENGTH: ?

SN LANDED AT: 5619’

SUCKER RODS
POLISHED ROD: 1-1/2” x 22’ SM

Nine Mile #15-7

Wellbore Diagram

. A+teehimient E£-3

Initial Production: 66 BOPD,
76 MCFPD, 6 BWPD

FRAC JOB

SUCKER RODS:4-11/2" wt rods; 4-3/4 scrapered; 120-3/4” plain; 96-3/4" e £ 4631°-42°

scrapered; 1-6’, 1-4°'x3/4” pony rod
PUMP SIZE: 2-1/2" x 1-1/2” x 16" RHAC
STROKE LENGTH: 64”
PUMP SPEED, SPM: 8.5 SPM
LOGS: DIGL/SP/GR/CAL
DSN/SDL/GR

(5863°-300")
(5832°-3000")

W Inland Resources Inc.

Nine Mile #15-7
701.2 FSL 2074.8 FEL
SWSE Section 7-T9S-R16E
Duchesne Co, Utah
API #43-013-31803; Lease #U-74390

bt | Anchor @ 5522

5546°- 62’
5577°- 80°
5582°-85°

i1

SN @ 5619’
EOT @ 5687’
PBTD @ 5795
TD @ 5860’

1/8/98 5546’-5585 Frac CP sand as follows:

104,400# of 20/40 sd in 525 bbls

Delta Frac. Treated @ avg rate 32.3 bpm,
avg press 1650 psi. Breakdown @ 2996
psi. ISIP-2900 psi, 5-min 2007 psi.
Flowback for 3 hrs & died.

1/10/98 4631°-4642° Frac D sand as follows: 104,400#
of 20/40 sd in 507 bbls Delta Frac.
Breakdown @ 2460 psi. Treated @ avg
rate of 26 4 BPM, avg press 2100 psi.
1SIP-2424 psi, 5-min 2262 psi. Flowback

onl12/64” ck for 4 hrs & died.

PERFORATION RECORD

1/8/98  5546°-5562° 4 JSPF 24 holes
1/8/98 5577°-5580° 4 JSPF 12 holes
1/8/98  5582°-5585" 4 JSPF 12 holes

1/9/98  4631°-4642° 4 JSPF 44 holes
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UNICHEM

891 722 5727 TO 13838938143

P.a1

AHac hment |

A Division of BJ Services Roos:vzh.aa‘ta?;m or-":za(gg; )77232-;2'6]6
WATER ANALYSIS REPORT
Company INLAND Address Date ___01-14-98

TJchnzon Wader
source __FRESH WATER Date Sampled Analysis No.

Analysis mg/{ppm) *Meg/l

1.PH 1.0
2. H,S (Qualitative) 0.5
3. Specific Gravity 1.001
4. Dissolved Solids 593
5. Alkalinity (CaCO,) co, 0 +30 1] co,
6. Bicarbonate (HCO,) HCO, 300 +61 5 HCO,
7. Hydroxy! (OH) OH 0 +17 (] OH
8. Chlorides (Cl) cl 35 +355 1 cl
9. Sulfates (SO,) SO, 110 +48 2 so,
10. Calcium (Ca) Ca 44 +20 2 Ca
11. Magnesium (Mg) MG 22 +12.2 2. Mg
12. Total Hardness (CaCO,) ‘ 200 | ‘
13. Total lron (Fe) 22

14. Manganese
15. Phosphate Residuals

*Milll equivalents per liter

Compound Equiv. Wi, Mgh
1472
ca < HCOs Ca(HCOsh 81.04 2 1
TTTT— CasO, 68.07
Mg - SO CaCl: 5550 -
/ Mg(HCO:): 7347 2 146
Na (o]
MgSO0. 60.19
Saturation Values Distilled Water 20°C MgCh 4762
CaCOs 13 Mgt NaHCO, 84.00 1 84
CasO. - 2H;0 2,090 Mg/ Na:SO 7103 142
MgCOs 103 M1 NaCl 56.45 1 59
REMARKS

PROBABLE MINERAL COMPOSITION

X Meal =

“yx TOTAL PAGE.OL ok

O




UNICHEM

435 722 5727

A Division of BJ Services P.O. Box 217 -Offico (501) 722-6066
Roossvell, Utah 84066 Fax (801) 722-5727
WATER ANALYSIS REPORT
Company INL Address paf 1298
MON1 . -13-
~ Source_ NUMENT FEDERAL 41 6§te Sampled 05-13-98 Analysis No.
Analyels mgl((.ppm) *MegN
1.PH o4
2. H;S (Qualitative) ﬁw
3. Speclfic Gravity ‘
4. Dissolved Sollds 22".034
5. Alkalinlty (CaCO,) co, 0 . +30 co,
6. Blcarhonate (HCO,) HEo, 2,000 +g1___ 33 HCO,
7. Hydroxyl (OH) OH 0 +17 OH
8. Chlordes (Cl) cl 11,700 +355 _ 329 cl
9. Sulfates (50,) S0, U] + 48 0 so,
10. Calelum (Ca) Ca 8 +20 0 Ca
11. Magnesium (Mg) MG 0 +122 _ 0 Mg
12, Total Hardness (CaCO,) 40
13. Total Iron (Fe) 14
14. Manganese
16. Phosphate Reslduals
*MIlii equivalents per liter
PROBABLE MINERAL COMPOSITION
Compaund Equivwi., X  Megh = Mgh
U . < o 33 Ca(HCOW, 81.04
\ cas0, 66.07
0 Mg » SO 0 CaCl £5.50
] : ‘__/';f Mp(HCO:)k 7347
362 ‘ na @ 329 MgSOq 60.19
Saturation Values Distllled Water 20°C MaCh .5 33 2,772
Caf0s 13 Mg/ NAHCO, 84,00 ¢
4 2HO ,080 Mg/l Nn;S0¢ 71003
Capos- 2H o 320 19,233
MgCOs 103 Mgh NaCl £8.46
AEMARKS __ |
- |
. Recieved Time May.18. 4:06PH
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AQUAMIX SCALING PREDICTIONS

COMPANY : INLAND 05-18-98

LOCATION:

SYSTEM:

WATER DESCRIPTION: JOHNSON WATER MF 41-18

P-ALK AS PPM CaCoO3 0 0

M-ALK AS PPM CaCO3 492 3280

SULFATE AS PPM S04 110 0]

CHLORIDE AS PPM Cl 35 11700

HARDNESS AS PPM CaCoO3 0 0 .

CALCIUM AS PPM CaCO3 110 20

MAGNESIUM AS PPM CaCoO3 80 0

SODIUM AS PPM Na 92 8326

BARTUM AS PPM Ba 0 0

STRONTIUM AS PPM Sr 0 0

CONDUCTIVITY 0 0

TOTAL DISSOLVED SOLIDS 593 22034

TEMP (DEG-F) 150 150

SYSTEM pH 7 5.4

WATER COMPATIBILITY CALCULATIONS

JOHNSON WATER AND MF 41-18

CONDITIONS: TEMP.=150AND pH=B.2

WATER ONE IS JOHNSON WATER

% OF STIFF DAVIS 1bs/1000 |mg/l BasSO4 |mg/l SrO4 mg/l Gypsum

WATER |CaCO3 INDEX BBL IN EXCESS |IN EXCESS |IN EXCESS

# 1 EXCESS OF OF OF

CaCo3 SATURATION |SATURATION SATURATION

100 1.53 37 0 0] 0

90 1.61 34 0 0 0

80 1.63 31 0] 0 0

70 1.61 28 0 0 0

60 1.58 25 0 0 0

50 1.51 22 0 0 0

40 1.45 18 0 0] 0

30 1.38 15 0] 0 0

20 1.29 12 0 0 0

10 1.17 9 0 0 0

0 1 6 0 0] 0
Recieved Time May.18. 4:06PM

L



Attachment G

Monument Federal #41-18
Proposed Maximum Injection Pressure

Frac Interval Frac
(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5244 5310 5277 2600 0.93 2595
4737 4965 4851 1980 0.84 1918 4——
4250 4307 4279 2350 0.98 2316
Minimum 1918

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433%1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psi/ft and
specific gravity of the injected water is 1.005.

|Frac Gradient is obtained from the service company's frac summary report.
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-JUfL- - T m. (’ AHachment 6 -1
EQUITABLE RESOURCES | TREAIMENT REPORT
ENERGY COMPANY | |
BALCRON OIL DMSION -

N 160] Lais Avervse

0 Box 21017 , .
ansatga 10V DATE OF TREAIVENT: __ 7"~ 74

Well Nome AMevumEnT FED /=18 - 9-/4) Sec. /@ W 2.5 NG, Z4E
Flold W ELLE LPARLX . County ZucESNE State 47
fornation: GAEEN Biyek (G -5 ZoVE)

Perforaﬁons s S24Y K5, 5;56*5.71, 5273'77’, SRAL3~ 7.;/1 L3230/ )0

" Treatment Type : WL S EIC Total Number of Holes: _ 8%
Trectment Compary : B J S EBL)CES SAND CHARACTERISTICS
VOLUVE FLUD CONC. SIZE SAND VOLUME
v oA #/GAL| Bem | P CAC. | ACTUAL
) BBl 93022 ek wrlen (PAP)| © | 32002900 — | — # — #
¢ lusol 24| Jo00| 7 2 |32.2{2990| z0]y0| 2000 # #
i1 297128 (200 | 72 Y _132,2\2360| 200 | Y000 # #
a |ssplass| 2000| & BEAL 2221 20)g0 | S50 0 # #
2 \iawwlso| Je5 48] < b |ZEEEE 16 30| Ygo00# #
N 238 LI 7 o o TR e s e 7 SR WPIPRRSU RO ‘/f‘fBﬁ b PO .u..-.‘.-.....,.v—-‘#t
g2y | s208 | v | (/'7//5//) O 402 |\30/2|— | —# —— #
[ t #
/ # #
_ / # #
TOTAL FLUD PUMPED; ~== == o gl 77770 TR T % Acid
Y2,)6% ga._ 22 Hcl wpleg Fluld
TOTAL SAND VOLUME: S Ao70 Ibs 20 4o sand
?6350 s /4] 30 sand
lbos. _ / sand
Flushed well with S20B gal.of_22p KCA 4 BTER
= e - eyl se0lErs were pumped. Wos ball actionseen? T - =
Barrels of Load to Recover /(o0 ' BUR
Avg. Treating Pressure = __ 1522 : psl, max = 32/ 9 psl, min, = Z0X9 __ pql,
A, Treating Rate = __2 6 - 2 bpm, mex=__4%2.9 bpm, min. = _Z2.2__ bpm.
SIP= _ 2800  pdl,Emin = 2320 _pdl, 10min=_2/6© __ ps, 15 min. = /242 ps),
~ \Well will be shutin for____ 2 hours before binging back fiuld, 2PV N TLLZL. PSS

REMARKS: __ O BBl 7o LabD AolE
STERT FeRCED CLOSURE [low ESCK . 1.0 FFP1
FAse GAADENT: - 233 Welisite Supensior: €20 f///a//%”

18046 w




JuL-" &-9€ mMON :152 ‘ ' .82
: Y ML(’ him 641‘6 &G-1

| EQUITABLE RESOURCES | TREAIMENT REPORT
ENERGY COMPANY |
BALCRON OIL DMSION
o B by e ,
A herrae0 oV DATE OF TREAMENT: =876
el Name MNumen] FeD, 4118716 ) Sec. /% _TWN._ 25 RNG_/4F
Fleld ZJELLS PREW ___ County _DHCVESNE State 22/

Fornation: CREEN _BIWER (B=l ¥ G-/ 4 2ONE )
Porforations : 4737~ 92 Y945 9-65

| Trec1menf Wpe 1 SVD FLEC

Tota Number of Holes: /Y .
SAND CHARACTERISTICS

Treatment Company :_/3.J~ S£AL CES
UME FLUD CONC. SIZE SAND VOLUME
AR i A #/GAL| BPM | P CAC. | ACIAL
0 '55'}“ | Zo0d 15 Kek whIER (PPO)| O 1320|3710 —f= | ——# ——— #
¢ \2l3) | 200 ) N ' 2 | 32,0| 3640| /L[2e| 2400 # #
3154 | 2000 2/ 4 P57\ 2| L] 30| geoo#
00 o2z g8\ 2000 i 5 |33.5| 3670 | 16 |20|/0, 00 #
w231 (85 2800 v/ 6 1391 13220)| )4 130 )y gvo# #
- lerdl g 1800 | /7 7 02250 )4 342, L00% #
e \£l8n2 | 4709 | (Frusy) | © |35.) |2372) —}— — # —— #
/ # #
/ # #
/ # #
TOTAL FLUID HJMPED} i e i e e e b e o e QOI ememm s e e o em % FO oY ACid
/2, 700 gd. 22 Kck wrIER Fluld
TOTAL SAND VOLUME: G0,002 Is. /L | B2 sand
lbs / sand
Ios, _ / sand
Flushed well wih gal. of 275 Kel (wBlER
— e ~ ball sealers were pumped. Wos ball actionseen? ="~ 7 7 e o
Banels of Load 1o Recover 450 : BLTR.
Avg. Treating Rressure = 2450 - psl, max = A 920 psl, min. = 2872 ___ psl.
Avg. Treciing Rote = _37:5” bpm, mox =_25; / bpm., min. = _22. 2 __ bpm.
Sip=_/7%2 psl, & min, = /422 psl, 10 min, = /£22 psl, 15 min, = 4542 __psl.
el will be shutinfor_____Z #/35  hours before biinging back fluid

REMARKS: __7_B8k: To Aodp [jotk
TP5 FRAL w/ 22 mci _RI-192
FRAL (GBAL/ENT ! o 3Y8

18023 W

Welsite Supervsior M%« -




JuL- 8-96 MOM 21 :54

F.aS ‘

(. /‘ /QH?ZCHMHd G-3

| % EQUITABLE RESOURCES | TREATMENT REPORT

ENERGY COMPANY

BALCRON QL OMSION

/"“\ 1401 Lewis Amrue

B rﬁrosnoa 10127 '
doSssree0 DATE OF TREAMENT: _7~8 — 7€ B

Well Name ot ymeN] FED. 4/-[8-P-/8 Y Sec._ /% TWN_25 pNe /72 E
Field WELLS DARLW County Z4EHESNE State £47.
Fornation :_GBEEN SBJvER (y-2 ¢ y-3 ZowESs )

Perforatiors ; 2250 =59, 9290~ Y300 , Y3ed 07

" Treatment Type : 3240 /=3 C Total Number of Holes: ZY
Treatment Company B J_ SERV/CES SAND CHARACTERISTICS
[VOwvE FLUID CONC. SIZE SAND VOLUME
;_g/ SLURRY "-B;N #/GAL| BM | S CAC. | ACTUAL
Bl omr 2% Fel oz (PP O ozt gl — 1 — 3
Yot 23| Foo| ~ L | Z2,0| 2Y)0| Jg[20| )80 #| T/7 #
) V| 5Bl 625 | 9 _|32.Y|2270|)6[30| X500 # 5677 4
0 |2yy|85 2900 ~ S |15 2060 | )4 |30 |/9 500 1Yo45 4
[ bralsy\s)00| ~ 6 (322 | 2250|146 | 30| 30,L00#] 20,3764
M pol3200] 7 |7 1321 \2170]| Jt]30| 22,5008 27,2/34
s lelioo| 1200 | (Flysy) | © |32.7]2%80| o | — 4
- / #, #
| / # #
/ # #
JOTAL FLUD PUVPED, == o g =777 s e gt e
22,470 . ga_2ZZh (L B )ER Fluld
TOTAL SAND VOLUME: 78, REO . /4 | 3o sand
Ibs. . / sand
' Ibs. ‘ / sand
Flushed well wih Y4ro0 ga.ot_22 Kk w472 R
T "l seclers were pumped. Was ball acfion seen?_T——" " e e
Barrels of Load to Recover S35 ‘ BLTR.
Avg. Treating Ressure = __2.3.50 ' _psl, max=_2 B2 O psl, min = _Z223 & pyl,
Avg. Treating Rate = __ 32 .5~ bpm, max =_33-/ bpm, min. = _22-/ ppm.
ISP=_2358 _ psl,5min. =_/24& psl, 10 min. = J4£ 0O psl, 15 m,n = L5HD
-~ \Well wil be shut in for O hours before binging back fiuld, ~ S2M¥- = /420 s/
REMARKS: __ A FBBL, To AplBP /FolE
JA6 [EPC (f2OMEr TR-)P2 ., $T7R] FOALED ClosuRE Frow BIk. .5 85
ZEPL GEAPIENT .« 987 Welisite Supenvisior: £.4e.4 /Q/ﬂ»/// '




1. Plug #1
2. Plug #2
3. Plug #3
4. Plug #4
5. Plug #5
6. Plug #6
7.

ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

Set 216’ plug from 5144°-5360° with 30 sxs Class “G” cement.
Set 378’ plug from 4637°-5015 with 60 sxs Class “G” cement.
Set 207’ plug from 4150°-4357° with 30 sxs Class “G” cement.
Set 200’ plug from 2000°-2200° with 30 sxs Class “G” cement.

Set 100’ plug from 215’-315 (50’ on either side of casing shoe) with 15 sxs
Class “G” cement.

Set 50° plug from surface with 10 sxs Class “G” cement.

Pump 10 sxs Class “G” cement down the 8-5/8” x 5-1/2” annulus to cement
265’ to surface.

The approximate cost to plug and abandon this well is $18,000.



. .m*\ac et H-1

Spud Date: 06/20/96 Monument Federal 41-18
Put on Production: 7/19/96
GL: 6017° KB: 6031” Proposed P&A

Wellbore Diagram

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

DEPTH LANDED: 265

HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class “G” w/2% CaCl, + 1/4# /sx Cello Flake

PRODUCTION CASING

10 sx Class “G” ¢mt, 50 to surface

10 sx Class “G” cement down the 8-5/8"x5-1/2” annulus
to cement 265’ to surface

15 sx Class “G” cmt, 215°-315°

CSG SIZE: 5-1/2°
GRADE: J-55

WEIGHT: 15 54
LENGTH: 137 jts. (5874")
DEPTH LANDED: 5884’
HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs super “G” + 3% salt + 2% gel, 2#/sx Kol seal,
1/4#/sx Cello Flake, 20# static free. Tail w/360 sxs 50/50 poz, 2% gel,
1/4#/sx cello flake, 2#/sx Kol-seal.

30 sx Class “G” cmt, 2000°-2200”

B 42504254
= 4290°-4300°
430407’

30 sx Class “G” cmt, 4150°-4357°

4737°-42" 60 sx Class “G” cmt, 4637°-5015°
4959°-65°

5244°-5255°
5258°-5264°
5273°-5271T
5283°-5295°
5301°-5310°

30 sx Class “G” cmt, 5144°-5360°

HITHEHE HIL

REROURCER NG

Inland Resources Inc.

PBTD 5839

Monument Federal 41-18 TD 5900
497° FNL and 424’ FEL
NENE Section 18-T9S-R16E
Duchesne Co, Utah

API #43-013-34646; Lease #U-74390
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. JUL-15-98 WED 08:34 AM  INLAND RESOURCES INC FAX NO. 4357229149 P. 02
WEST POINT UNIT WELL LISTING AS OF 7/13/98

T. 8 & 9S, R. 16E
FIELD WELL NAME STATUS |API NUMBER
WEST POINT UNIT |MON FED #31-6Y PROD [W2OVA 2N (7 [ 20b0
WEST POINT UNIT |FED 32,86-09-16Y PROD |UD O\ 2O (121
WEST POINT UNIT |MON FED #42-6Y PROD [Ny d Y=y | ] fyzr/
WEST POINT UNIT |MON FED #43-6Y PROD_[47:0\ze=) (| 11940
WEST POINT UNIT [MON FED #33-8Y PROD JUZ DAL 11922
WEST POINT UNIT |FED 44.86-09-16Y PROD [U2.0\22A/DD | |20,
WEST POINT UNIT [MON FED #23-7¢’ PROD [L120122\ oLt 12019
WEST POINT UNIT [MON FED #41-18Y PROD_ |’ \ l194]
WEST POINT UNIT |FED 31-18-9-16y PROD up{)w{»’)\‘jaﬁ /Q,DL,
WEST POINT UNIT |FED 42-18-00-16 PROD [HAD>\NaLl 12)2H
WEST POINT UNIT |MON FED 34-31-8-16 PROD_|Llz 1252\ IS 12007
WEST POINT UNIT |MON FED 41-6-9-16Y PROD |20\ 24 IR 2643
WEST POINT UNIT _|NINE MILE 3-6 PROD |4 2002 XG0 | 224y
WEST POINT UNIT |NINE MILE 11-6 PROD 42D\~ | 122kl
WEST POINT UNIT |NINE MILE FEDERAL 15-6-9-16 | PROD |20\~ 00) | 22217
WEST POINT UNIT |NINE MILE 6-7 PROD Y2 D\ 2N T o | [22%
WEST POINT UNIT |NINE MILE 10-7 PROD | L1 D\Z2\ 1A |22
WEST POINT UNIT |NINE MILE FEDERAL 12-7-9-16 | PROD -2 D\Z2 O\ 12778
WEST POINT UNIT |NINE MILE 4-6 PROD |4XDIZSHAS | (2282
WEST POINT UNIT |NINE MILE 5-6 PROD [N 2OV ZHORY2S | (2289
WEST POINT UNIT |NINE MILE 13-6 PROD_{l12D12350¢FA [229Y
WEST POINT UNIT |NINE MILE 6-6 PROD_|H VA1 1?737
WEST POINT UNIT |NINE MILE 5-7 PrROD |V V2T I | 1229
WEST POINT UNIT |NINE MILE 7-7 PROD |U2OW2 MR | 17H
WEST POINT UNIT |NINE MILE 15-7 PROD [H2n2~HR0> | 12237
WEST POINT UNIT |NINE MILE 2-7 PROD 2OV 2>50\ J2%ile
WEST POINT UNIT |NINE MILE 3-7 PROD _|LI2ZD\ZH2301- | (23]3
WEST POINT UNIT [NINE MILE 4-7 PROD |L1AD\200 12 |2225
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WEST POINT (GREEN RIVER) UNIT
Duchesne County, Utah

EFFECTIVE: JUNE 1, 1998

16E

E— UNIT OUTLINE (UTU77107X)
SECONDARY
ALLOCATION

2,738.19 ACRES FEDERAL 100%




DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: _Inland Production Company Well: Monument Federal #41-18

Location: 18/9S/16E API: 43-04;/' -31646
0l

Ownership Issues: The proposed well is located on Federal land. The well is located in
the West Point Unit. Lands in the one-half mile radius of the well are administered by the
BLM. The Federal Government is the mineral owner within the area of review. Inland and
various other individuals hold the leases in the unit. Inland has provided a list of all surface,
mineral and lease holders in the half-mile radius. Inland will be the operator of the
Humpback Unit. Inland has submitted an affidavit stating that all owners and interest
owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 265 feet and has a cement
top at the surface. A 5 % inch production casing is set at 5884 feet and has a cement top
at the surface. A cement bond log verifies adequate bond well above the injection zone.
A 2 7/8 inch tubing with a packer will be set at 4200 feet. A mechanical integrity test will
be run on the well prior to injection. There are 3 producing wells in the area of review. All
of the wells have adequate casing and cement. No corrective action will be required.

Ground Water Protection: According to Technical Publication No. 92 the base of
moderately saline water is at a depth of approximately 1000 feet. Injection shall be limited
to the interval between 4250 feet and 5310 feet in the Green River Formation. Information
submitted by Inland indicates that the fracture gradient for the #41-18 well is .84 psifft.,
which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 1918 psig. The requested
maximum pressure is 1918 psig. The anticipated average injection pressure is 1100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing
fractures in the adjacent confining intervals. Any ground water present should be
adequately protected.




Monument Federal #41-18
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining
approved the West Point Unit on May 14, 1998. Correlative rights issues were addressed
at this time. Previous reviews in this area indicate that other mineral resources in the area
have been protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent
to the Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will
be required prior to injection. It is recommended that Administrative approval of this
application be granted.

Note:  Applicable technical publications concerning water resources in the general vicinity of this project have been
reviewed and taken into consideration during the permit review process.

Reviewer(s):___Brad Hill Date: 7/21/98




DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

1594 West North Temple, Suite 1210
PO Box 145801
Michael O. Leavitt Salt Lake City, Utah 84114-5801
Governor § 801-538-5340
Lowell P. Braxton || 801-359-3940 (Fax)
Division Director | 801-538-7223 (TDD)

@\ Stat@of Utah @

September 9, 1998

Inland Production Company
410 Seventeenth Street, Suite 700
Denver, Colorado 80202

Re: West Point Unit Wells: Monument Federal 32-6-9-16Y. 41-18, 34-31-8-16 & 23-7.
Nine Mile 11-6, 13-6, 5-7. 7-7. 15-7. & 3-7-9-16, Sections 6, 7. 18 & 31, Townships 8

& 9 South, Range 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced wells to Class
II injection wells. Accordingly, the following stipulations shall apply for full compliance with
this approval:

I. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells
pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Inland Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing
injection.

If you have any questions regarding this approval or the necessary requirements,
please contact Brad Hill or Dan Jarvis at this office.

Sincgrely, .

[l 2 L5

ohn R. Baza
Associate Director, Qil and Gas

cc:  Dan Jackson, Environmental Protection Agency
Bureau of Land Management, Vernal
Inland Production Company, Roosevelt




FORM 3160-5 TED STATES . FORM APPROVED

» A (June 1990) DEP NT OF THE INTERIOR Budget Bureau No. 1004-0135
BU U OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name
Use "APPLICATION FOR PERMIT -" for such proposals NA
7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE WEST POINT (GR RVR)
1. Type of Well
X 0il Gas 8. Well Name and No.
Well Well Other MONUMENT FEDERAL 41-18-9-16Y
9. API Well No.
2, Name of Operator 43-013-31646
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County or Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)
0497 FNL 0424 FEL NE/NE Section 18, T09S R16E DUCHESNE COUNTY, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
: Notice of Intent Abandonment Change of Plans
Recompletion New Construction
Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
:I Final Abandonment Notice Altering Casing Conversion to Injection
Other Site Security Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)}

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

IECEIVE

0CT 131998

DIV. OF OIL, GAS & MINING

14. I hereby certify that the | regoi‘ng is true and c.:_o_’xjrect/7 . . ‘
Signed ’(’f:,/A.A,(,\, E; ,.‘%y(,(_c}/ﬂ;(: Tile  Manager, Regulatory Compliance  Date 10/8/98
7 7

(This space for Federal or State office use)
Approved by Title Date

Conditions of approval, if any:
CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.




Emulsion Line

Ingnd Production C(&pany
Site Facility Diagram

Monument Federal 41-18Y
NE/NE Sec. 18, T9S, 16E
Duchesne County
Sept. 17, 1998

Load Line
Water Line

Gas Sales

Production Tank

Site Security Plan is held at the Roosevelt

Office, Roosevelt Utah

Production Phase:

Sales Phase:

2) Valves 1 open

Draining Phase:

1) Valve 3 open

1) Valves 1 and 3 sealed closed
2) Valves 2 and 4 sealed open

1) Valves 3 & 4 sealed closed

Heater Treater Diked Section

Pumping Unit

Well Head




PRODUCTION COMPANY

A Subsidiary of Inland Resources Inc

July 19, 2001

Mr. Dan Jarvis

State of Utah, DOGM

1594 West North Temple — Suite 1310
P.C. Box 145801

Salt Lake City, Utah 84114-5801

RE: Imjection Conversion
Monument Federal 41-18Y-9-16
Sec. 18, T9S, R16E

API # 43-013-31646
Dear Mr. Dan Jarvis,

Please find enclosed the sundry, tabular and a copy of the chart on the Monument
Federal 41-18Y-9-16. The subject well was placed from a producing to an injection well.
If you have any questions please let me know.

Sincerely,
Krisha Russell
Production Clerk - : S
i G o B W Hion e
iy,
Dy e
O I A R I T Tt i

Inland Production Company Field Office « Route 3, Box 3630 ¢ Myton, UT 84052 » 435-646-3721 ¢ FAX 435-646-3031

Corporate Office » 410 Seventeenth Strect, Suite 700 « Denver, CO 80202 ¢ 303-893-0102 ¢ FAX 303-893-0103




DOGM Form 5

May 5, 1987

STATE OF UT;’

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING

w

. LEASE DESIGNATION AND SERIAL NO.

UTU-74390

1.

SUNDRY NOTICES AND REPORTS ON WELLS 5.

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.

Use "APPLICATION FOR PERMIT--" for such proposals.)

IF INDIAN, ALLOTTEE OR TRIBAL NAME

N/A

OIL

GAS
weLL| | weLL| Jorner|X

7. UNIT AGREEMENT NAME

WEST POINT (GR RVR)

2. NAME OF OPERATOR 8. FARM OR LEASE NAME
INLAND PRODUCTION COMPANY MONUMENT FED 41-18-9-16Y
3. ADDRESS OF OPERATOR 9. WELL NO.
Rt. 3 Box 3630, Myton Utah 84052 MONUMENT FED 41-18-9-16Y
435-646-3721
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)

At surface MONUMENT BUTTE
NE/NE Section 18, T9S R16E
0497 FNL 0424 FEL 11. SEC., T.. R.. M. OR BLK. AND
SURVEY OR AREA
NE/NE Section 18, T9S R16E
14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARISH 13. STATE
43-013-31646 6019 GR DUCHESNE UT
16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF D
FRACTURE TREAT D

SHOOT OR ACIDIZE D

REPAIR WELL

(OTHER)

PULL OR ALTER CASING D

[

O
O

O

MULTIPLE COMPLETE

ABANDON*

O

WATER SHUT-OFF

FRACTURE TREATMENT

SHOOTING OR ACIDIZING

(OTHER)

REPAIRING WELL

N
[
O

Injection Conversion

O
[
[

ALTERING CASING

ABANDONMENT*

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The subject well was converted from a producing to an injection well on 7/16/02. The rods and tubing
anchor were removed and a packer was inserted in bottom hole assembly at 4203'. On 7/17/02 Mr. Dennis
Ingram w/ State DOGM was notified of the intent to conduct a MIT on the casing. On 7/18/02 the casing
was pressured to 1090 psi w/ no pressure loss charted in the 1/2 hour test. No governmental agencies were

able to witness the test.

18 I hereby certjfy at the foregoing is true and correct
SIGNED I &M L TITLE Production Clerk DATE 7/19/2002
Krisha Russell
cc: BLM
(This space for Federal or State office use)
APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

* See Instructions On Reverse Side




Mechanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: Date 7/,5/ 02 Time g, o0y Goem
TestConductedby: _Z./und fodoction [/ Brewt ook
Others Present:

Well: MFLi-1$-9-1& Y Field: ies+ Point

Well Location: y£ WE, Sec 19-T95-Kiee APINO: 43-0/3~ 3/64/&

Time Casing Pressure
0 min ‘90 psig
5 (095 psig
10 BYX.xe), psig -
19 [0 psig
20 x-S, psig
25 (1o psig
30 min /1100 psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: M~/0 psig
Result: ass Fail

Signature of Witness:

Signature of Person Conducting Test: \U@ MMZ/ M




MF Hi-18-9-1¢ v
APT# 93-013- 3164¢

/ {4ETER NUMBER ]

TUBE & ORIF SizE
1

| FHE ThkEN OFF
T80 Am

M
TE TAKEN OFF

MW-M2500-H
P2500 W100

. SIGNED ﬁz: £ Lok ;




FORM 3160-5 Z2BATED STATES
(June 1990) DEPAR? NT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservorr.
Use "APPLICATION FOR PERMIT -" for such proposals

FORM APPROVED
Budget Bureau No. 1004-0135
Bxpires: March 31, 1993

5. Lease Designation and Serial No.
UTU-74390

6. If Indian, Allottee or Tribe Name
NA

SUBMIT IN TRIPLICATE

1. Type of Well
Oil Gas
Well Well Other

7. If Unit or CA, Agreement Designation
WEST POINT (GR RVR)

8. Well Name and No.
MONUMENT FED 41-18-9-16Y

2. Name of Operator

INLAND PRODUCTION COMPANY

9. API Weil No.
43-013-31646

3. Address and Telephone No.
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721

10. Field and Pool, or Bxploratory Area
MONUMENT BUTTE

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

11. County or Parish, State

0497 FNL 0424 FEL NE/NE Section 18, T9S R16E DUCHESNE COUNTY, UTA
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
E: Notice of Intent Abandonment Change of Plans
Recompletion New Construction
Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair ‘Water Shut-Off
D Final Abandonment Notice Altering Casing Conversion to Injection
oter  Report of first injection Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The above referenced well was put on injection at 3:30 p.m. on 8/2/02.

14. T hereby certify that the foregoin; 4 igtra/and correct, | .
Signed /% Z‘M/ 2 , 7 Title Permit Clerk Date 8/5/02
Mandie Crozier d
CC: UTAH DOGM
(This space for Federal or State office use)
Approved by Title W 5 o
Conditions of approval, if any: oo
- . . . . . AR T
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious™ "° ** * & lej{

or fradulent statements or representations as to any matter within its jurisdiction.

BIVISION op
OlL. Gag AND MINING



DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

@ Stat®of Utah e

1594 West North Temple, Suite 1210
Governor PO Box 145801
Kathleen Clarke Salt Lake City, Utah 84114-5801
Executive Director [| 801-538-5340

Lowell P. Braxton [| 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

Michael O. Leavitt

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-219

Operator: Inland Production Company

Well: Monument Federal 41-18-9-16Y

Location: Section 18, Township 9 South, Range 16 East
County: Duchesne

API No.: 43-013-31646

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on

September 9, 1998.

2. Maximum Allowable Injection Pressure: 1918 psig

3. Maximum Allowable Injection Rate: (restricted by pressure
limitation)

4. Injection Interval: Green River Formation (4250 feet -
5310 feet)

Approved by: <::jj;22{ )é <f%§7
R. Baza
c1ate Director X
er
cc: Dan Jackson Environmental Protection Agency
Bureau of Land Management, Vernal
Inland Production Company, Myton

5/éyéooz—

/ Date




vvater Analysis, Scaling lendency, ana Lompaubiiity Evaiuation

Company : INLAND A = Johnson Water
Field / Lease : Monument Butte B = Mon Fed. 41.18
Service Engineer ! John Pope

Eﬁemhal Component [100 % A 0% A:10%B 80%A:20% B 70%A:20% B 60%A:40% B S0%A:50% B 40%A:60% B 30%RA:70% B| 20%A:80% B 10%A:90% B | 100% B
hloride (C1) mgn 2,800 3,280 3,760 4,240 4,720 5,200 ‘=_s,seo 6,180 6,640 7120 | 7600
uifate (SC4) mg/l 455 489 523 557 591 825 659 6983 727 761 785

bonate {CO3) mgn 0 20 41 61 82 102 122 143 163 184 204
nate (HCO3) m 268 424 580 737 893 1,049 1,205 1,361 1,518 1,674 1,830
atclum (Ca) mg/l 232 247 262 278 263 308 323 338 354 369 384

Magnesium (Mg) mgy| 131 128 121 117 112 107 102 97 93 88 83

lron (Fe) mgAl 3.0 29 28 27 26 2.5 24 23 2.2 21 20

Barium (Ba) mg/l 0 0 1 1 1 2 2 2 2 3 3

ntium (Sr) mg/l 0 0 1 1 1 2 2 2 2 3. 3
fum (Na) mg/ 1,621 2,014 2,408 2,802 3,195 3,589 3,983 4,378 4,770 5164] 5557
lc Strength 0.11 0.13 0.15 0.16 0.18 0.20 0.22 0.24 0.28 0.27 0204
=~ lissolved Solidg (TDS) | 5510 6,605 7,700 8,795 9,890 10,885 12,081 13,176 14,271 15,368 18,461 ||

%ipecfﬂc Gravlty@BDF 1.005 1.006 1.006 1.007 1.007 1.008 1.008 1.009 1.009 1.010) 1.01p

—~ emperature {F) 100 100 100 100 100 100 100 100 100 100 100 ¢

== | (TOMSON-0DDO) 0.08 0.43 0.72 0.98 1.21 1.44 1.85 1.86 2.08 228] 245}
ressure {psia) 14.7 14.7 14.7 14.7 14.7 14.7 14.7 14.7 14.7 14.7 14.7

pH 6.93 7.09 7.25 7.40 .58 772 7.88 8.04 8.18 8.35 8.51
2 (Mote %) 0.03 0.03 0.03 0.03 0.03 0.03 - 0.03 0.03 0.03 0.03 0.03

Bcaling Tendency (Pounds per Thousand BBLS of Scale Which Shoutd Form) N
aCo3 (Tomson-Oddo) 8.9 a7.8 150.4 185.8 228.1 2523 272.0 289?T’¥ 304.8 319.4] 3334
2S04 (Tomson) 0.0 0.1 03 0.5 0.7 0.8 1.0 1.2 14 1.6 17

{Yomson) ~1121.8 -1147.3 -1170.2 -1180.9 -1200.9 -1227 .3 -1243 4 -1258.2 -1272.0 -1284.8] 1208 7
rSO4 (T omson) -28.8 -29.0 -28.1 -20.1 -29.2 -28.2 -29.3 -29.3 -29.3 -28.3] .293

Champlon Technologles, inc. ~Confidential

Vernal District 5/5/98 Page 1

3:32PM

.

Recieved Time May.




; o
Unii€l States Department of the Tnterior %
W' "

BUREAU OF LAND MANAGEMENT . TAKE PRIDE®
Utah State Office INAMERICA

P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:

3106
(UT-924)
September 16, 2004
Memorandum
To: Vermnal Field Office
From: Acting Chief, Branch of Fluid Minerals
Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie Seare




Corporations Section '

P.O.Box 13697
Austin, Texas 78711-3697

‘}eoffrey S. Connor

Secretary of State

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment

September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of

State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/

PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1

Prepared by: SOS-WEB




riLew

ARTICLES OF AMENDMENT Office of the
TO THE Sec:;\;*;j of State of Texas
ARTICLES OF INCORPORATION .
OF Sep 02 2004
INLAND PRODUCTION COMPANY | :
Corporations Section

* Pursuant to the provisions of Article 4.04 of the Texas Business Corporation Act (the
“TBCA"), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1 — Name
The name of the corporation is Inland Production Company.
ARTICLE 2 — Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

“ARTICLE ONE -~ The name of the corporation is Newfield Production Company.”
ARTICLE 3 - Effective Date of Filing
This document will become effective  _ ypon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA., adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREQF, the undersigned corporation has executed these Articles of
Amendment as of the 1% day of September, 2004.

INLAND RESOURCES INC.

By: Mraens . «/@#_52_/

Susan G. Riggs, Treasurer




UTSL-
071572A
065914

UTU-

02458
03563
03563A
04493
05843
07978
09803
017439B
017985
017991
017992
018073
019222
020252
020252A
020254
020255
020309D
022684A
027345
034217A
035521
035521A
038797
058149
063597A
075174
096547
096550

10760
11385
13905
15392

15855
16535
16539
16544
17036
17424
18048
18399
19267
26026 A
30096
30103
31260
33992
34173
34346
36442
36846
38411
38428
38429
38431
39713
39714
40026
40652
40894
41377
44210
44426
44430
45431
47171
49092
49430
49950
50376
50385
50376
50750
51081
52013
52018
58546

61052
62848
63073B
63073D
63073E
630730
64917
64379
64380
64381
64805
64806
64917
65207
65210
65635
65967
65969
65970
66184
66185
66191
67168
67170
67208
67549
67586
67845
68105
68548
68618
69060
69061
69744
70821
72103
72104
72105
72106
72107
72108
73086
73087
73807

73088
73089
73520A
74108
74805
74806
74807
74808
74389

74390

74391
74392
74393
74398
74399
74400
74404
74405
74406
74411
74805
74806
74826
74827
74835
74868
74869
74870
74872
74970
75036
75037
75038
75039
75075
75078
75089
75090
75234
75238
76239
76240
76241
76560

76561

76787
76808
76813
76954
76956
77233
77234
77235
77337
77338
77339
77357
77359
77365
77369
77370
77546
77553
77554
78022
79013
79014
79015
79016
79017
79831

79832
79833

79831
79834
80450

80915

81000

63073X
63098A
68528A
72086A
72613A
73520X
74477X
75023X
76189X
76331X
76788X
77098X
77107X
77236X
77376X
78560X
79485X
79641X
80207X
81307X




B89/20/28084 10:01 3833824454 INLAND RESOURCES PAGE 82.

STATE OF UTAH UIC FORM §
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT

Well Nama and Number API Number
See Attached List
Location of Well Fiold er Unit Name
) ) See Attached List
Footage: County ; Lease Designation and Number
QQ, Section, Township, Range: State : UTAM
EFFECTIVE DATE OF TRANSFER: 9/1/2004

CURRENT OPERATOR
Company: _Itland Production Company Name: _Brian Hamis 11
Address: 1407 17th Street Suite 1000 Signature: \

oty Denver _elate CO_ 21, 80202 Te:  Engineering Tech.

Phone: (303) 893—01 02 Date: 9/1 5/2004
Comments:

NEW OPERATOR
Company: Newiield Production Company Name;  Esiag Haris 2/
Address: 1401 17th Strest Suite 1000 Signature: sz__w\’b #5 A

glty Denver state CO_ 7y 80202 Title: Engineering Teth.

Phone: ‘Date: 9/16/2004
Comments:

(This space for State use only)

7 ,
Transter approved wrﬁwv somoatoae /20~ 0Y
Title; A 3

ccmmem’W%; M s CD “Jky M/{S 79274 f‘fﬁddz&, WA W P

RECEIVED
SEP 2 0 2004

DiV.OF OIL, cas & MINING

(5/2009)




B
Division of Oil, Gas and Mining ’ ‘

ROUTING
OPERATOR CHANGE WORKSHEET 1.GLH
2.CDW
3. FILE
Change of Operator (Well Sold) : Designation of Agent/Operator
X Operator Name Change Merger
The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company
Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052
Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721
CA No. Unit: WEST POINT (GREEN RIVER)
WELL(S)
NAME SEC TWN RNG|API NO ENTITY |LEASE |WELL |WELL
NO TYPE TYPE STATUS
MON FED 34-31-8-16 31 |080S|160E 4301331715 12418|Federal |[WI A
WEST POINT U 13-5-9-16 05 [090S|160E 4301331766 12418|Federal |OW P
MON FED 32-6-9-16Y 06 |090S]160E |4301331300 12418|Federal |WI A
MON FED 33-6-9-16Y 06 |090S|160E {4301331589 12418|Federal |OW S
MON FED 43-6-9-16Y 06 |090S|160E {4301331644 12418|Federal |WI A
MON FED 42-6-9-16Y 06 [090S|160E j4301331645 12418|Federal JOW P
MON FED 31-6-9-16Y 06 [090S|160E |4301331717 12418|Federal |OW P
MON FED 41-6-9-16Y 06 [090S|160E |4301331718 12418|Federal |WI A
NINE MILE 6-6 06 |090S]160E |4301331719 12418|Federal |OW P
MON FED 44-6-9-16Y 06 [090S]160E [4301331720 12418|Federal |OW P
WEST POINT U 12-6-9-16 06 |090S|160E 14301331765 12418|Federal |OW P
NINE MILE 11-6 06 [090S|160E |4301331812 12418{Federal |WI A
MON FED 23-7-9-16Y 07 |090S|160E |4301331694 12418|Federal [WI A
NINE MILE 10-7 07 |090S|160E [4301331773 12418|Federal [OW P
NINE MILE 6-7 07 |090S|160E [4301331776 12418|Federal |OW P
NINE MILE 5-7 07 |090S|160E |4301331777 12418|Federal |WI A
NINE MILE 7-7 07 |090S|160E {4301331778 12418|Federal |WI A
NINE MILE 15-7 07 [090S|160E |4301331803 12418|Federal |WI A
NINE MILE 16-7-9-16 07 [090S|160E |4301331804 12418|Federal |OW P
MON FED 41-18-9-16Y 18 |090S|160E |4301331646 12418|Federal |WI A
MON FED 42-18-9-16Y 18 |090S}{160E ]4301331724 12418|Federal |OW S
MON BUTTE FED 31-18-9-16Y 18 |090S]160E |4301331725 12418|Federal |OW P

OPERATOR CHANGES DOCUMENTATION

Enter date after each listed item is completed

1.
2.

(R649-8-10) Sundry or legal documentation was received from the FORMER operator on: ~ 9/15/2004

(R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004
The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

If NO, the operator was contacted contacted on:

Newfield Westpoint 1 FORM_4B.xls 3/2/2005




b @ Qe

6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements (""CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005
2. Changes ﬁave been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005
3. Bond information entered in RBDMS on: 2/28/2005
4. Fee/State wells attached to bond in RBDMS on: 2/28/2005
5. Injection Projects to new operator in RBDMS on: 2/28/2005
6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:

*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Westpoint 1 FORM_4B.xls 3/2/2005




STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES -
DIVISION OF OIL, GAS AND MINING A IOy AL NONDER

SUNDRY NOTICES AND REPORTS ON WELLS © [FINDIAT, ALLOTTES OR TRIpENANE

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged 7. UNIT or CA AGREEMENT NAME:

wells, of to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. WEST POINT UNIT

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

owweihd caswer[] omer [T MON FED 41-18-9-16Y

2. NAME OF OPERATOR: 9. APINUMBER:
NEWFIELD PRODUCTION COMPANY 4301331646
3. ADDRESS OF OPERATOR' PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 cITY Myton sTATE UT zip 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 497 FNL 424 FEL couNty: DUCHESNE
OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN:  NENE, 18, T9S, R16E STATE:. UT
n CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
O acorze ] peeen ] repERFORATE CURRENT FORMATION
O NOTICE OF INTENT
(Submit in Duplicate) O aurercasma [ rracture TreaT [ siperrack To REPAIR WELL
Approximate date work will ] casmorerar ] wew construcTION ] temporaRITLY ABANDON
[ crance O PREVIOUS PLANS ] operaToR cHANGE [J tvemwc repam
[ cuanceTuBING [[] rLuc anp aBaNDON [ vevrorrLar
X SUBSEOUENT REPORT [ cuance weLL NAME O rwosack [ warer piseosaL
(Submit Original Form Only) O cuanceweLL sTATUS [ rropucrion sTARTsTOR) [ warerssuT-oFF
Date of Work Completion:
[ coMMINGLE PRODUCING FORMATIONS  [T] RECLAMATION OF WELL SITE [X] omHER: - RecompletionMIT
11/21/2006 [ converT weLL TYPE [X] rEcOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well was re-completed in the Green River Formation. Two new intervals were perforated, the CP2 sds @ 5661'-5670' &
CP1 sds @ 5684'-5698', and re-perfed the B.5 sand @ 4959'-4966" all w/4 JSPF for a total of 92 shots.

On 11-15-06 Dennis Ingram with the State of Utah DOGM was contacted concerning the MIT on the above list well. Permission was
given at that time to perform the test on 11-15-06. On 11-15-06 the csg was pressured up to 1450 psig and charted for 30 minutes with
no pressure loss. The well was not injecting during the test. The tbg pressure was 740 psig during the test. There was not a State
representative available to witness the test.

Accepted by the
Utah Division of

Oil. Gas and Mining
pate: 1= 23:00© | \a

COPYSENTTOC
e, \ Daotar )
Iniiials:

Lo

NAME (PLEASE PRINT)_Jentri Park P TrrLE  Production Clerk

SIGNATURE vz, %// pate  11/21/2006

3

NOV 2 4 2006



-Mechanical Integrity Test

.-, Gasing or Annulus Pressure Test

o

NOV 2 4 2006 Inland Production Company
| o Rt. 3 Box 3630
L Myton, UT 84052
| 435-646-3721
Witness: ~ Date J(/ 1%/ ot Time jj:0p @3 pm

Test Conducted by: Clirrs \J'llkgrsen
Others Present:

Well: Monfed y1-18-9-10Y Field: Monument Butte. /wsst fyn
Well Location: flé¢/Ne Ssc. 13,795, RIkoE API No: 43-013-3I69C

Pucugsne County, UTAN

Time Casing Pressure
0 min 1450 psig
5 Yyso psig
L 1450 psig
15 1450 psig
20 [yso psig
25 [4ysO psig
30 min. 1450 psig
35 psig
40 psig
45 - psig
50 _ psig
55 psig
60 min psig
Tubing pressure: 140 psig

Result: @ | Fail
Signature of Witness: _é

Signature of Person Conducting Test: %.—Z \J—







Sundry Number: 19492 APl Wel |l Number: 430133

16460000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:
UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Water Injection Well

8. WELL NAME and NUMBER:
MON FED 41-18-9-16Y

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013316460000

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630 , Myton, UT, 84052

PHONE NUMBER:
435 646-4825 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:

0497 FNL 0424 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

Qtr/Qtr: NENE Section: 18 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING
D NOTICE OF INTENT D CHANGE TO PREVIOUS PLANS D CHANGE TUBING
Approximate date work will start:
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS
!/ SUBSEQUENT REPORT
Date of Work Completion: D DEEPEN D FRACTURE TREAT
10/ 12/20 1 1 D OPERATOR CHANGE D PLUG AND ABANDON
|:| D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE
SPUD REPORT
Date of Spud:
D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL
D TUBING REPAIR D VENT OR FLARE
D DRILLING REPORT
Report Date: [J wATER sHUTOFF [] sITA STATUS EXTENSION
D WILDCAT WELL DETERMINATION V’ OTHER

CASING REPAIR

CHANGE WELL NAME

CONVERT WELL TYPE

NEW CONSTRUCTION

PLUG BACK

RECOMPLETE DIFFERENT FORMATION

TEMPORARY ABANDON

Ooooooonoano

WATER DISPOSAL

|

APD EXTENSION

OTHER: | 5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths,

volumes, etc.

On 10/05/2011 Dennis Ingram with the State of Utah DOGM was contacted
concerning the 5 Year MIT on the above listed well. On 10/12/2011 the casing

was pressured up to 1450 psig and charted for 30 minutes with no pressure

loss. The well was not injecting during the test . The tubing pressure was 18

Accepted by the

05 Utah Division of

psig during the test. There was not a State representative available to witness ©Qil, Gas and Mining

the test.

Date:

By: L.

10/18/2011

)

NAME (PLEASE PRINT)
Lucy Chavez-Naupoto

PHONE NUMBER
435 646-4874

TITLE
Water Services Technician

SIGNATURE
N/A

DATE
10/14/2011

RECEIVED_Cct. 14,

2011




Sundry Number: 19492 APl Well Number: 43013316460000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: Date o /;2 /1)  Time /).30 @nl pm
Test Conducted by:  Dave /Z/owng o
Others Present:

Well: Nenvument Pedieq | Field: Monaument FEdErcal
q1-18-9-16Y Ducheswz Courty, Utnh UTUSTEFIX
Well Location: Mosumsat ¢edernl 4118-a-16Y APl No:
£/nedec. 8 T9S, RIGE 43-013-31646
Time Casing Pressure
0 min /4$O psig
5 [4€0 psig
10 |48 0 psig
15 [AS0 psig
20 1950 psig
25 J]450 psig
30 min /450 psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: /§0 8§ psig

Result: Fail

Signature of Witness:

i, 3 P
Signature of Person Conducting Test: X )M /jéww,dﬁ

RECEIVED Cct. 14, 2011




Sundry Nunber: 19492 APl Well Number: 43013316460000

RECEIVED Cct. 14, 2011




Sundry Number: 28686 APl Well Number: 43013316460000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING UT0-74390 '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 41-18-9-16Y
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316460000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0497 FNL 0424 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NENE Section: 18 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
v" NOTICE OF INTENT
Approximate date work will start: [ chanee To PREVIOUS PLANS ¥ chance TUBING O] chance weLt nave
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
D SUBSEQUENT REPORT D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON |:| PLUG BACK
D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
D SPUD REPORT
Date of Spud: D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE |:| WATER DISPOSAL
D DRILLING REPORT D WATER SHUTOFF D SI TA STATUS EXTENSION |:| APD EXTENSION
Report Date:
D WILDCAT WELL DETERMINATION J OTHER OTHER: IConcentric Injection String I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield would like to modify the following injection well in order to Approved by the
more efficiently flood the productive sands in the offset producers. A Utah Division of
concentric injection design as shown in the attachment is being Oil, Gas and Mining
proposed. This design will result in 2 unique injection profiles within Date: August 08, 2012
this one well. Zone 1 will be all the sands between the 2 packers as \b' -
referenced in the attached schematic (GB4, GB6, and D1). Zone 2 will be By: S o

all the sands below the packer which is also shown in the attached
schematic (B, LODC, and CP). Newfield would also identify this
concentric injection string as Monument Federal 41-18-9-16YD.

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE

N/A 8/7/2012

RECEIVED: Aug. 07, 2012




Sundry Number: 28686 APl Well Number: 43013316460000

UTAH

DNR

.-A*....('

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

OIL, GAS & MINING

Sundry Conditions of Approval Well Number 43013316460000

This will require the determination of a maximum injection pressure for each zone and a
mechanical integrity test prior to DOGM granting approval to resume injection.

RECEIVED: Aug. 07, 2012



Sundry Number: 28686 APl Well Number: 43013316460000

NEWFIELD
AT

NEWFIELD PRODUCTION COMPANY
Monument Federal 41-18-9-16Y

Run Concentric Injection String

Purpose of Workover: Run a concentric tubing string in order to inject into the GB-4, GB-6,
and D-1 sands separately from the B, LODC, and CP zones. Expected results are a more
evenly distributed water injection for a more efficient sweep of the desired intervals.

AFE#: 27331

Concentric Injection String Installation Procedure:

1) MIRU.

2) Read and approve this procedure and JSA. Ensure H,S monitoring equipment is
properly tested and installed.

3) Carefully check to see if the well is dead and the casing reads 0 psi. If the well is not
dead and requires to a kill fluid to be pumped, contact the engineer on how to
proceed.

i) Engineer Contact:
Ben Krugman
(0) 303-685-8035 ext. 4035
(M) 720-648-4810
bkrugman@newfield.com

4) NU BOP.

5) Unset PKR.

6) Pump 30bbls hot water down tubing.

7) Pickle tubing with 5bbls of 15% HCI. Displace to EOT with 27 bbls at 1bpm. Reverse
spent acid out with 40 bbls hot water (This is done to ensure any Schmoo or scale is
removed before running the 1.9” in 2.875”).

8) Pump SV and test tubing to 3000psi.

9) TOOH with tubing. LD old PKR.

10) PU and RIH to PBTD with 4-3/4” bit and scraper dressed for 5.5” 15.5# csg

A T A T T (P T T e e T i U e Ty R A R R
Monument Federal 41-18-9-16Y Concentric String Installation
Page 1



Sundry Number: 28686 APl Well Number: 43013316460000

11) TOOH and LD Bit and scraper.

12) PU and RIH with:
a) 2-7-8” Wireline reentry guide
b) 5-1/2” x 2-7/8” Arrowset 1-X PKR. Spot at a depth of +/- 4850°.
c) 2-7/8” PBR with 2.188” polished bore.
d) 3 jts2-7/8” tubing
e) 2-7/8” 6’ perforated sub
f) 16 jt2-7/8” tubing
g) 2-7-8” 6’ perforated sub
h) 2-7-/8° WX landing nipple with 2.313” ID packing bore
i) 1 jts 2-7/8” tubing (tally to approx. +/- 1000”)
j) HRP Big Bore hydraulic set PKR. Spot at a depth of +/- 4200°.
k) 2-7/8” tubing to surf. (EXAMPLE OF BHA BELOW)

13) While running in hole, drift tubing to insure no tight spots before running the 1.9”
string.

14) Pump 70bbl of PKR fluid down 5-1/2” x 2-7/8” annulus.
15) Land tubing in hanger. Set Arrowset PKR with 5,0001bs tension at +/- 4850”.
16) Pump SV and set hydraulic set PKR at +/- 4200 with 2500 psi. Retrieve SV.

17) Pressure test 5-1/2” x 2-7/8” annulus at 1500psi to ensure hydraulic set PKR seal for
30min.

18) NU BOP and prepare to PU and RIH with:
a) 5’ Stinger to fit 2.188” PBR
b) 1.9” tubing to surface
19) Sting into PBR.
20) Land 1.9” tbg in hanger with 30001bs of compression.
21) ND BOPs. NU wellhead.
22) RDMO

23) Wait on MIT and approval to inject.

W
Monument Federal 41-18-9-16Y Concentric String Installation
Page 2




Sundry Number: 28686 APl Well Number: 43013316460000

v Newfield Exploration Co.
Lintuh Basin Concentric Injection System
Prepared For: Mr, Paul Weddle
m Prepared By: Scott Williamsen
Completion & Production Systems ~ Date Prepared: 10-15-110

Note: All elastomers suitable for HCVChlorine dioxide “L’IP'?““
Note: Minimum D= 150D" for passage of 1-3/8" OD R/

Upgper zone injection down 2-7/8" x 1900 annulus

1.900" OD tubing with 1.610" ID
11 10 10rd, connection OD=2.110", annvlar area in 2-7/8" = L183 n"2
1f flush joint, annular area in =7/8" = 1,844 in"2

2-T/K" tubing

HERP Big Bore hydraolic set, straight pull shear release retrievahle
casing packer with 2=7/8" EU Srd box x pin to fit 5=1/2" 155179
casing, FKM (Viton) packing elements and Viton Orings

2=T/8" tubing

1.904 tubing run inside of 2-7/8"

: WX landing nipple, size 2-7/8" with 278" EU Brd box 1 pin
¥ 2.313" minimum 11 packing bore
n Mote: Used to land slickline plug to set HRP packer

P Perforated 2-7/8" pup joint & it long

1 - & 11 long locater seal assy to fit 2,188" ID PER,

1.900" N7 10rd or flush joint box up with 2.110" OD locater
L5 minimum 1D

Seal stack materinl Ryton/Viton/Teflun

A

PRR, 5 ft long with 2.188" polished bore,
with 2=7/8" EII 8rd box x pin

fiee

Arcowsel 1=X big bore casing packer with 278" EU 8rd
box x pin to {it 5=1/2" 15.517# casing
Viten packing elements, bypass seal, and Orings

=

|-

2=T/8" tubing

= Wireline eniry guide, size 2=T/8"

Lower zone injection thru 1.900" tubing

M
Monument Federal 41-18-9-16Y Concentric String Installation
Page 3




Spud Date: 06/20/96

Put on Production: 7/19/96
Put on injection: 07/16/02
GL: 6019° KB: 6029°

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH: § jts. (254.60")

DEPTH LANDED: 265’

HOLE SIZE: 12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, circ. 4 bbls to surf.

PRODUCTION CASING
CSG SIZE: 5-1/2”

Sundry Number: 28686 APl Well Number: 43013316460000

Wellbore Diagram

Monment Federal 41-18-9-16Y

FRAC JOB

7/02/96  5244’-5310°

7/08/96  4737°-4965°

7/08/96  4250°-4307"

8/6/01

7/16/02

11/07/06

11-03-06 5698°-5661"

42,168 gals 2% KCL wtr & 54,070
#20/40 ss and 98,380 # 16/30 ss. Used
1004 bbls wtr. Start forced closure flow
back @ 1.0 bpm. Flowed back 450 bbls
wir, 0 bbls wtr, and trace of sand.

18,900 gals 2% KCL wir & 50,000 #/
16/30 ss. No flow back

22,470 gals 2% KCL wtr and 78,230 #
16/30 mesh ss. 32.5 BPOM. Start forced
closure flow back @ .5 bpm, flow back
15 BW

Tubing job. Updated tubing & rod details.
Convert to injector

Recompletion (new perfs)

Frac CP1 and CP2 sand as follows:
19,014# 20/40 sand in 209 bbls lighning

17 frac fluid, treated w/ avg press of

GRADE-35 3000psi @ avg rate of 14.6 BPM. ISIP @
WEIGHT: 15.5# 1970 psi. Calc flush 2507, Acutal flush
1373

LENGTH: 137 jts. (5874’)

DEPTH LANDED: 5884’ KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Super “G” & 360 sxs 50/50 POZ.
CEMENT TOP: 900’ per CBL 6/26/96

TUBING

SIZE/GRADE/WT.: 2-7/8” / M-50 / 6.5#
NO. OF JOINTS: 133 jts (4190°)

HRP PKR LANDED AT: 4200’

NO. OF JOINTS: 1 jt

WX LANDING NIPPLE: 2-7/8"

PERF SUB: 2-7/8” (6")

NO. OF JOINTS: 16 jts

PERF SUB: 2-7/8” (6')

NO. OF JOINTS: 3 jts

PBR SEAL ASSY.: 2-7/8” (5°)
ARROWSET 1-X PKR LANDED AT 4850’
W.L. REENTRY GUIDE: 2-7/8"

Packer @ 4200’ =| ==

A E 42507-4254’ GB4

I

4290°-4300° GB6
4304°-4307° GB6

A -

HYE

M
i
A
—

c-i; 4737°-4742’ D1

Packer @ 4850” Lz_—_z
SIZE/GRADE/WT.: 1.90" 1] / J-55 / 2.76# EOT@4860" L = 10504965 (reper) B 5
NO. OF JOINTS: 154 jts (4851°)
TOTAL STRING LENGTH: 4860°
| | PERFORATION RECORD
= 5244’-5255" LODC 4250°-4254" 4 SPF 16 holes
:-E 5258'-5264' LODC 4290°-4300° 4 SPF 40 holes
= 5. 5 4304-4307 4 SPF 12 holes
T 52735277 LODC 4737474 7 holes
= 5283'-5295' LODC 11/02/06  4959°-4965’ 7 holes (reperf)
. 5244’-5255° 2 SPF 22 holes
= 33015310 LODE 5258'-5264" 2 SPF 12 holes
:| 5273-5277 2 SPF 8 holes
_ o 5283°-5205" 2 SPF 24 holes
- z‘é“’“ =5670%CP1 5301-5310° 2 SPF 18 holes
= 5684°-5698’ CP2 11/02/06  5661°-5670° 4 JSPF 36 holes
11/02/06  5684°-5698" 4 JSPF 56 holes
NEWFIELD
e || eemD@ss3w
Monument Federal 41-18-9-16
497" FNL & 424’ FEL TD @ 5900’

NENE Section 18-T9S-R16E
Duchesne Co, Utah
API #43-013-31646; Lease #U-74390

KS 6/18/12



Sundry Nunber: 32537 APl Well Nunber: 43013316460000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:
UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Water Injection Well

8. WELL NAME and NUMBER:
MON FED 41-18-9-16Y

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013316460000

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630 , Myton, UT, 84052

PHONE NUMBER:
435 646-4825 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:

0497 FNL 0424 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

Qtr/Qtr: NENE Section: 18 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT

- . I:‘ CHANGE TUBING
Approximate date work will start:

l:‘ CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS

l:‘ DEEPEN

l:‘ OPERATOR CHANGE

J SUBSEQUENT REPORT
Date of Work Completion:

11/20/2012

l:‘ FRACTURE TREAT
D PLUG AND ABANDON

l:‘ PRODUCTION START OR RESUME l:‘ RECLAMATION OF WELL SITE

l:‘ SPUD REPORT
Date of Spud:
l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL

l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

J OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

|:| CASING REPAIR

D CHANGE WELL NAME

|:| CONVERT WELL TYPE

|:| NEW CONSTRUCTION

D PLUG BACK

|:| RECOMPLETE DIFFERENT FORMATION
|:| TEMPORARY ABANDON

D WATER DISPOSAL

|:| APD EXTENSION

OTHER: IWate Isolation/Concentric In]

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had workover procedures performed - Water
Isolation/Concentric Injection, attached is a daily status report. On
11/13/2012 Chris Jesnen with the State of Utah was contacted
concerning the MIT on the above listed well. On 11/20/2012 the csg
was pressured up to 1270 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The thg
pressure for the 1.9 tbg was 200 psig and the tbg pressure for the
2-7/8" was 750 psig during the test. There was a State representative
available to witness the test - Chris Jensen. Newfield will identify this

well as Monument Federal 41-18-9-16YD.

Accepted by the
Utah Division of
Qil, Gas and Mining

2012

Date: December 12,

By: N

PHONE NUMBER
435 646-4874

TITLE
Water Services Technician

NAME (PLEASE PRINT)
Lucy Chavez-Naupoto

SIGNATURE
N/A

DATE
11/30/2012

RECEI VED: Nov.

30, 2012




Sundry Nunber: 32537 APl Well Nunber: 43013316460000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: Ohmeﬂigw , Date /) /120112 Time /0:27 (@Givppm

Test Conducted by: Kol Olspn
Others Present: )

——————

4] -18Y~9-16 Field: Mpnyment Buite |
Well Location: NE-/NE Sec 1% ,TAS,RIGE APINO: 47_ 013~ 3144(

Well:.

Time Casing Pressure
0 min 1270 psig
5 1270 psig
10 (2710 psig '\
15 (270  psig |
20 (270 psig
26 1270 psig
30 min 1270 psig
35 psig
40 ' psig
45 - psig
50 psig
55 psig
60 min psig

Tubing pressure: 750 //@() psig

‘Result: Fail

Signature of Witness:

Signature of Person Conducting Test: % L/ B(A/'




Sundry Nunber: 32537 APl Well Nunber: 43013316460000




Sundry Nunber: 32537 APl Well Nunber: 43013316460000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry
MON 41-18-9-16Y

9/1/2012 To 1/30/2013
11/12/2012 Day: 1 Water Isolation

WWS #5 on 11/12/2012 - MIRU check pressure, bleed off pressure off well for 4 hours. ND
wellhead UN-set 5 1/2". Arrow set-1 PKR stripe on 5,000 pound BOP RU floorand TBJ works
CWI. - MIRU check pressure, bleed off pressure off well for 4 hours. ND wellhead UN-set 5
1/2". Arrow set-1 PKR stripe on 5,000 pound BOP RU floorand TBJ works CWI. - MIRU check
pressure, bleed off pressure off well for 4 hours. ND wellhead UN-set 5 1/2". Arrow set-1 PKR
stripe on 5,000 pound BOP RU floorand TBJ works CWI. - - - CK pressure 1150 PSI Flush TBG
w/60bbls H20 CIRC 5 BBLS 15%acid push to EOT W/27 BBLS H20 reverse out W/40BBLS
CIRC SV to psmtest TBG to 3000PSI SV TOOH with 135 joints 2 7/8 TBG LP 5 1/2arrow set
packer PV and TIH w/ 5 1/2" bit and scrapper 135JTS CONT PV 47 JTS TAG fill @5678' 165" fill
bottom set of perfs covered TOOH w/47]JTS EOT @5190 CWI @ 4:00. - CK pressure 1150 PSI
Flush TBG w/60bbls H20 CIRC 5 BBLS 15%acid push to EOT W/27 BBLS H20 reverse out
W/40BBLS CIRC SV to psmtest TBG to 3000PSI SV TOOH with 135 joints 2 7/8 TBG LP 5
1/2arrow set packer PV and TIH w/ 5 1/2" bit and scrapper 135JTS CONT PV 47 JTS TAG fill
@5678' 165' fill bottom set of perfs covered TOOH w/47]JTS EOT @5190 CWI @ 4:00. - MIRU
check pressure, bleed off pressure off well for 4 hours. ND wellhead UN-set 5 1/2". Arrow set-
1 PKR stripe on 5,000 pound BOP RU floorand TBJ works CWI. - MIRU check pressure, bleed
off pressure off well for 4 hours. ND wellhead UN-set 5 1/2". Arrow set-1 PKR stripe on 5,000
pound BOP RU floorand TBJ works CWI. - - - CK pressure 1150 PSI Flush TBG w/60bbls H20
CIRC 5 BBLS 15%acid push to EOT W/27 BBLS H20 reverse out W/40BBLS CIRC SV to
psmtest TBG to 3000PSI SV TOOH with 135 joints 2 7/8 TBG LP 5 1/2arrow set packer PV and
TIH w/ 5 1/2" bit and scrapper 135]JTS CONT PV 47 JTS TAG fill @5678" 165’ fill bottom set of
perfs covered TOOH w/47]TS EOT @5190 CWI @ 4:00. - CK pressure 1150 PSI Flush TBG
w/60bbls H20 CIRC 5 BBLS 15%acid push to EOT W/27 BBLS H20 reverse out W/40BBLS
CIRC SV to psmtest TBG to 3000PSI SV TOOH with 135 joints 2 7/8 TBG LP 5 1/2arrow set
packer PV and TIH w/ 5 1/2" bit and scrapper 135]JTS CONT PV 47 JTS TAG fill @5678' 165" fill
bottom set of perfs covered TOOH w/47JTS EOT @5190 CWI @ 4:00. Finalized

Daily Cost: $0

Cumulative Cost: $32,500

11/13/2012 Day: 3 Water Isolation

WWS #5 on 11/13/2012 - TIH W/T, TOH Breaking and doping collar. - Thaw BOPs & check
TBG and casing pressure, TBG 1100psi CSG 1100psi, CIRC well, TIH W/47 JTS 2 7/8" TBG,
TAG @ 5678 RU Drill EQUIP CLC to 5774' Getting metal & cemant back in returns CIRC well
clean LD 31 JTS2 7/8" TBG TOOH breaking and redoping collars W/20 JTS CONT TOOH W/135
JTS, LD5 1/2 BIT and scrape, RD floor & TBG works, drain pump and grease, CWI@ 4:30. -
Thaw BOPs & check TBG and casing pressure, TBG 1100psi CSG 1100psi, CIRC well, TIH W/47
JTS 2 7/8" TBG, TAG @ 5678 RU Drill EQUIP CLC to 5774' Getting metal & cemant back in
returns CIRC well clean LD 31 JTS2 7/8" TBG TOOH breaking and redoping collars W/20 JTS
CONT TOOH W/135 JTS, LD5 1/2 BIT and scrape, RD floor & TBG works, drain pump and
grease, CWI@ 4:30.

Daily Cost: $0

Cumulative Cost: $45,760

11/14/2012 Day: 4 Water Isolation

http://www.inewfld.com/denver/SumActRpt.asp?RC=152158& API=4301331646&MinD... 11/26/2012



Sundry Nunber: 32537 APl Well Nunber: 43013316460000
Summary Rig Activity Page 2 of 3

WWS #5 on 11/14/2012 - Changed wellhead and set PKR. - Thaw BOPs ck press 1100PSI
bleedoff well ND 5000 BOPs, changed out wellhead NU 5000" BOPs RU floor and TBG works
PU & TIH W/ 5 1/2 arrow set-1 PKR W/ re entry guide 2 7/8 PBR W/2.188, polish BOPs 6' 2
7/8 perf sub 1 JT 2 7/8 TBG 6' 1 7/8 perf sub 2 7/8 WX landing nipple 20JTS 2 7/8 TBG 5 1/2
HRP HYD set PKR & 134 JTS 2 7/8 TBG RD floor & TBG works strip off 5000 BOPs set 5 1/2
arrow set-1 PKR W/15000 tension W/CB @ 4875 land TBG W/ TBG hanger RU wellhead CIRC
70 bbls fresh H20 & PKR Fuild down TBG CIRCWX plug to WX nipple try testing TBG would not
test, RIH with sand line set X -plugBall & seat washed out CWT @ 4:00. - Thaw BOPs ck press
1100PSI bleedoff well ND 5000 BOPs, changed out wellhead NU 5000" BOPs RU floor and TBG
works PU & TIH W/ 5 1/2 arrow set-1 PKR W/ re entry guide 2 7/8 PBR W/2.188, polish BOPs
6'2 7/8 perfsub 1JT 2 7/8 TBG 6' 1 7/8 perf sub 2 7/8 WX landing nipple 20JTS 2 7/8 TBG 5
1/2 HRP HYD set PKR & 134 JTS 2 7/8 TBG RD floor & TBG works strip off 5000 BOPs set 5
1/2 arrow set-1 PKR W/15000 tension W/CB @ 4875 land TBG W/ TBG hanger RU wellhead
CIRC 70 bbls fresh H20 & PKR Fuild down TBG CIRCWX plug to WX nipple try testing TBG
would not test, RIH with sand line set X -plugBall & seat washed out CWT @ 4:00. Finalized
Daily Cost: $0

Cumulative Cost: $51,865

11/15/2012 Day: 5 Water Isolation

WWS #5 on 11/15/2012 - flush TBG with H20 set PKR and tried to pressure test. No good
TOOH With TBG. - Thaw well Ck press TBG 1100 CSG 1100 PSI, Bleed off well flush TBG W/30
BBLS H20 CIRC X nipple SV to X-nipple Try Testing TBG no good RIH W/ sandline TAG SV Try
testing TBG No good TOOH W/ 77 JTS testing TBG no good TOOH W/ 78 JTS LD X-Nipple &
NIP SV,SV leaking wait op2 7/8 PSN TIH W/ 5 1/2 HRP arrow set-1 PKR,PBR 6' Sub 1 JTS €'
sub 2 7/8 PSN 20 JTS 2 7/8 TBG 5 1/2HRP PKR & 134J]TS RD floor and TBG worksstrip off
5000 BOPS set 5 1/2arrow set-1 PKR W/15000 tension 4875' land TBG W/TBG CIRC 70 BBLS
fresh H20 & PKR fluidDown TBG, CIRC SV TC PSN try tensoin TBG no good pressure up to
3000 psi & bleed to 0 in 30 seconds, RU & RIH W/ sandline RET SV CWI @5:30. - Thaw well
Ck press TBG 1100 CSG 1100 PSI, Bleed off well flush TBG W/30 BBLS H20 CIRC X nipple SV
to X-nipple Try Testing TBG no good RIH W/ sandline TAG SV Try testing TBG No good TOOH
W/ 77 JTS testing TBG no good TOOH W/ 78 JTS LD X-Nipple & NIP SV,SV leaking wait op2
7/8 PSN TIH W/ 5 1/2 HRP arrow set-1 PKR,PBR 6' Sub 1 JTS 6' sub 2 7/8 PSN 20 JTS 2 7/8
TBG 5 1/2HRP PKR & 134JTS RD floor and TBG worksstrip off 5000 BOPS set 5 1/2arrow set-1
PKR W/15000 tension 4875' land TBG W/TBG CIRC 70 BBLS fresh H20 & PKR fluidDown TBG,
CIRC SV TC PSN try tensoin TBG no good pressure up to 3000 psi & bleed to 0 in 30 seconds,
RU & RIH W/ sandline RET SV CWI @5:30. Finalized

Daily Cost: $0

Cumulative Cost: $58,720

11/16/2012 Day: 6 Water Isolation

WWS #5 on 11/16/2012 - RIH W/ TBG, pressure test TBG, CSG and PKR all tested good. -
Thaw well, CK press 1100 PSI flush TBG W/ 30BBLS H20 CIRC SV to PSN try testing found
hole in JT 84 LO & replace JT test TBG to 3000 PSI CK TIH W/84 JTS RO floor& TBJ works strip
off 5000 BOPs test TBG to 3000 PSI for 30 minutes good, RIT with sandline RIH SV pump 70
BBLS fresh H20 & PKR fluid CIRC SV to PSN set 5 1/2 PKR & 3500 PSI @ 4200 NU wellhead &
5000 BOPs RU floor & TBG, test CSG & PKR to 1500 PSI ok xever to690CWI @ 5:00. - Thaw
well, CK press 1100 PSI flush TBG W/ 30BBLS H20 CIRC SV to PSN try testing found hole in JT
84 LO & replace JT test TBG to 3000 PSI CK TIH W/84 JTS RO floor& TBJ works strip off 5000
BOPs test TBG to 3000 PSI for 30 minutes good, RIT with sandline RIH SV pump 70 BBLS
fresh H20 & PKR fluid CIRC SV to PSN set 5 1/2 PKR & 3500 PSI @ 4200 NU wellhead & 5000
BOPs RU floor & TBG, test CSG & PKR to 1500 PSI ok xever to690CWI @ 5:00.

Daily Cost: $0

http://www.inewfld.com/denver/SumActRpt.asp?RC=152158&API=4301331646&MinD... 11/26/2012



Sundry Nunber: 32537 APl Well Nunber: 43013316460000
Summary Rig Activity Page 3 of 3

Cumulative Cost: $79,859

11/26/2012 Day: 7 Water Isolation

Rigless on 11/26/2012 - Conduct MIT - On 11/13/2012 Chris Jensen with the State of Utah
DOGM was contacted concerning the MIT on the above listed well. On 11/20/2012 the csg was
pressured up to 1270 psig for 30 minutes with no pressure loss. The well was not injecting
during the test. The tbg pressure for the 1.9 tbg was 750 psig and the tbg pressure for the 2-
7/8" tbg was 200 psig during the test. There was a State representative avaiable to witness
the test - Chris Jensen. - On 11/13/2012 Chris Jensen with the State of Utah DOGM was
contacted concerning the MIT on the above listed well. On 11/20/2012 the csg was pressured
up to 1270 psig for 30 minutes with no pressure loss. The well was not injecting during the
test. The tbg pressure for the 1.9 tbg was 750 psig and the tbg pressure for the 2-7/8" thg
was 200 psig during the test. There was a State representative avaiable to witness the test -
Chris Jensen. Finalized

Daily Cost: $0

Cumulative Cost: $121,711

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152158& API=4301331646&MinD... 11/26/2012



Sundry Nunber: 32537 APl Well Nunber: 43013316460000

Siod Dafce (G20 Monment Federal 41-18-9-16Y

Put on Production: 7/19/96

Put on injection: 07/16/02 Injection
GL: 6019° KB: 6029’ Wellbore Diagram
SURFACE CASING __ FRAC JOB
CSG SIZE: 8-5/8” 7/02/96  5244°-5310° 42,168 gals 2% KCL wtr & 54,070
#20/40 ss and 98,380 # 16/30 ss. Used
GRADE: J-55 1004 bbls wtr. Start forced closure flow
WEIGHT:24# back @ 1.0 bpm. Flowed back 450 bbls
wtr, 0 bbls wtr, and trace of sand.
LENGTH: 5 jts. (254.60")
7/08/96  4737-4965° 18,900 gals 2% KCL wtr & 50,000 #/
DEPTH LANDED: 265° 16/30 ss. No flow back.
HOLE SIZE: 12-1/4” Z x 7/08/96  4250°-4307° 22,470 gals 2% KCL wtr and 78,230 #
CEMENT DATA: 160 sxs Class “G” cmt, circ. 4 bbls to surf 16/30 mesh ss. 32.5 BPOM. Start forced

closure flow back @ .5 bpm, flow back

15 BW.
8/6/01 Tubing job. Updated tubing & rod details.
7/16/02 Convert to injector.
TOC @ 900" | | 11/07/06 Recompletion (new perfs)

11-03-06 5698-5661  Frac CP1 and CP2 sand as follows:
PRODUCTION CASING 19,014# 20/40 sand in 209 bbls lighning

CSG SIZE: 5-1/2” 17 frac fluid, treated w/ avg press of
3000psi @ avg rate of 14.6 BPM. ISIP @

URADE:I > 1970 psi. Calc flush 2507, Acutal flush
WEIGHT: 15.5# 1373
LENGTH: 137 jts. (5874°) 11/15/12 Concentric Injection Procedure completed
DEPTH LANDED: 5884’ KB — dual injection lines installed — 2 packers set.
HOLE SIZE: 7-7/8” 11/20/12 MIT Finalized — tbg detail updated
CEMENT DATA: 300 sxs Super “G” & 360 sxs 50/50 POZ.
CEMENT TOP: 900’ per CBL 6/26/96
IUBING = | Packer @ 4202
SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#
TBG HANGER 5-1/2"/1-55/0.5
NO. OF JOINTS: 134 ts. (4187.4")
HRP PKR 5-1/2” @ 4202’ == — 4250°-4254°
TBG 20 jts (621.4%) :Q i 4290°-4300°
X NIPPLE 2-7/8” AT: 4826.5" ] []
PERF SUB AT: 4827.6" == = 4304°-4307
TBG 1t (28.7")
PBR AT: 4862.5”
ARROW #1 PKR CE AT: 4869° = ST 47374742
RE-ENTRY GUIDE AT: 4873.5" T | Packer @ 4869° PERFORATION RECORD
=] EOT @ 4880’
CONCENTRIC STRING 4250’-4254° 4 SPF 16 holes

4290°-4300° 4 SPF 40 holes
5 5 4304°-4307 4 SPF 12 holes
TBG HANGER 2-3/8” / J-55 (0.5”) proatycadd ol
1.9” 17/ 2.76#/ J-55 TBG PUP TOP AT: 10’ 11/02/06  4959°-4965° 7 holes (reperf)

1.9” 11/ 2.76#/ J-55 TBG PUP TOP AT: 43’ 3244-5255" 2SPF 22holes

4959°-4965 (reperf)

5044°-5255° 5258°-5264" 2 SPF 12 holes
1.90” 1J/2.76#/ J-55 TBG: 144 jts (4818.3") 5273'-5277° 2SPF 8 holes
5258°-5264° 5283-5295° 2 SPF 24 holes

PBR STINGER AT” 4871” (2.8°) 5301°-5310° 2 SPF 18 holes

TOTAL STRING LENGTH: EOT @ 4380’ S2TBIR2TY 11/02/06 5661°-5670° 4 JSPF 36 holes
52837-5295° 11/02/06 5684°-5698° 4 JSPF 56 holes

= == 53015310

== == 5661’-5670°

:E E: 5684°-5698°

NEWFIELD
Monument Federal 41-18-9-16 ; PBID @ 5838"
497" FNL & 424’ FEL TD @ 5900°
NENE Section 18-T9S-R16E
Duchesne Co, Utah
API #43-013-31646; Lease #U-74390

LCN 11/29/12



Sundry Nunmber: 34122 APl Well Nunber: 43013316460000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING UT0-74390 '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 41-18-9-16YD
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316460000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0497 FNL 0424 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NENE Section: 18 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
] NOTICE OF INTENT [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
Approximate date work will start:
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
v’ SUBSEQUENT REPORT
Date of Work Completion: D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D SPUD REPORT D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
Date of Spud:
D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT D D |:|
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
D WILDCAT WELL DETERMINATION v’ OTHER OTHER: Ilnitial Injection Pressure I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company requests Initial injection pressure on Approved by the
above listed concentric injection well to be the same in both upper and Utah Division of
lower zones - 1918 psi..>>>>>>>>>>>> Based on .82 psi/ft frac Oil, Gas and Mining

gradient submitted by Newfield, max. injection pressure is approved at Date: February 06, 2013

1700 psi-BH
By: E}J

™,

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE

N/A 1/25/2013

RECEI VED: Jan. 25, 2013




Sundry Nunmber: 34122 APl Well Nunber: 43013316460000

UTAH

DNR

.-A‘....('

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

OIL, GAS & MINING

Sundry Conditions of Approval Well Number 43013316460000

Based on .84 psi/ft frac gradient submitted by Newfield, max. injection pressure is approved at
1700 psi-BH

RECEI VED: Feb. 06, 2013



Sundry Nunber: 54930 APl Well Nunber: 43013316460000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:

UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Water Injection Well

8. WELL NAME and NUMBER:
MON FED 41-18-9-16YD

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013316460000

PHONE NUMBER:
435 646-4825 Ext

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630 , Myton, UT, 84052

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:
0497 FNL 0424 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
Qtr/Qtr: NENE Section: 18 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT
Approximate date work will start:

l:‘ CHANGE TUBING

l:‘ CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS

l:‘ DEEPEN

l:‘ OPERATOR CHANGE

J SUBSEQUENT REPORT
Date of Work Completion:

8/26/2014

l:‘ FRACTURE TREAT
D PLUG AND ABANDON

l:‘ PRODUCTION START OR RESUME l:‘ RECLAMATION OF WELL SITE

l:‘ SPUD REPORT
Date of Spud:

l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL

l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

J OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

|:| CASING REPAIR

D CHANGE WELL NAME

|:| CONVERT WELL TYPE

|:| NEW CONSTRUCTION

D PLUG BACK

|:| RECOMPLETE DIFFERENT FORMATION
|:| TEMPORARY ABANDON

D WATER DISPOSAL

|:| APD EXTENSION

OTHER: IWorkover MIT I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had workover procedures performed - packer

repair, attached is a daily status report. On 08/25/2014 Chris Jesnen
with the State of Utah was contacted concerning the MIT on the above
listed well. On 08/26/2014 the csg was pressured up to 1541 psig and
charted for 30 minutes with no pressure loss. The well was not injecting

Accepted by the
Utah Division of
Qil, Gas and Mining

September 04, 2014
te: !

during the test. The tbg pressure for the 1.9 tbg was 1100 psig and the By:
tbg pressure for the 2-7/8" was 0 psig during the test. There was not a

State representative available to witness the test.
NAME (PLEASE PRINT) PHONE NUMBER | TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE
N/A 8/28/2014

RECEI VED: Aug. 28, 2014




Sundry Nunber: 54930 APl Well Nunber: 43013316460000

Mechanical Integrity Test
asing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: Datezi_}_?é! 20/7 Time /0 1 @;’ pm
TestConducted by: 257,50  [Beane
Others Present:

Field: Monument Botle,

APINo: 73-0¢(3-3/5 o

7’ S Ri e
Time Casing Pressure

0 min AW psig

5 /54 ( psig

10 Y Yoy psig

15 /<l psig

20 s psig

25 [SH2- psig

30 min 15°%/ psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: / /ﬁO /O psig
4y

Resuilt: Pass Fail

Signature of Witness: B an
Signature of Person Conducting Test:




00:90- 00:90- 00:90- 00:90- 0090~
¥102/92/8 ¥102/92/8 ¥102/92/8 y10z/92/8 ¥10Z/92/8
WY 0007 1T WY OFTETT WY 0Z:€C°TT WY 00'ST-TT WV 0190 TT

43013316460000

Vel | Nunber:

54930 API

Sundry Nunber :

= _ IS L A i

n _ " " s L 1 L L i i

|

wl

| E————

L

(a1nssaig ainjosqy

WV 00:50:TT ¥10Z/92/8

(FT0Z-92-8 LI Y4omal) 9T-6-8T-T{ ‘PO JUSWNUOWN

) @INjosqy ISd

Isd

(



43013316460000

Vel | Nunber:

54930 API

Sundry Nunber :

¥102/82/8 :pajulid Hoday /1 abed

WO PlalJMAL MMM

Hoday Alewwng jlejaq qor

SIP ~pGL /M HIL '(M3N) NSd NI : GGl og:el
JUBUILLOD Bl pug BiUll UBIS
yearg younT 0sEl 00:€l
WBLIWLTT) aus| pusg By uels
Bums J0 AepA PIN SIEJI0D UO IBSAA POOION (IO U0 JBSAA ) UM XLSY MEd ‘ANS Had 9 -2 A1 'sir
-0z Ind'(pabeweq sep 1aqqny 30 dot) ¥dH @1 ‘(L8-62)s1r -€ @7 ‘08 # I Ul S|0H PalesoT 'Sif -4EL /M HOOd * 00:€L 00:41
JUSLWILWICT) BuHi pu3 2l | UBS
Bay I 01 6AL /p MA0Z PBWC O/H - 00'LL 0£:0l
WaWoD sl puz B LEIS
B0 woi4 JusWAOW pINld 'SIF -Z1 /M HOOd 'BS0 Wol4 uonedunwwo) oN "HMd pases|aiay : 0€:01 GL.0L
uslwiod il pug aln| s
1sd00z1-006 @ Bal /p apioolg /M MA09 /M paysni4 O/H MING - G1:01 00:60
JUSWILLIOD an | pug AL URS
18S MOLY 9SE3I9Y & 00:60 G¥:80
WBlWeT)y 2uli] pus i) Ues
JOOIIOM
NY ‘sdOd NN '19buey Bq1 SN ‘(9sealed 0} #0000€) HdH ses|dy ‘Ind BsD ‘aAleA HM AN 'sdOd AN S¥:80 0£:20
WSO swil pu3 Bl uBS
1 Z 0} umoQ moig 'NMO ‘18d0G6 dLIS 1sd0 dDIS : 0£:20 00:20
o) Ll pU3 Bl LIS
Buneapy Alsjes 00:20 00:90
uawwo aluil pu3d aunl Ueig
[AR11/D 00:90 0£:50
WBLWeD awy pul S LEs
slejjoD Burdoq 3 Bupiesig HOOd ¥102/L/8 y102/L/8
Aspuswing AIAGoY Jupz sleq pu3 Loday 120 LS Wodsy |
ne11/o o8l 00:81
SO sy pusg Bl yeEs
N4IMS : 00:81 008l
WEWWOD sui) pus Bl VeI
dn ues|D J0OWMIOM Y .8/L T 104 OX: 0081 GLZL
JUSLLIOD alwi) pus Bl VUEIS |
sjeag 0} abeweQq
snouasg oN) Jabuig a1 ‘sir -p¥ L /M HOOd ‘Sans .9'» 2 I -1 A7 '"Yed woid 196uls ,006'L SN 01 #000°01 G121} GLG)
IUELIOD) alil pus Bl UBis
JOOHOM NY ‘d0Od NN 'sdOg 1saL uonouny Yabuey 6g1 sn *sa1l/ AN G161 Grigl
) Bwil pu3 WL LEIS
10 X4N @ uoissnosig Ajajeg maid Gpicl Syl
) 2wy pug SWiL VeS|
siy g 10351 7 01 Bba) 006 woud s|gg2.L ¥oeg pamold ‘NMO '18dosel (.006'1)dSOIS 1sdogl dLIS 1sdooe dOIS o an ociLlL
) Wil pul Bwil VeS|
nsny : ogiLl GLLL
USWILDD Buij pug S :ﬂm.
Bunesiy Aajes GLiLL 00:LL
JUSUILOTY swil| pus awnj pels
£1-8-GE-YZ Wol- pano 00'LL 0£:60
JUBLULLOT) aunj pug Wi yers
NAIN ¥102/9/8 $102/9/8
Aewwns Apanoy Jurz 3jeg pus peday sleg peis boday
suonesadQ Ajleg
¥102/92/8 ¥102/9/8 sueday
Sieg pusg gor S| Uels qor adA) qor fuswud
sqop
A91-6-8L-l¥ UON :SweN [IPM

ATHIAMHEN




43013316460000

: 54930 APl Wel |l Nunber:

Sundry Nunber

#10Z/82Z/8 :psjuLd Hoday yiz abed WO P|2MIU" MMM
‘Jaddesds 18 HOOd ‘S -0F @ 131 poo9 ‘sip-0) Aiaag Buisal /m HOOd '1sdooog o1 6a1 1d (o[ G1:80
UBWWwoD Ul pu3 |sun] ueig
189S 0} MF0E paduid MING ‘MeA/S doiq ‘SjoH Ul S -GG - G180 0€:20
jusalwog SWILL puj aul| Lelg
Y1 Z 0} SIagge Xoed mold ‘NMO 18d528 d.LIS 18d5z8 dDIS 0€:20 00:20
juawwod aw|) pugy auWl] Uel1s
Bunespy Alojes 00:20 00:90
BWWOoD suw| pug oWl HEIS
[ARILID 00:90 0£:50
Juswwo) Wl puy awi] yels
sea sjedoT oL Buki] Bqg) Bunse] ainssaid snupuod|  +102Z/11/8 1L0Z/LL/8
Arewwns Aoy JUrg oleQ pu3 podey sleg Uelg uodey
[ABIL/D INDOES 01 00'S ‘TMIMS oglL 00:21
juswwod sl pu3l swll yels
BI0H Ul ¥37 SI" -GG ‘ABA/S PaASLIDY 00:21 0c:9l
WBWWOYD QWi puz swii ueis
sisal g u
Bay @ wiy Jad 1sdog Buiso) 1sdo00E 01 1d SIP-01 M HOOd :G+:ZL ‘HOOL aiuym Bunsa | palsebbng Jesuibuz : 0c:9l o1}
juswo) suwnl pu3j allll Uejs
sowi| ¢ pajdwaly ‘ssoT I Jod Isd/ 1sa oN ‘Isdpoog 01 6qL 1d ‘N4 Bulreway sjoH : S¥zlL 00:2t
JUsWIWOg |wnl pu3 swiL yeis
SAIB//S 1B8S 'SUI/S /M HIY ‘ME0L pawd O/H ‘Alen/S doug - 00:2l 0g11
Uslwiwo) 3wl pu3z awl) yels
aploolg /M ME0Y /m Bq1 pausnid O/H MING oLl G¥:01
JUSLWIWOD awn pul awi] yeis
|21 uo sir -6€ A1: S¥:0l G101
uswwod Bwi| pug |ulll uelg
‘(096 ® bBury sje2S ,£)(lI14 ON) .8£8S @ 14 Bel ‘UINGY J9lIel L 104 PSI_A ‘SIP -0Z Nd G101 00:60
Juswwod Wil pul Swll Yels
SIP ~€G1 /M HIL ‘Jaddeios g ug ybneis NN 00:60 G180
Jjuswiwod |Wlj puzg |l ueyg
110D JayioAong @gd S -2 /M HOOd : G180 0€:20
Juswuwon awi) pu3 awIl Ueis
31 Z 0} umoQg molg ‘NMO '18d0G9 dLIS 18d0s9 dOIS : 0€:20 00:20
JUSLULICY 3l pu3g suit] Ue)s
Bunesy Aajes 00:20 00:90
WsLwo) awl] pu3g 3wl Uels
IARILID 00:90 0£:60
UsLWWoy aun] pu3g awlj el
ladderng 3 ug Nd ¥102/8/8 ¥102/8/8
fewuwing QINRY JUpZ 8jeg pu3 poday sjeq yelg Hodey
Ine1] /9 NDOE:Z 01 00:2 ‘NAIMS 0£:61 Sy:glL
juswiuod awl) pul |swil yeig
1|00 Jaylokiang amg sir-08 bqL /m HOOd ! S8l 09l
UsWwwo) swll pu3 awl Heys
ABA/S 2ALI9Y ! 0g:91 00:91
JUSWWOYD awl] pu3z W] uels
$507 aunssald ajg(dwo) 15dopog 01 6gL 1d ‘Ind Buluieway sjoH : 00:91 G¥Sl
JUSWIWOYD || pu3g |Wwl] Ue)g
ABA/S 1BSS 0} BUIT/S /M HIY 8 NN ‘Alep/S douq S¥Gl TR
JUaLIWOD awi] pug awil yeis

A91-6-81-Iy UON :DWEN [I9M

uoday Aiewwing |iejaqg qor

A THIAMEN




43013316460000

Vel | Nunber:

54930 API

Sundry Nunber :

¥102/82/8 :pajulid Hoday vie abed

IO PJOIJMBU" MMM

[AB11/D 00:90 0£:50
Juswed swi| pu3 awil yels
LIN|  vLoz/ELg ¥10Z/EL/8
ABwns ANAnYY Iy Z 9)eq pu3 voday 2)eq pelS Hoday
[eAI1/D 00:61 oc:gl
JUSWILWED slwi) pu3 alwi] pejs
NJIMS ‘119 od 01 gns UQ BumiepA BaL 'SG JO SIF v¥L '06'} 126uL1S dad /M HiY Builiels Wd 0g:8l 00:91
IUSUIIOT) awil puz awil yeis
vO.8¥ ¥) Bal 0671 104 1abuis Had piopauieap Nid 00:91 SPSl
JuBsLwWod swil pug Su| Ueis
joodsg Buipue N/N '1S8L 009 INd00-Z G¥:Gl 00:S1
3 awl| pul awil Ue1g
655159 0L LIN /d 'JH 9UO U] Isd 0G SS07 sa1d AI2sqO ‘1sd00g | 01 sninuuy 1 d (N4 Butulewsy ajoH 00:Gl GL:0lL
) |wn| pu3 ali] yeis
anjeA BUIpM S NN ¢ 5101 G160
UBWWweD swil pug awil Jeis
SA[BA/S BASLISY : 660 0£:60
JUSWLGD auwl] pug awil yeys
1sdpO¥E ",902¥® IO UM ddH .Z/L G18S - 0£:60 0£:80
SIS swi| pu3 swi yers
"ML Z 0} MAG09 211D ‘SNINUUY/P SPINIY ¥Md /M M09 Padiid O/H MINE 0£:80 0£:20
IUSLULLIGTY alil pug awi| yers
aneA BUIM ON YL Z 03 sSald pamold 'NMO ‘154009 d LIS tsdovg dO1S 0£:20 00:20
QIVELTTIN oy ] awif puzg ENVIRIL Y
Bunsap Aivjes 00:20 00:90
%) aw|) pu3 3wl yels
ABIL/D 00:90 0£:50
) awll pu3 sl yeis
006'L /M HIL “¥Md ddH 188 ‘BsD1sal|  pL0Z/ZL/8 $102/24/8
Krwwng Apansy IyyZ 8)e@ pug Hoday e UEIS Hoday
[nel1/D 0061 oc:8l
B swiL pug auwlj yels
N4IMS :0€:9 ‘anjea Buipi Mg
NN ‘1ebuey Bq] 189S ‘UoISUS ] JO #000EL /M 88F @ T30 UM 189S MOLIY ,Z/L G 188 'Sd0d AN “JOOIMIOM O 0c:8l Syl
USWIWCD aun) pug awi| pers
dinb3 up wess : Syl ogLl
juslwoe sl pu3 ouwll Heig
ABA/S BABUIDY : 0g:ll 00:.1
uauwed awil puy suwiL pyeig
189 [euld [jun sir-0z Jon3 1sdppoz 01 BaL 1d O/H ¢ 00:41 oyl
juswwod swi] puzy awil yeis
189S 0] BUIT/S /M HIY ‘MeA/S doid 0¥l 00:%1
jusiiwod aw| pug awll yels
SIM -0z /M HIL ‘M3N 10} SIr -0Z OX 'S -86 /M HIL 00:%1 occl
o] swi| pug awlL yels
Ui 198 PAH dYH .Z/L G ‘S .8/ 2 -02 'NSd 'dNS Hed .9 X.8/L
Z-1 W .8/LZ-1'anNS Had 9 X,8/L Z -1 ‘u881'C HAd 48/2 2 "UMdX-LSY .2/ G ‘BPIND3Y TM :$MO||0 SE YHE NIA - ocgl 00:€l
JUSWLWIOD) awi| puz awil yeis
SJe|0D 4 *® 9 HOOd ‘Mg0E/M pausni4 O/H MING “(M3N) s -02 Nd * 00:€l (AN
uswwod awi| pug s pes

Joday Alewwng jlejaq qor

A91-6-8L-L¥ UOIN :dWeN [|IoM

A THIIMEN




43013316460000

: 54930 APl Wel |l Nunber:

Sundry Nunber

¥102/82/8 :pajulid Hoday viv obed

Wod plamsummm

1S9} 2} SSAUNM O] 3|qe|iBAR SAljEjuasaidal ajelS e jou sem 213y 1sa) sy} Buunp Bisd o sem ,8//
-z ay] Joj ainssaid Bqy ay) pue Bisd 0oL | sem 6q1 6°1 oy} Joj ainssaud Ba} sy “1se) 8y} Buunp Bunoalul jou sem
Ilom 3y ‘sso| ainssaid ou Yum sajnuI Qg 1o} papeyd pue Bisd |51 0} dn painssaid sem Bso aui #102/92/80 UO

Hoday Alewwng jlejaq qor

‘[loM pa}si| SA0QE BU} U0 | || 9Y) BuiuIsDusD pejorIucd SEM BN JO SIBIS SU} UM uausar sUUD #102/52/80 UO oviLL oLiLL
35} swi| pug alll Ues
1IN 10Npuod|  ¥102/92/8 ¥102/92/8
fewwng AJARY JuyzZ aj)eq pu3j poday aleg LELS Lodey
Bry Buiroly papels 0g:0l S¥:60
Juswiwody awn| pu3g Swil Hels
umop by pels St:60 S:80
JLBWWwoy awil pug awli| yels
By 1O USem oL MINE N/ S+:80 G180
jusLuwo) |wi| pu3 |l 1ejs
981 uondaful /N G1:80 00:80
JusWwwon swif pug BWI| Yels
UMOQ PUBSNOU G /M PESH [I9AA U] pue JaBueH n/d ‘06°L I | AnS L X,¥X.8 N/d 00:80 S0
juswwod sul] pug Wl Lelg
aneA Buipy /N YL Z 01 5831d Pamold ‘NMO 154009 dLIS 1sd009 dOIS Gv:20 00:20
Juswiwoyd swi] puz awl| Ueig
Bunesiy Alejes 00:20 00:90
juswiwod aw| puz QWi ueis
A91-6-8L-L¥ UOIN :BWEN |IPM

dTHIAMHAN




Sundry Nunber: 54930 APl Well Nunber: 43013316460000
E :

NEEW_FI LD Schematic
Well Name: Mon 41-18-9-16Y
Surface Legal Lacation APLUWI Well RC Lease State/Province Field Name County
18-9S-16E 43013316480000| 500151758 Utah GMBU CTB3 |DUCHESNE
Spud Date Rig Release Date  |On Production Date [Oniginal KB Elevauon (ft) Ground Elevation (ft) Total Depth All (TVD) (ftKB) PBTD (All) (ftiKB)

| 7/19/1996 6,029 6,019 Original Hole - 5,839.1

Most Recent Job

Job Category Primary Job Type Secondary Job Type Job Start Date Job End Date
Production / Workover Repairs Packer Repair 8/6/2014 8/26/2014
TD: 5,900.0 Vertical - Original Hole, 8/28/2014 7:33:48 AM
TVD
MD (ftKB) | (ftKB) Incl (°) DLS Vertical schematic (actual)
DLS (°...
9.8 A
' : 7-1; Tubing Hanger; 2 3/8; 1.195; 10-11; 0.90
10.8 = = 7-2: Tubing; 1.90; 1.650; 11-44; 33.00
ey : 7-3; Tubing Pup Joint; 1.90; 1.650; 44-57; 13,00
264.8 . ~4—11; Surface; 8 5/8 in; 8.097 in; 10-265 ftKB; 254,60 ft |
908.1 _ . 6-1; Tubing; 2 7/8; 2.441; 10-4,214; 4,203.61
' g 7-4; Tubing; 1.90; 1.650; 57-4,875; 4,818.00
= o 6-2;, HRP Packer; 5 1/2; 4.950; 4,214-4,221; 7.20
4,220.8
Perforated; 4,250-4,254; 7/8/1996
42539
! Perforated; 4,290-4,300, 7/8/1996
4,299.9
e Perforated; 4,304-4,307; 7/8/1996
- : 6-3; Tubing; 2 7/8; 2.441,; 4,221-4,842; 621.40
l Perforated; 4,737-4,742; 7/5/1996
4,742.1
48432 . 6-4; Pump Seating Nipple; 2 7/8; 4,842-4 843; 1.10
' . Pty 6-5; Perforated Joint; 2 7/8; 4,843-4,849; 6.10
4875.0 - 6-6; Tubing; 2 7/8; 2.441; 4,849-4,878; 28.70
. . 7-5: On-Off Tool/ Stinger; 1.90; 1.650; 4,875-4,879; 4.48
48793 6-7; Perforated Joint; 2 7/8; 4,878-4,884; 6.10
ol - ! 6-8; Seal Bore Receptacle; 2 7/8; 4,884-4,890; 6.20
R — %. 6-9; Packer; 5 1/2; 4.950; 4,890-4,897; 6.95
o042 B 6-10; Wireline Guide; 2 7/8; 4,897-4,904; 7.00
T % Perforated; 4,959-4,965, 7/5/1996
4,964.9 &ﬁ Perforated; 4,959-4,966; 11/2/2006
w
52441 e -
' R Perforated; 5,244-5,255; 7/1/1996
5,257.9 w |
' = Perforated; 5,258-5,264; 7/1/1996
5,273.0 8
' e : Perforated; 5,273-5,277; 7/1/1996
5,283.1 =8 i
' i Perforated; 5,283-5,295; 7/1/1996
5,300.9 58 _
' LR Perforated; 5,301-5,310; 7/1/1996
56611 552
' o Perforated; 5,661-5,670; 11/2/2006
5,684.1 e
' =5l Perforated; 5,684-5,698; 11/2/2006
5,839.2
5,883.2 ;
A—[2: Production; 5 1/2 in; 4.950 in; 10-5,884 ftKB, 5.874.15 ft |
5,899.9 -
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Sundry Nunber: 54930 APl Well Nunber: 43013316460000
N EWFIELD Newfield Wellbore Diagram Data
Surface Legal Location APIUWI Lease
18-9S-16E 43013316460000
Courity State/Province Basin Field Name
DUCHESNE Utah Uintah Basin GMBU CTB3
Well Start Dale Spud Date Final Rig Releasa Date On Production Date
6/20/1996 7/19/1996
Original KB Elevation (ff) | Ground Elevation () Tolal Depln (ftKB) Total Depth All (1VD) (NKB) PBTD (Al]) (ftKB)
6,029 6,019 5,900.0 Original Hole - 5,839.1
Casing Strings
Csg Des Run Date 0D (in) 1D (in) Wh/Len (Ib/ft) Grade Set Deplh (ftKB)
Surface 6/21/1996 8 5/8 8.097 24.00 |J-55 265
Production 6/27/1996 51/2 4.950 15.50|J-55 5,884
Cement
String: Surface, 265ftKB 6/21/1996
Cemanling Company Top Deplh (flIKB) Bottorn Depth (ftKB) Full Retum? Vol Cement Ret (bbl)
BJ Services Company 10.0 280.0
Fluid Description Fluid Type Amount (sacks) Class Estimated Top (ftKB)
160 SXS + 2% CaCl + 1/4#/SK CELLO FLAKE BY BJ SERVICES Lead 160|G 10.0
String: Production, 5,884ftKB 6/27/1996
Cementing Company Top Deplh (ftKB} Bottom Deplh (ftKB) Full Return? Vol Cement Ret (bbl)
BJ Services Company 08.0 5,900.0
Fluid Description Fluid Type Amount (sacks) Class Estimated Top (ftKB)
300 SXS SUPER "G" + 2% SALT + 2% GEL + 2#/SK KOL-SEAL + 1/4#/SK Lead 300|G 908.0
CELLO FLAKES + 20# OF STATIC FREE
Fluid Dascriplion Fiud Type Amount (sacks) Class Estimated Top (AKB)
360 SXS 50/50 POZ + 2% GEL + 1/4#/SX CELLO FLAKE + 2#/SX KOLSEAL Tail 360|50/50 POZ 3,404.0
Tubing Strings
Tubing Description Run Date Set Depth (TIKB)
Tubing 8/13/2014 4,904.4
ltem Des Jits OD (in) 1D (in) Wi (Ib/ft} Grade Len (ft) Top (ftKB} Bim (ftKB)
Tubing 133 27/8 2.441 6.50|J-55 4,203.61 10.0 4,213.6
HRP Packer 1 5112 4.950 7.20 4,213.6 4,220.8
Tubing 20 27/8 2.441 6.50|J-55 621.40 4,220.8 48422
Pump Seating Nipple 1 27/8 1.10 4,842.2 4,843.3
Perforated Joint 1 27/8 6.10 4,843.3 4,849.4
Tubing 1 2718 2.441 6.50 | J-55 28.70 4,849.4 4,878.1
Perforated Joint 1 27/8 6.10 4,878.1 4,884.2
Seal Bore Receptacle 1 2718 6.20 4,884.2 4,890.4
Packer 1 5172 4.950 6.95 4,890.4 4,897.4
Wireline Guide 1 27/8 7.00 4,897.4 4,904.4
Tubing Description Run Date Set Deplh (KB)
Tubing 8/13/2014 4,879.4
Item Des Jls QOD (in) 1D (in) Wi (Ib/ft) Grade Len (ft) Top (ftKB) Btm (ftKB)
Tubing Hanger 1 23/8 1.195 0.90 10.0 10.9
Tubing 1 1.9 1.650 2.40|J-55 33.00 10.9 43.9
Tubing Pup Joint 1 1.9 1.650 13.00 43.9 56.9
Tubing 144 1.9 1.650 2.40|J-55 4,818.00 56.9 4,874.9
On-Off Tool/ Stinger 1 1.9 1.650 4.48 4,874.9 4,879.4
'Rod Strings
Rod Description Run Date Set Depth (fiKB)
Item Des Jts OD (in) Wt (Ib/ft) Grade Len (ft) Top (ftKB) Btm (ftKB)
Perforation Intervals
Stage# Zone Top (KB} Btm (ftKB) Shot Dens (shots/ft) Phasing (°) Nom Hole Dia (in) Date
3 |GB4/GB86, Original Hole 4,250 4,254 4 a0 71811996
3| GB4/GB86, Original Hole 4,290 4,300 4 90 7/8/1996
3| GB4/GB86, Original Hole 4,304 4,307 4 90 718/1996
2 |D1/B.5, Original Hole 4,737 4,742 1 360 7/5/1996
2 |D1/B.5, Original Hole 4,959 4,965 1 360 7/5/1996
5|B.5, Original Hole 4,959 4,966 4 90 11/2/2006
1|LODC, Original Hole 5,244 5,255 2 180 71111996
1|LODC, Original Hole 5,258 5,264 2 180 71171996
1|LODC, Original Hole 5,273 5,277 2 180 71111996
1|LODC, Original Hole 5,283 5,295 2 180 7/1/1996
1|LODC, Original Hole 5,301 5,310 2 180 7/1/1996
www.newfield.com Page 1/2 Report Printed: 8/28/2014




Sundry Nunber: 54930 APl Well Nunber: 43013316460000

NEWFIELD Newfield Wellbore Diagram Data

&_ Mon 41-18-9-16Y

Perforation Intervais

Stage# Zone Top (ftKB) Bim (ftKB) Shot Dens (shots/ft) Phasing (°) Nom Hole Dia (in) Date
4 |CP1/CP2, Original Hole 5,661 5,670 4 90 11/2/2006
4 |CP1/CP2, Original Hole 5,684 5,698 4 90 11/2/2006
Stimulations & Treatments
Stage# ISIP. (psi) Frac Gradient (psifft) Max Rate (bbl/min) Max PS| (psi) Total Clean Vol (bbl) Total Slurry Vol (bbl) Vol Recov (bbl)
1 2,600 0.933 40.9 3,010
2 1,980 0.848 35.1 4,900
3 2,350 0.989 331 2,880
3 2,350 0.989 331 2,880
4 1,970 0.78 14.7 3,200
[§] 2,490 0.94 14.5 4,180
5 2,390 1.0
Proppant
Total Prop Vol Pumped
Stage# {Ib} Total Add Amount
1 Proppant Bulk Sand 54070 Ib
2 Proppant Bulk Sand 50000 Ib
3 Proppant Bulk Sand 78230 Ib
3 Proppant Bulk Sand 78230 Ib
4 Proppant Bulk Sand 19014 Ib
6 Proppant Bulk Sand 23175 Ib
5

www.newfield.com Page 2/2 Report Printed: 8/28/2014




Sundry Nunber: 61290 API Well Nunber: 43013316460000

FORM 9

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING UT0-74390 '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 41-18-9-16YD
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316460000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0497 FNL 0424 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NENE Section: 18 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
] NOTICE OF INTENT [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
Approximate date work will start:
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
v‘( SUBSEQUENT REPORT
Date of Work Completion: D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D SPUD REPORT D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
Date of Spud:
D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT D D |:|
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
D WILDCAT WELL DETERMINATION J OTHER OTHER: IStep Rate Test I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

A step rate test was conducted on the lower zone of the subject well on Accepted by the
11/19/2014. Results from the test indicate that the fracture gradient is Utah Division of
0.813 psi/ft. Therefore, Newfield is requesting that the maximum Oil, Gas and Mining
allowable injection pressure (MAIP) be changed from 1700 psi to 1850 Date:
psi.

By:

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE

N/A 3/3/2015

RECEI VED: Mar. 03, 2015




Sundry Nunber :

61290 API

Vel |l Nunber: 43013316460000

Monument Federal 41-18-9-16D
Greater Monument Butte Unit
Step Rate Test
November 19, 2014
2100
2000 7
."7?
e
@ 1900
S
7
7]
£ 1800
7z
>
7
1700 — -
7z
7z
1600 /
7z
1500 7
r 4
Rate (BPD)
1400 1] L] L | L § L] 1] |
0 100 200 300 400 500 600 700 800
SteE Rate?bedz PressuresEsil
Start Pressure: 1455 psi
Instantaneous Shut In Pressure (ISIP): 1846 psi 2 200 1622
Top Perforation: 4959 feet 3 300 1702
Fracture pressure (Pfp): 1850 psi 4 400 1810
FG: 0.813 psi/ft 5 500 1871
6 600 1926
7 700 1961




Sundry Nunber :

61290 APl Vel | Nunber:

43013316460000

Monument Federal 41-18-9-16D SRT Data (11-19-14)
11/19/2014 1:28:16 PM

Date Time Time Zone :\\l:;:ﬁe Pressure (psi) Date Time Time Zone 2:5706::9 Pressure (psi)
11/19/2014  8:45:00 AM -07:00 1462.0 11/19/2014 12:35:.01 PM -07:00 1931.0
11/19/2014  8:50:00 AM -07:00 1461.2 11/19/2014 12:40:01 PM -07:00 1958.2
11/19/2014  8:55:00 AM -07:00 1460.2 11/19/2014 12:45:.01 PM -07:00 1976.0
11/19/2014  9:00:00 AM -07:00 1459.0 11/19/2014 12:50:01 PM -07:00 1961.2
11/19/2014  9:05:00 AM -07:00 1457.6
11/19/2014  9:10:00 AM -07:00 1457.0
11/19/2014  9:15:00 AM -07:00 1456.6
11/19/2014  9:20:01 AM -07:00 14554
11/19/2014  9:25:01 AM -07:00 1486.6
11/19/2014  9:30:01 AM -07:00 1501.2
11/19/2014  9:35:01 AM -07:00 1507.6
11/19/2014  9:40:01 AM -07:00 15144
11/19/2014  9:45:01 AM -07:00 1519.0
11/19/2014  9:50:01 AM -07:00 15254
11/19/2014  9:55:01 AM -07:00 1560.6
11/19/2014 10:00:01 AM -07:00 1581.0
11/19/2014 10:05:.01 AM -07:00 1581.2
11/19/2014 10:10:01 AM -07:00 1606.2
11/19/2014 10:15:01 AM -07:00 1602.8
11/19/2014 10:20:01 AM -07:00 1622.2
11/19/2014 10:25:01 AM -07:00 1645.6
11/19/2014 10:30:01 AM -07:00 1663.4
11/19/2014 10:35:01 AM -07:00 1675.2
11/19/2014 10:40:01 AM -07:00 1684.4
11/19/2014 10:45:01 AM -07:00 1694.6
11/19/2014 10:50:01 AM -07:00 1702.2
11/19/2014 10:55:01 AM -07:00 1768.6
11/19/2014 11:00:01 AM -07:00 1777.2
11/19/2014 11:05:.01 AM -07:00 1777.2
11/19/2014 11:10:01 AM -07:00 1796.4
11/19/2014 11:15:01 AM -07:00 1790.6
11/19/2014 11:20:.01 AM -07:00 1810.2
11/19/2014 11:25:01 AM -07:00 1813.4
11/19/2014 11:30:01 AM -07:00 1849.6
11/19/2014 11:35:01 AM -07:00 1838.0
11/19/2014 11:40:01 AM -07:00 18504
11/19/2014 11:45:01 AM -07.00 1870.8
11/19/2014 11:50:01 AM -07:00 1870.8
11/19/2014 11:55:01 AM -07:00 1902.0
11/19/2014 12:00:01 PM -07:00 1893.0
11/19/2014 12:05:01 PM -07:00 1903.6
11/19/2014 12:10:01 PM -07:00 1903.2
11/19/2014 12:15.01 PM -07:00 1913.2
11/19/2014 12:20:01 PM -07:00 1925.6
11/19/2014 12:25:01 PM -07:00 19414
11/19/2014  12:30:01 PM -07:00 1935.8

Page L of 1



Sundry Nunber: 61290 API Well Nunber: 43013316460000
Monument Federal 41-18-9-16D ISIP Data (11-19-14)
11/19/2014 1:29:25 PM

Date Time Time Zone ::Z:Iiie Pressure (psi)
11/19/2014 12:50:22 PM -07:00 1962.4
11/19/2014 12:51:22 PM -07:00 1845.8
11/19/2014 12:52:22 PM -07:00 1819.8
11/19/2014 12:53:22 PM -07:00 1807.6
11/19/2014 12:54:22 PM -07:00 1797.2
11/19/2014 12:55:22 PM -07:00 1788.6
11/19/2014 12:56:22 PM -07:.00 1780.6
11/19/2014 12:57:22 PM -07:.00 17742
11/19/2014 12:58:22 PM -07:00 1767.6
11/19/2014 12:59:22 PM -07:00 1762.0
11/19/2014  1:00:22 PM -07:00 1756.8
11/19/2014  1:01:22 PM -07:00 1751.8
11/19/2014  1:.02:22 PM -07:00 1747.2
11/19/2014  1:.03:22 PM -07:00 17434
11/19/2014  1:04:23 PM -07:00 1739.2
11/19/2014  1:05:23 PM -07:00 1735.6
11/19/2014  1:.06:23 PM -07:00 1731.8
11/19/2014  1:.07:23 PM -07:00 1728.6
11/19/2014 1:.08.23 PM -07:00 17252
11/19/2014  1:09:23 PM -07:00 17224
11/19/2014  1:10:23 PM -07:00 17194
11/19/2014  1:11:23 PM -07.00 17176
11/19/2014 1:12.23 PM -07:00 17154
11/19/2014  1:13:23 PM -07:00 17130
11/19/2014  1:14:23 PM -07:00 17110
11/19/2014  1:15:23 PM -07.00 1708.8
11/19/2014 1:16:23 PM -07:00 1705.6
11/19/2014 1:17:23 PM -07:00 1704.4
11/19/2014  1:18:23 PM -07:00 1702.2
11/19/2014  1:19:23 PM -07:00 1700.0
11/19/2014  1:20:23 PM -07:00 1698.2

Page 1 of 1



Sundry Nunber: 61290 API Well Nunber: 43013316460000

Monument Federal 41-18-9-16D SRT & ISIP (11-19-14)
11/19/2014 1:26:02 pPM

Legend j

]N87695

|~ Absolute Pressure

- Absolute Pressure

,.|....l....,....'....,....l....,....l....,....l....,....,....,....,....,....I...,....'....,.ﬁ—
8:53:20 AM 9.26:40 AM 10:00:00 AM 10:33:20 AM 11:.06:40 AM 11:40:00 AM 12:13:20 PM 12:46:40 PM 1:20:00 PM
11/19/2014 11/19/2014 11/19/2014 11/19/2014 11/19/2014 11/19/2014 11/19/2014 11/19/2014 11/19/2014

-07:00 -07:00 -07:00 -07:00 -07:00 -07:00

-07:00 -07:00 -07:00
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